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l8—INCH "AMERICAN“ MULTI-PRODUCTION PACEMAKER LATHE
TURNING 1045 STEEL AT 350 FEET PER MINUTE WITH .022” FEED, TWENTY—FlVE (25) HORSEPOWER BEING USED.

THE NEW MULTI-PRODUCTION LATHE
PACEMAKER MODEL

A NEW ADDITION

MOTOR

This new addition to the “American” lathe family was developed for the
specific purpose of filling the gap between the standard engine lathe and
the highly specialized, sing1e—purpose, automatic lathe. On the one hand,
the standard lathe is not capable of the rapid production of duplicate parts
required in some plants, while, on the other hand, a single—purpose auto-
matic lathe does not have the adaptability and the range so often necessary.
The “American” Multi-Production Lathe is designed to fit in between
these two. By retaining all the standard engine lathe features it offers
the same adaptability and range as a standard lathe, while through its
combination of automatic length stops, positive diameter stops, and special
tooling it offers the advantages of very rapid production of duplicate parts.

DRIVE
\

The basis of this new machine is the “American” Pacemaker Lathe
with patented automatically oiled geared head arranged for motor
drive. This fact in itself insures a highly efficient producing unit, for
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the “American” Pacemaker Lathe has proven itself to be an unexcelled
producer of high—quality work. The enormous power capable of being
transmitted through the patented geared headstock, with its powerful
multiple-disc initial clutch, its very large diameter and wide face, chrome-
molybdenum steel, heat-treated, hardened and ground gears and its
hardened, alloy-steel shafts and triple bearing spindle, combined with
such refinements as automatic pump lubrication through oil purifier to
all bearings, and anti-fr iction bearings of the highest quality, produces
a most excellent power-transmitting unit of absolute dependability.

SCIENTIFICALLY PROPORTIONED

To effectively utilize the maximum power transmission through the head-
stock, all other units such as the bed, the carriage, the apron, the quick-
change mechanism, the tailstock and the tool rests are scientifically
proportioned, with a generous factor of safety.

MULTI-PRODUCTION FEATURES

To this highly efficient producing unit has been added the Mu1ti-Produc-
tion Features, in order to increase its capacity for producing duplicate
pieces, by eliminating time-loss due to measuring and calipering, and to
further reduce production costs by reducing the amount of spoiled work
to the very minimum. These features consist primarily of a highly
developed automatic longitudinal stop mechanism, positive hand—operated
diameter stops, dual direct—reading cross-feed dials with indicating clips
and tool rests especially adapted to the work.

AUTOMATIC LONGITUDINAL STOPS

The Automatic Longitudinal Stop Mechanism, as its name implies, auto-
matically trips the longitudinal feed at pre-determined points thru

- _- " M

DETAILS OF .\UTO.'\lA’l'lC LONGITUDINAL STOP l\1ECHANlS;\l
(Patent applied for)
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adjustable dogs spaced as

desired along the stop bar.
As the apron contacts with
these dogs a clutch in
the feeding mechanism is
disengaged, stopping the
carriage instantly. The
instant the pressure of the
apron against the stop dog
is removed the feed clutch
automatically re—engages,
and the carriage is ready
to move on to the next
stop. The advantage of
the automatic stop mech-
anism is in eliminating
delays due to work meas-

urement, thus permitting
the lathe to actually cut
metal more minutes per
hour, naturally resulting
in more finished pieces

CONTROL LEVER FOR ACCURATE SETTING o1= srop DOGS of Work Per day-
‘Patent applied for)

ACCURATE SETTING OF STOP DOGS

A novel arrangement is provided for convenient and accurate setting of
the stop dogs along the bar, which is decidedly in advance of anything yet
supplied for this purpose. By throwing the bar control lever at the tail-
stock end of bed 180 degrees, the stop bar is moved endwise against a

positive stop and the feed clutch automatically held in its disengaged
position, while the stop dogs are being located. The bar control lever is
then returned to its original operative position and the automatic stop
mechanism is ready to function. With this arrangement the stop dogs can

be conveniently set by means of gauge or scale measurements with the
absolute assurance that the feed will trip automatically at exactly the right
point for every shoulder. This dog setting arrangement entirely eliminates
guess work in locating the stop dogs and thus inspires confidence in the
results. It can be depended upon to produce any quantity of duplicate
work to very close limits of accuracy. This construction provides the
combined advantage of an automatic trip for the feed at pre—determined
points and positive locating points for squaring up shoulders, grooving
and necking for grinding.
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CENTER HOLE CONIPENSATOR

CENTER HOLE COMPENSATOR

Occasionally variation in center hole depths prevents the accuracy
required, consequently a center hole depth compensating mechanism is
provided to compensate for the varying center depths and thus maintain
a constant accuracy of shoulder lengths and positions without changing
the settings of the stop dogs.

This mechanism is located at the lower left—hand side of the apron and
consists of an adjustable stop contactor actuated by a fine pitch screw.
The adjustment of this contactor, either forward or backward, to contact
with the initial stop dog when the cutting tool is set at the starting point
of the cut, will produce the correct relation between the starting point
and the first stop dog, thus compensating for differences in the depths
of the center holes in the work. Seldom, however, is this mechanism
required as only occasionally do shouldered shafts require such a high
degree of accuracy.

QUICK-SET SCALES

This entirely new and decidedly valuable feature is now available for
accelerating the setting of the longitudinal stop dogs. The new
“American” Quick—Set Scale is a recent development for which there
has been a crying need ever since longitudinal stops came into use. It
consists of a long chromium-plated scale, graduated from both ends in
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64ths, adjustably fitted to the front wall of the bed vee. Two knife-edge
pointers fixed to the carriage are provided for indicating the scale reading.
The right-hand pointer is used for locating shoulder lengths from the
tailstock end of the work, and the other pointer for locating the remaining
shoulders on the opposite end, after the work is reversed between centers.

The Quick-Set Scale, in our opinion, is the most important improvement
ever made in a multiple longitudinal stop mechanism, for it not only
minimizes errors of measurement but its use cuts stop—setting time to a

fraction of what it was formerly.

" WW’ ' 7 ' V ‘ ‘'“" "‘ '~ __ _V U: '
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QUlCK—SET SCALE (Fig. No. l\

POSITIVE DIAMETER STOPS

The Positive Diameter Stops are hand operated and determine the limit
of cross feed for each diameter. This mechanism consists of a slotted
cylinder at the right-hand side of and paralleling the carriage bridge,
with a star knob for operating, conveniently placed for the operator. Five
slots, each with an adjustable dog, are supplied around the cylinder, pro-
viding for five different work diameters. The operating star knob carries a

collar numbered from 1 to 5 to assist the operator in identifying the correct
stop set—up for each diameter. Between each stop position is a neutral
point, shown on the star knob dial by the letter N, indicating a point at
which the tool rests will pass over the stop dogs without interference. If
both front and rear tools are used, stop dogs may be used for each. The use

of positive diameter stops eliminates the necessity of calipering the work.

POSITIVE
DIAMETER srops
lFig. No. 2)



DUAL DIRECT-READING CROSS FEED DIALS

Likely, the greatest advance ever made in cross feed measuring equipment
is represented by the newly developed “American” Dual Direct-Reading
Cross Feed Dials. These dual or twin dials are large in diameter,
providing plenty of space for legible graduations, and are geared to the
cross feed screw so as to provide direct reading for diameter reductions.
For example, one complete revolution of the dials indicates a one-inch
reduction of the work, while a fractional setting, for example 1/4” or a deci-
mal setting, for example .015” will produce a reduction of those exact
amounts. This direct and positive reading feature, which completely elimi-
nates mental gymnastics on the part of the operator, is a great improve-
ment over the usual type of cross feed micrometer dial that is not only
difficult to read but indicates only one-half of the actual work reduction,
presenting a problem in arithmetic for the operator to solve each time
the dial is used.

The dual dials operate either independently or in unison. One dial is
graduated from zero in fractions with each sixty—fourth inch numbered
in progression; the other is graduated from zero in thousandths with each
.020” numbered in progression. A fixed knife-edge pointer facilitates
the reading of dial _ ,__.

graduations. The use l

of these Dual Direct— *

Reading Dials fur-
nishes an ease, rapidity
and accuracy of tool
settings never before
possible, while the
further advantage of
determining the exact
amount of reduction
in either fractions or

decimals is obvious.

When multiple diam-
eter stops are fur-
nished, the setting of
the stop dogs is greatly
facilitated and accu-

racy assured by the use

of the dual dials. The
Dual Direct-Reading
Cross Feed Dials can be
furnished for any size
u - 99 DIRECT-READING CROSS FEED DIALS WITH ADJUSTABLE cups FOR

Amerlcan Lathe- INDICATING DIAMETERS (Patent applied for)
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BUILT-IN ROLLER-BEARING TAILSTOCK CENTER

When turning work at

the high speeds made
possible by cemented
carbide cutting tools,
we strongly recom-

mend that the work
be mounted on a live
or revolving tailstock
center. If the work is
mounted on a dead
center considerable
frictional heat is apt
to develop, resulting in
elongation of the work
with its consequent
difficulties. Cutting at
these high speeds also
directs very heavy
thrusts against the
tailstock spindle which often badly distort the center hole in the work
and destroy the center itself when a dead center is used.

HEAVY DUTY TAILSTOCK WITH BUILT—IN ROLLER—BEARlNG
CENTER (Fig. No. 1)

We have, therefore, found it highly advisable to use a live center mounting
for this class of work and have developed for this purpose our “Bui1t—In
Roller-Bearing Tailstock Center” shown by the accompanying illustra-
tions. This unit consists primarily of a very heavy tailstock with
enlarged barrel, ball—bearing thrust, and oversize spindle. In this large
diameter spindle, the removable center is seated in a sleeve which is
mounted in two large Timken Roller Bearings with adjustment means

provided for wear com-

pensation. This anti-
friction unit is so de-
signed that it may be
easily and quickly re-

moved and replaced by
the standard type of
plain spindle and dead

_ center. Forhigh—speed
‘ Ffl ‘‘ r , turning of any kind of\ E ) material, we recom-

1 mend the “Built-In ‘

Roller-Bearing Tail-
5E‘;Tc§E’;T§,§.§éi¥1.3Z‘ZE§§’$1£‘“fii.’?‘§i5§T’” stock Center.”
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HORIZONTAL TOOL HOLDER AND PATENTED CHIP-BREAKER

RIGID TOOL MOUNTINGS

If cemented carbide tools are to be used successfully for cutting steel the
complete elimination of vibration is essential, for it has been found that
vibration is a most destructive agent in the use of this type of tool; con-

sequently the greatest care must be exercised in order to prevent it. In
the elimination of vibration the mounting of the tool is of great im-
portance. If cutting tool is insecurely mounted or if supporting rest is
weak, vibration will result. The iinportance of this subject has demanded
a great deal of study and experimentation in order to secure just the right
combination to provide the greatest rigidity. As a result of our research
we have developed a horizontal tool mounting as shown by the accom-
panying illustration, which provides the required rigidity and in actual
practice has proven highly successful.

CHIP-BREAKER (Patented)

Obviously an operator could not safely operate a lathe at the speeds per-
mitted by the latest types of cemented carbide tools, especially when
cutting steel, were it not for the protection from flying chips afforded by
our patented chip—breaker and controller. This unit is applied to the
cutting tool in such a way as to break up the chips into small sections and
direct them into the chip pan. Were it not for this chip—breaker the red-
hot chips would come off in ribbons or curls and fly in every direction, en-
dangering operator and making satisfactory operation of lathe impossible.
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TOOL RESTS

A great variety of tool rest combina-
tions is available to select from,
facilitating the selection of just the

. proper tooling arrangement for the
work. This is a great asset to any
production lathe inasmuch as the V

actual amount of work produced is Combined comWuf.'§'a:‘J Plain Block Rm.

often largely dependent upon the
correct tooling for it.

PAN, PUMP AND PIPING

When cutting steel at the high speeds
made possible by the new ‘ ‘American’ ’

Multi—Production Lathe and espe-
cially when using cemented carbide
cutting tools, a copious flow of cool-
ant on the cutting tool is imperative.
Without the coolant, intense heat is
generated which quickly destroys the
cutting tool and heats up the work,
causing elongation which in turn
reacts severely upon the tailstock
center as well as causing inaccuracy
in the work. In view of the necessity
for coolant in modern shaft produc-
tion, Multi—Production Lathes should l’is- 503

, , _ Compound Rest with 4-Way Tool Block mounted on Top Slide
alwaysbe providedwith coolant equip- and interchangeable with other Tool Posts.

ment such as pan, pump and piping.

In considering the new “American”
Multi—Production Lathe it is impor-
tant to know that this machine is
capable of producing not only at the
maximum speeds and feeds per-
mitted by the best high—speed steel
cutting tools, but is amply powered,
provides adequate spindle speeds,
and possesses ample stamina for
utilization of cemented carbide cut-
ting tools to their very limit.

For the production of multiple work
at an amazingly low unit cost the
new “American” Multi—Production
Lathe in sizes from 14-inch to 27-inch Fig. 514
- - - C b‘ d Pl ' B ' -

mcluslve-, Is uneX<=e11ed- A::TzsI‘::le>le 37;’; 32:52? Y1'§LfoZi§ iiii 3:113:13: ’:I.‘l"§Z.Z'§
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EXAMPLES OF HIGH-SPEED PRODUCTION AND FINE FINISH

The following examples
vividly illustrate the
productivity of the
“American” Multi-
production Lathe using
cemented carbide cut-
ting tools. Each of these
examples is an actual
production performance
—not merely a time
estimate. These remark-
able production accom-

plishments are undeni-
able proof of the power,
stamina, quick and
convenient operation of
“American ” Multi-
Production Lathes. Not BATTERY or GEAR GRINDING MACHINES USED IN PROCESSING

do these lathes prO_ LATHE HEAD TRANSXVIISSIONS (Fig. No. 1)

duce quantity , they also
produce quality. Their vibrationless structure, their smooth—running,
accurately ground transmission, their perfectly fitted slides and inherent
structural quality combine to produce work amazingly free from blemish
and imperfections.

When considering a multi—production lathe care should be exercised to
avoid selecting too small a size. We have reason to believe that the
present cutting alloys, in spite of their amazing efficiency, have not
reached their peak and that the future will witness further improvement
that may greatly increase the cutting ability of these or other alloys over
those available at present. In selecting a new machine, anticipate future
developments in cutting tools as far as

possible and select a machine with
sufficient capacity to use an improved
cutting tool satisfactorily.

In analyzing the following examples of
work production we wish to call par-
ticular attention to the amazingly
short time required for setting cross

and longitudinal stops. This extremely
low set—up time is due largely to the
Quick-Setting feature of the longitu-
-dinal stop mechanism and the use of
the Dual Direct-Reading Cross Feed
Dials in setting cross stops. This
low set-up time makes these stop
mechanisms useful and profitable on

much smaller runs of duplicate work
« EXAMPLE oI= FINE FINISH FREE FROM GEAR

than ever before P0551015 MARKS AND VIBRATION BLEMISHES (Fig.No.Zv
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16" MULTI-PRODUCTION LATHE
BAR STOCK 2 3/4” DlAM.—S.A.E. 1045 STEEL

ROTOR SHAFT

21 I.-5" _

I" hlfi-r.U.t.F.) £1 ,_ _‘f_ I5 * f T __‘ fin I511"-.u.s.F.

FT . '-— ' .. 3" . .. -

1.525 :.saI7 L968 1.969 2.59 24 2.:-o7 2.4:; 2.50 m9 168..

1:112‘: :_-:2? I ' I 533:: :-_§::’ M?“ i- W M5 52:: I-33; IIII _L
3" .1 I I I’, i. 0 n‘

I'—“*-1 I:’s‘I‘“7u 4-— I'~t-2’/,;'—s~/IH-— s'/z"———+- rue-21+! 4*-2

I

First Operation—Turn One End I I"C"‘;t‘s’f Dggfh Leffgtth sggfd I R.P.M Feeds Minutes

Placetheshaftbetweencenters . . . . . ..I . . . . . . ..I . . . . . . ..I . . . . . . .I . . . . . . .. 0.50
Turn 2.50" diameter . . . . . . . . . . . . . . . . .. 1 I H" I 3%" I 300' I 416 .015" 0.70
Turn 2.605" diameter . . . . . . . , . . . . . . . . . 1 I 33-3" I 1" I 300' I 416 I .015" 0.20
Turn 2.608" diameter. . . . . . . .. .... . . . I 1 I 115" I 5‘! I 300' I 416 I .015" I 0.95
Turn 1.968" diameter . . . . . . . . . . . ' l I 34'" H," I 300’ I 416 I .015" 0.15
Turn1.969” diameter. . . . . . . . . . . . . . . .. 1 I M" I 1" I 300' I 416 .015" I 0.20
Face the end . . . . . . . . . . . . . . . . . . . . . . . . . I 1 I 315” I 34" I 300’ I 416 Hand 0.20
Face and form neck at 1.969” shoulder. . I 1 I 31;" I . . . . . . . I 300’ I 416 I Hand 0.10
Face at 2.500” shoulder . . . . . . . . . . . . . . . . I I I 1/1” I . . . . . . . I 300’ I 416 I Hand I 0.10
Face at 2.605" shoulder... . . . . . . . .. . . . . I 1 I 115-" I . . . . . . . I 300' I 416 I Hand I 0.10
Face at l‘};{" shoulder . . . . . . . . . . . . . . . . . I l I 1%" I . . I 300' I 416 I Hand I 0.10
Chase the threads . . . . . . . . . . . . . . . . . . . . 10 I . . . . . . . . . . . . . . . . I 40’ I 77 I —f‘," I 4.00
Remove the shaft . . . . . . . . . . . . . . . . . . . . . . . . . . .. I . . . . . . . . I . . . . . . . . I . . . . . . ..I . . . . . . .. I 0.50
To position tools and stops. and changeI I ' I I I

speedsandfeeds . . . . . . . . , . . . , , . . . . ..I . . . . . . . . . . . . . . . . . . . . ..I 7.50
I Total Minutes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15.30

I I I

Second Operation—Turn Other End I hggtgf Dggfih I Lgllgth Sggetd I R.P.M I Feeds IMinutes

Place the shaft between centers. . _ . . . . I . . . . . . . I . . . . . . . . I . . . . . . . . . . . . . . . I . . . . . . . . I . . . . . . . . I 0.50
Turn 1.96S"diameter..... l 3§" I 631" I 300’ 146 I 015" I 1.15
Turn 1.969" diameter . . . . . . . . . . . . . . . . . I I I .01" I 1” I 300' 146 I 015" I 0.20
Turn 2.50” diameter. . . . . . . . . . . . . , . . . . I 1 I,§" I 23%" I 300’ 146 I .015” I 0.40
Turn 1.625" diameter. . .. . . . . . . .. ... I 1 I 1' " I 431” I 300' 146 I .015" I 0.80
Turn 1.687" diameter. . . .. .. .. ......., 1 I 6%” 1-15*" I 300' I 146 .015" I 0.25
Face at 23;” shoulder. . . .. ..._... ...§ 1 I Lg" I . . . . . .. 300’ I 146 Hand I 0.10
Face at 2.50" shoulder... . . .. . . . . . . . . . I 1 I V" I . . . . . . . 300’ I 146 Hand I 0.15
Face at 1.969” shoulder and form neck. I 1 I 7%” I . . . . . . . I 300’ I 146 I Hand I 0.10
Face at l.968"shou1der....I 1 I 39-,” I . . . . . . ..I 300’ I 146 I Hand I 0.10
Face at 1.687" shoulder. . .. . . . . .. . . . . . . I 1 I 3%" I .. .. 300’ I 146 Hand 0.10
Facetheend..................,,.....I l I 315" I §§'' 300’ I 146 Hand 0.15
Chase the threads . . . . . . . . . . .. .._ ....I 10 I . . . . . . . . I . . . . . . . . I 40' I 77 I —,—'.I" I . 4.00
Removetheshaft.....................I........I.....,..I.......I . . . . . . ..I ..I . . . . . . ..I 0.50
A11owances.asabove . . . . . . . . . . . . . . . . . . . . . . ..I . . . . . . ..I . . . . . . ..I . . . , . , ..I . . . . . . 7.50

I Total Minutes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16.00

Net Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .31 . 3 minutes

Stop-Setting Time Applying to Entire Lot

Time to set 6 diameter stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . .6 minutes
Time to set 12 length stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . . .6 minutes

Total stop setting time for entire lot . . . . . . . . . . . . . . . . . . . . .12 minutes
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18" MULTI-PRODUCTION LATHE
BAR STOCK 3 3/4" D|AM.—S.A. E. 1045 STEEL

AXLE

re a 7 " -Jl

L2:-5’ . fizz: . 3%."
gaff’ 1:_ou :. om Rou. 3 L. tioo. 1I:_oo1 ,_,,,

'*§'*"I3*4-L9%" ._ 4.‘Z''—.6= 9'2" 4*|Z's"*‘*§-"4

First Operation—Tutn One End bgrltgf Dggtth Leetgth Sgzetd R.P.M Feed Minutes

Place the axle between centers. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00

Turn 3‘ 3" diameter . . . . . . . . . . . . . . . . . , . . . . 1 }§'’ 2" 300' 306 022" 0.35

Turn 3fi”diameter...................... 1 £5” 9%" 300’ 306 .022" 1.65

Turn 25% " diameter . 2 34”" H" 300' 306 .022" 0.45

Facetheend............................ 1 51;” 11;?" 300' 306 .022’ 0.20

Face 3"-_>” shoulder 1 ?-_S” . . . . . . 300’ 306 Hand 0.15

Face 3%” shoulder . . . . . . . . . . . . . . . . . . . . . . . l -j‘._,»” . . . . . . . . 300' 306 Hand 0.10

Face 3&1” shoulder . . . . . . . . . . . . . . . . . _ . . . . . 1 33-3” . . . . . . . . 300’ 306 Hand 0.10

Remove the axle . . . . . . . . . . . . . . . . . . . . . — . . . . . . . . . . . . . . . . . . . . . . . . , . . . . . . . 1.00

To position tools and stops. and change
speedsandfeeds....................... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 4.00

I Total Minutes . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Second Operation—Turn Other End Ncofitgf Dggtth Leigth SS2; R.P.M. Feed Minutes

Place axle between centers. .... . . . . . . . . .. , . . . . . . . . . . . . . . . . . . . . . .. 1.00

Turn 3‘ -_;" diameter . . . . . . . . . . . . . . . . . . . . . I ‘§" 2" 300' 306 .022" 0.35

Turn31—’,;" diameter. ........ 1 $5” 912'" 300' 306 .022" 1.65

Turn 2%" diameter. .... ....... . . . . . . .. .. 2 1.4" 7/~;”’ 300' 306 .022" 0.45

Face334"shoulder.......,............... 1 33.5” 300’ 306 Hand 0.10

Face 31%” shoulder . . . . . . . . . . . . . . . . . . . . . . 1 5%” . . . . . . . . 300’ 306 Hand 0.10

Face 3' -_i" shoulder . . . . . . . . . . . . . , . . , . . , , . . 1 13'” . . . . . . . _ 300' 306 Hand 0.15

Face the end . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 :35" 1%" 300’ 306 Hand 0.20

Remove the work . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00

Allowances. as above . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.00

Tota1Minutes.—._......................

Net Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . _ . . .18.00 minutes

Stop-Setting Time Applying to Entire Lot

Time to set 3 diameter stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . .3 minutes
Time to set 4 length stop dogs (2 settings) . . . _ . . . . . . . . . . . . .2 minutes
Total stop-setting time for entire lot . . . . . . . . . . . . . . . . . . . . minutes
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18" MULTI-PRODUCTION LATHE
BAR STOCK 3 3/8" DIAM.-S.A.E. 3250 STEEL

BACK SHAFT

- |5" —:_|J

T 1j 9 I II
II " / "

@276 _ 2}-’+ _ _ 3 5 _ 2 4 _

;f_-go; :l:.ool 11.001 1-OOI

1 ,.. ,, l _ 5,,

Ia ’LZ—3 ,T—‘—"1-ea %'——rr 6 F6 "

First Operation——Turn One End Néttgf Dgggh Leelugtth Sgztd R.P.M. Feed Minutes

Placetheshaftbetweencenters . . . . . . . . .. . . . . . . . . , . . . . . . . . . .. 0.50

Turn 2j‘;"diameter.. ...... 1 115" 61%" 250' 283 .022" 1.20

Turn 3‘ 3,3" diameter. .. . . . . . . . . . . . . . . . . .. 1 fig" 3""€" 250' 283 .022" 0.65

FaCetheend...... 1 111" 250’ 283 .022" 0.25

Face3'5”shou1der.......,.......,....... 1 -193" 250’ 283 Hand 0.10

Remove the shaft . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. .. . . . . . . . . . . . . . . . . . . . .. ........ 0.50

To position tools and stops. and change
speedsandfeeds....................... . , . . . ., 1.75

:TotalMinutes............. ..

Second Operation—Turn Other End r‘£‘:’L-“:5 Dggtth Leaogzh Sggetd .R.P.M. Feed Minutes

Placetheshaftbetweencenters.... . . . . . . . . . , . . . . . . . . . . . . . . . . . . 0.50

Turn 233;," diameter. .. . . . . . . , .. . . .. 2 -,-“_-_" 113” 1 250' 283 .022" 0.65

Turn 2%" diameter... .... .... ...... . 2 )1" 3,45" 250' 283 .022" 1.30

Face 3k"shoulder. . 1 -176-" 250' 283 Hand 0.15

Face 214" shoulder .. ........ . ...... 1 .3," i . . . . . . .. 250' 283 Hand 0.10

Facetheend...................,....... 1 } ;—,‘._.-" 1" 250' 283 Hand 0.25

Remove the shaft. . . . . : .. . . . . . . . .. 0.50

A1lowances.asabove... . . . . . . . 2.25

WITotalMinutes.................... ......‘..5.70

Net Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1065 minutes

Stop-Setting Time Applying to Entire Lot

Time to set 4 diameter stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . .4 minutes
I

Time to set 5 length stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . .2.5 minutes

Total stop—setting time for lot . . . . . . . . . . . . . . . . . . . . . . . . . .6.5 minutes
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20" MULTI-PRODUCTION LATHE
BAR STOCK 3 1/8” DIAM.-S. A. E. 3140 STEEL

JACK SHAFT
9 ..

A1} . as "6 1 “"56"'1 ~ ~;-"
2 27¢" 2749" 3.23.5 31,5‘ 5.235" 5.22.5”

—_ '?,:'— TM' ——¢.fo| ‘TL; T; -tic: _ tloo: _

I-~.s 1351 —~i~— 3"-'1; 75" #.._,/r2§;,13F_‘ '..a--__i,._ 5%» __i

First Operation—Turn One End Nétltgf Dggtth Lecnugtth Sggetd R.P.M. Feed Minutes

Placeshaftbetweencenters...........,.. . . . . . . . . . . . . . .. 1.00

Turn 3.23" diameter . . . .. .............. .. 1 35;" 18}/§” 250" 245 .022" 3.70

Turn 2.27" diameter . . . . . . . . . . , . . . . . . . . . . 2 M" 5{—2-" 250 ' 294 .022" 2.10

Turn 3" diameter. .. , . . . . . . . . . .. . 1 }§" 10%;-" 250’ 294 .022" 1.85

Turn taper portion . . . . . . . . , . . . . . . . , 2 ,1/4"” 3" 250' 294 .022” 1.10

Face the end . . . . . . . . . . . . . . . . . . . . . . , . 1 31.5" 11/§' 250' 294 Hand 0.25

Chamfer the end . . . . . . . . . . . . . . . . . , , . . , 1 ,‘;§" 4‘.'§" 250' 294 Hand 0.10

Face at 3.23" shoulder. . .. . . . . . . . . . . . . . . . 1 ,3; _ /~ 250' 294 Hand 0.10

Face at 3;34"’ diameter . . . . . . . . . . . . . , , . . , 1 315" 1/1" 250’ 294 Hand 0.15

Removetheshaft . . . . . . . . . . . . . . . . . . . . . . . . . . , . . .. . . . . . . . . . . . . . . . . . . . . . . .. 1.00

To position tools and stops. and change
speedsandfeeds . . . . . . . . . . . . . . . . . . . . . .. , .. . . . . . . .. _ . ... 5.00

Tota1Minutes......... . . . . . . . . ...16.35

Second Operation—Turn Other End Ngitgf Dggtth Lgigth Sgggd R.P.M. Feed Minutes

Placetheshaftbetweencenters. . . . . . . . . . . . . .. . . . . . . . . 1.00-

Turn 3.23” diameter . . . . . , . . . . . . . . . . . . . . 1 -55" 7}§" 250" 245 .022" 1.45

Turn 3%" diameter . . . . . .. .... .. , . . . . 1 1i,;" §é" 250" 245 .022" 0.10

Turn 3.025" diameter . . . . . . . . . . . . . . . , . 1 }/_~§” 5373-" 250’ 294 .022" 1.10

Face 35;," shoulder .. ..... _,.. . . . . . . .. 1 31;" }§’’ 250’ 294 Hand 0.15

Tace 3.28" shoulder . . . . . . . . . . . . . . . . . . . . 1 3-13" 1 '" 250' 294 Hand 0.10

Face the end . . . . . . . . . . . . . . . . , . . . . . . . . . . . 1 31;" 175;" 250’ 294 Hand 0.25

Chamfer the end. . . . .. .. . . 1 1/,5" 1;" 250" 294 Hand 0.10

Removetheshaft.......... . . . , . , . . . . . . . . . . . . . . . _ . _ _ . _ . _ . _ . .. 1.00

Allowances.asabove..........,......, . . . . . . . . . . . . . . . . . . ... . . . . . . . . . . , . .. 3.25

. i Total Minutes . . . . . . . . . . . . . _ . . . . . . . . . . . . . . . . . . . . .1 . .8.50

Net Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .24. 85 minutes

Stop-Setting Time Applying to Entire Lot
Time to set 5 diameter stop dogs . . . . . . . . . . . . . . . . . . . . . . . .5 minutes
Time to set 7 length stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . . minutes
Total stop—setting time for entire lot . . . . . . . . . . . . . . . . . . . .8. 5 minutes
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20" MULTI-PRODUCTION LATHE
BAR STOCK 5" DlAM.—S.A. E. 4140 STEEL

DRIVE SHAFT

I. 7352"’

F . ‘I’ u I -- ., 9 . ._‘__g_.76 4.252 _ _ 4:750 _ ‘T-3:52. 4.a<io__ 3_Jy‘ _

+.ui,I;°°° $.00: 419°‘. ‘zoo: 1:391 ‘I'.°°°.;.0°2 ‘-’‘''.:.°"
:1 ‘ T .. "I-4 -’I——6i—-e 44" +4-—e"—«I‘— e—-P53-I

I I I I

First 0peration—Spot Turn {I I22".-ltgf DE!’-itfh ,LeEl'-gth I sggetd RTP.M Feed IMinutes

PlaceshaftbetweencentersT....TTT..TIT.TTTTT.I..TTTTT.IT....TT.I . T T . T T T T T T T . T . . T . T T T T T .. 1.00
Turn a spot for steady rest T . T T T . T . T . . T I 2 I .015" I l_1§” I 40’ 31 .015” 5.00
Removetheshaft , . . . . . . . . . T . . T . . , . . T T . T T T . . T . T . .. .. T 1.00
To position tools and stops. Change? I ' I I I

speedsandfeeds..TTTTTT.TTTTT.T,.T.I . . . T T TTI . . . . T T T . T T T T T T T T . T .T.TI 0.75
I Total Minutes T T T T . . T T T T T . T . T T T . . T . T T . T . T T T . T T T T . T T T . 7.75‘
' I 2 I I I

Second 0peration~Turn One End hgétgf DES‘; ‘.'Le(;"gtth sggetd R.P.M. I Feeds IMinutes

Place the shaft between centers and‘ ' I I

steadyrest..T.TTT....T..TT...T...TI . . . . T . ' . . T T . T T . . . . . 1.00
Turn 4.25” diameter. . . T T... T T T T T. 47: 1 I 34” l95§" I 200' I 153 .022" I 6.50
Turn 3.876” diameter. T T T. T. I» T T T. T. I 1 I -3.2” I 55;" I 200' I 153 I .022" I 1.90
Turn 4.00" diameter . . . . . . . . T . T T T T T T T T 1 I5” I 8" I 200’ I 153 I .022” I 2.70
Facetheend . T T . .T .TI 1 I 3‘;-" I 15T” I 200' I 153 I .022" I 0.65
Face and form fillet at 4" shoulder. T T T . I 1 I 7'5” I 3%” I 200’ I 153 T’ Hand I 0.10
Face and forrn fillet at 4.25" shoulder. T I 1 I T‘,-” I 1' ’" I 200’ I 153 I Hand I 0.10
Face and form fillet at 5" shoulder. T T T ‘ l I j‘.—_;’’ I 3,3” I 200’ I 153 I Hand I 0.15
Removetheshaft.T..T.TTTTTTTTTTT.T.TIT TTI T T T T . . T.’ . T T T T T T.I T T . T T T TIT. TI [.00
Allowances.asabove . . . T T . . T T . . . T . T . . . . T T T . . . T .TI T . . T . . ..| 3.25

ITotalMinutes...TT.T.TTT,..T T. 17.35

I I I I I I I

Third Operation—Turn Other End I bgttgf Dggtth :LeE:“;th Sggetd iR.P.M. I Feed ;Minutes

Place the shaft between centers and‘ I ' I ‘ I I

steadyrest.....TT..T.....T..T.T..TT.I.. T T T . . T TTI . T . T T T . T T T . . .TI T . T T T T .TI 1.00
Turn 4.25’ diameter. T T T. T . T T T T T I 1 I 36’ I 10" I 200’ I 153 I 022" I 3.35
Turn 4.75" diameter. , T . . T T T . T . T . T . T T I l I 5;" I 44" I 200' I 153 I .022” I 14.75
Turn 3.876" diameter. T . T . T . . . . T . . T . . T I 1 I 7%" I 4" I 200' I 153 I .022" I 1.35
Face and form fillet at 4.75” shoulder. T I 1 5!," I M” I 200’ I 153 I I-land I 0.15
Face and form fillet at 4.25" shoulderT. I 1 $7” I 3 " I 200' I 153 I Hand 0.10
Facetheend...TT...,..TTT.T.......T.,I 1 35;,” | 1-"T’«;”’ I 200’ ' 153 IHand 0.65
Removetl1eshaft..T..........TTTTTTT.I . T . . T T TTI T , T . T T .. 1.00
Allowances.asabove..T.T..TT...TT....I...TTTTTI T . . . . T TTI T T . T T . T T T , T T ..I TTI 2.75

I Total Minutes . . T T T . . . . . T T T T . T . . . T T . .... T .25.10

Net Time T T T . T T . T T T T T . T T T . . T . . T T T T T . T T . T T . . . T T . . T . . T . . .50.2 minutes

Stop-Setting Time Applying to Entire Lot

Time to set 4 diameter stop dogs . . T T . T . T . . T T T T T T . T T T . T T T T .4 minutes

Time to set 7 length stop dogs T . . T . T T . T . T T T T T T . . T . . T . T T .3.5 minutes‘

Total stop-setting time for entire lot T T T T T T . . T . . . . T T T T T T .7. 5 minutes
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24" MULTI-PRODUCTION LATHE
BAR STOCK 81/4" DIAM.-S.A.E. 3140 STEEL

MILL SHAFT

if 6|" >'

.. . L-
__ _ 4--i7.5o"_ 1.542 _ 8,:ag '-I“3I _ a“°°: _ 7.’€oa” 4:75;, 8'‘4:.L: *'-:¥:| 2.39: :—uI Rough um 124104 3.3:: 2.3.»:

e-_—_—fiF'5iW‘-'- '1" %‘ '43‘ #= :2" fi 7"'——*F“5i*i

First Operation—Turn One End Néttgf DES:-‘h Leeitgh sgggd R.P.M. Feed Minutes

Place the shaft between centers . . . . . . . . . . . . , . , . . . . . . . . . . . . . . . . . . . . . . . . . . . . . _ _ _ . . _ _ . . . . . 1.00

Turn 7.50" diameter . . . . . . . . . . . . . . . . . . . . . 1 M” 12” 200’ 93 .022" 6.60

Turn 8.00" diameter. . . . . . . ........ .. . . .. 1 /lag" 38" 200’ 93 .022" ZLOT
Turn 733” diameter. ...,.. ..... . . . . . . . . .. 1 .008” 14" 200’ 93 .022" 7.65

Turn 4“4'”diameter. .... 3 ,‘-_$'’ 5" 200' 102 .022" 8.00

Face the end . . . . . . . . . . , .. .. 1 31.3” 21.4” 200' 102 .015" 1.10

Chamfer the end , . . . . , . . . . . . . . . . . . . . . . . . 1 ‘(U 1/5;” 200 ’ 102 Hand 0.10

Face 7.50” shoulder . . . . . . . . . . . . . . . . . . , . . . 1 3%" 1%" 200' 102 .015" 0.80

Face8"shoulder 1 515” }/§" 200’ 102 Hand 0.15

Removetheshaft.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00

To position tools and stops, and change
speedsandfeeds.............,......... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 4.50

| Total Minutes. . . . . . . . . . . _ . . _ . . . . . . . . _ . . . . . . . . . . . .51.90

First Operation—Turn Other End hg)L'1t:f Dggtth Lgfgzh Sggetd R.P.M. Feed Minutes

Placetheshaftbetweencenters... . . . . . . . . . . . . . . . . . . . . . .. 1.00

Turn 7.562" diameter . . . . . .. ............ l H,” 11” 200’ 93 .022" 6.10

Turn 4%” diameter . . . . . .. . . . . . . . . . . . . . . .. 1 5%" 3" 200' 102 .022" 12.25

Face 8” shoulder . . . . . . . . . . . . . , . . . . . . . . . . . 1 3,13” 1/§" 200’ 102 Hand 0.15

Face 7.562" shoulder . . . . . . . . . . . . . . . . . . . . , 1 795” 1%” 200' 102 .015" 0.80

Face the end . . . . . . . . . . . . . . . . . . . . . . . . . . .. 1 31;" 21%" 200 ' 102 .015” 1.10

Chamfer the end . . . . . . . . , . . . . . . . . . . . . . . . 1 !§" }»§" 200' 102 Hand 0.10

Removetheshaft........................ . . . . . . . . , . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.00

Al1owances.asabove . . . . . . . . . . . . . . . .. .. . . . .

I Total I\«Iinutes . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . , . , .26.50

Net Time . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .78.4 minutes

Stop-Setting Time Applying to Entire Lot

Time to set 5 diameter stop dogs . . . . . . . . . . . . . . . . . . . . . . . . . .5 minutes

Time to set 8 length stop dogs . . . . . . . . . . . , . . . . . . . . . . . . . . . .4 minutes
Total stop-setting time for entire lot . . . . . . . . . . . . . . . . . . . minutes
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