%
i

SERVICE MANUAL

AND

REPAIR PARTS CATALOG

Nos. 1-2-3-4
DIAL TYPE MILLING MACHINES

(MEDIUM SPEED AND HIGH SPEED)

® This service manual and repair parts catalog was made for the
purpose of helping the maintenance foreman, millwright and the -
operator to know the correct method of installing and caring for
the machine and to facilitate the ordering of repair parts. » »

@ CINCINNATI milling machines are built to a high degree of
precision and accuracy. When properly installed and with
ordinary care they will give many years of good service. » »

Price $ 25.00
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FIGURE 1

Lubrication Chart for Vertical Head of Medium

Speed Machines

12
13
O O‘\@
(14 =
I
= ||
QlL LEVEL
GAGE Pc-2588
FIGURE 2

Lubrication Chart for Vertical Head of High
Speed Machines
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FIGURE 3

Lubrication Chart for Horizontal Machines, Medium Speed and High Speed
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CINCINNATI DI AL TY PE M1 LLI NG M A CHINES
LUBRICATING INSTRUCTIONS AND SPECIFICATIONS
ALL STYLES Nos. 1, 2, 3, AND 4 DIAL TYPE MILLERS
When to Qil Shatian Parts Lubricated Lubricating Instructions Specifications
Number 8 uction of Lubricant
1 and 2 Knee bearing surface on
column Medium machine
Once a Day 1(1) Pieadl Tsearing susfaces on Qil from squirt can mineral oil. Viscosity
column (Verticals only) 190 to 210 seconds
12 Saybolt at 100° F.
5 and 6 | Lead Screw Bearings Qil from squirt can.
Medium sponge,
13 short fibre grease.
14 Sodium soap base.
Once a week 15 Spindle and bevel gear | One full turn of grease (Superla 2X grease
16 (Med. | bearings (Verticals only) | cups once a week; made by Standard
Speed only) NO MORE 0il Co. of Indiana,
17 (High or medium sponge
Speed only) grease made by
Vacuum 0Oil Co.
Replace pipe plug in ver-| Extreme pressure oil.
tical screw base nut with| Special heavy S.A.E.
Twice a Year 9 Vertical Screw grease fitting. Fill oil well| EP-250 grade or its
with grease gun. equivalent.
Keep reservoir filled to
3 Arbor bearing collar line on gage.
Automatic Lubrication.
Keep reservoir filled to
4 Saddle parts and knee line on gage. Push lever
bearings of the saddle. of oil shot pump sharply
six times twice daily.
Keep knee reservoir filled | Medium machine
When oil to line on gage. Keep col-| mineral oil.
reaches low 7 Knee parts umn filled to threads of| Viscosity 190 to 210
limit on gage filler elbow. Drain and re-| seconds Saybolt
fll with clean oil after| at 100° F.
first month of operation.
. Thereafter drain and re-
All parts in column (eX-| gy \while machine is idle,
8 cept motor), including about twice a year, de-

gear shifter bracket and
feed box

pending on operating con-
ditions.
Automatic Lubrication.

Depends on
make of motor
and type of
bearing
construction

Motor Bearings

Front motor is accessible
when door on rear of col-
umn is opened. Rear bear-
ing is accessible when
louvre on right hand side
of column is removed.

Depends on make of
motor. Cup grease
for anti-friction bear-
ings, and oil for sleeve
bearings.
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NOMENCLATURE CHART

SERIAL NO. STAMPED :  OVERARM
HERE AND ON RIGHT
FRONT OF TABLE

8 TYPE INNER
ARBOR SUPPORT
WITHOUT LUG

SUPPORT

B TYPE OUTER
ARBOR SUPPORT
WITH LUG

ARBOR SUPPORT
BRAGES :

"

: OJ = 3 i msas = §¢— TABLE
MOTOR DRIVE-> - - A - = (]2 i L
OVER : - B i

é&%%u; v b7 < % o DG JUNIV.
INSIDE COVER ' ; '§

J
TABLE APRON —
BRACKET

; L | : Al i \ FEED TRIP
KNEE 11U et BRAGKET

'COLUMN

GOOLANT, .
RETURN TUBES

T

£ _COOLANT COMPARTMENT
S IN BASE

VERTICAL SCREW & BASE NUT

Study the two illustrations
on this page to fix in your
mind the names of the
principal units and parts
indicated. You will then
have a better understanding
of the service instructions
which follow.
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CINCINNATI

DI AL TYPE MI1LLING M A CHINES

TIGHTEN OVERARM
CLAMPING BOLTS
BEFORE LIFTING

INSTALLATION INSTRUCTIONS

Figures Nos. 4 and 5 show the proper
method of lifting both horizontal and
vertical machines.

Foundation:

Foundation requirements depend upon
so many factors, such as speed of ma-
chine, balance, rate of metal removal, etc.,
that it is not feasible to devise exact

. MOVE SADDLE TO EXTREME OUTER foundation specifications which will fit
POSITION TO MAINTAIN BALANCE all Conditions.
FIGURE 4 The floor material is an important con-

=

—m— MOVE SADDLE TO EXTREME QUTER
POSITION TO MAINTAIN BALANCE

FIGURE 5

sideration. If the floor is made of re-
inforced concrete 6” or more in thickness, it is not necessary to
build up a special foundation. If the ground floor is of timber
construction and the distance from the solid ground to the floor
is not too great, the best practice is to cut a hole through the
floor and build a concrete foundation from the ground up to
the floor line. (Use a standard 1-2-3 mixture.) If the floor is
made of concrete overlaid with wood block or any shock-proofing
material, the usual practice is to remove this material from its
base and fill in with concrete up to the floor line.

Upper Floors:

If the machine is to be located on an upper floor or balcony,
place it directly over a supporting beam or girder. There will
be less possibility of vibrations being transmitted to it by other
machines. )

Leveling:

After the machine has been moved to its
proper location, it must be carefully

leveled before grouting or bolting it to

the floor.

For leveling machine tools, a sensitive,
graduated tube spirit level is required,
reading to 10 seconds per graduation
(.0005” per foot) and provided with screw

FIGURE 6 adjustment. Ordinary levels should not

be used because they are not accurate

enough. The actual length of a level frame has no bearing on its accuracy. The glass
tube alone determines its sensitiveness. A short level with a long tube is best. It costs less
and can be handled or stored with less danger of damage.

Do not try to level a machine that has just been brought into the shop. Give it 24 hours to

take on room temperature.

M-786-5



S E R V | C E M A N U A L

Do not expect a machine to remain level permanently. Buildings settle and floors warp. A
periodic check-up is necessary to maintain utmost precision.

Cleaning. Do not move any machine slides before cleaning thoroughly, and oiling.

Use a good clean grease solvent. Rags should be used instead of waste because they leave no
lint. Do not use an air hose for cleaning as it will drive grit and dirt into holes and under
bearings. Use a stiff bristle brush to get into the corners. '

When machine is thoroughly clean, rub clean machine oil over all the ways and make sure
there is no grit left.

Prevent the formation of permanent stains by periodic cleaning after installation.

oc 4 ADJUSTMENTS
7 \\\\
miniid |||}‘}}}um=> Adjusting the Gibs. Two types of gibs, shown in Figs. 7
""""'!:"“"“"' I and 8, are used to take up wear between sliding units of
7 these machines. The amount and method of adjustment,
% however, is the same for each type.

e W To adjust a gib of the type shown in Fig. 7, proceed as

FIGURE 7 follows:

1. Loosen nut “C”.

2. Turn screw “D” in a clockwise direction and follow up
with nut “C” until movement of slide is tight.

LIS Y 1

3. Turn screw “D” in a counter-clockwise direction until

) = : % slide is free to move without undue exertion.

I N 4, Lock nut “C” in this position.

FIGURE 8 A certain amount of judgment or ‘“‘feel” is necessary to
know when slide movement is correct. Too tight an ad-
justment of gibs squeezes oil film out of sliding ways and

may cause scoring and unnecessary wear. Clean and oil bearings frequently to avoid undue
wear on ends of gibs.

Adjustment of the headless type of gib, shown in Fig. 8, is the same as previously described
except that no locking device is used. This type of gib is used on knee and also the saddle.
There are two short gibs used on the knee. One is adjusted from top and the other from the
bottom. The lower gib should always be adjusted first.

Adijusting the Driving Clutch. The clutch for these machines is self-compensating within certain
limits, thereby eliminating the necessity for adjustment until the wear exceeds these limits.
Nut “B” Fig. 9, regulates the allowance for the self-compensating effect, or wear; which
is about .020” when the clutch is new or after it is adjusted.

8
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CINCINNATI DI AL TYPE MILLING MACHINES

The position of nut “A” determines the force transmitted by the spring to the clutch plates,
and therefore determines the load which the clutch will carry. Nut “A” is set by our assemblers
to obtain the full capacity of the spring; therefore it should not be moved within the life of the
clutch.

To make the adjustment to insure proper clutch
engagement, proceed as follows:

7y PO, ;
({{\ﬁ/(\{/ 1. Push up the starting lever.

2. Open the door over the pulley bracket unit.

SN
LN
‘Ii &l»\\\* Ny

B

3. Remove the cotter pin through nut “B”.

4. Turn nut “B” in a clockwise direction until it
touches nut “A’’, then back it away about two

FIGURE 9 notches.

Section Through Driving Clutch 5. Replace the cotter pin.

The clutch may be worn to such an extent that nut “B" cannot be turned in a clockwise direc-
tion, as stated in step No. 4. If this condition exists, do not try to force it; just back it away
the required amount. If, after making the adjustment, the spindle rotates slowly with the
starting lever in the stop position, nut “B” has been backed away too far, allowing the clutch
plates to contact with the clutch finger holder in the stop position. When the clutch is properly
adjusted, spring sleeve “C” will move out about .020” when the starting lever is pushed up.

Adjusting the Rapid Traverse Clutch. If the
rapid traverse clutch is slipping, it must be
adjusted before undue wear takes place. Pro-
ceed in the following manner: b

1. Remove the small brass cover “D’ which is —— ]
held to the feed box by four 14" hex head _
cap screws. (These instructions are also en- ' , 2
graved on this cover.) !

2. Loosen screw “‘A”.

B
3. Pull out lock pin “B” and turn adjusting i E
yoke “C” towards the plates. (The threads i ‘
are right hand.) - - SRR

4. See that lock pin “B” is engaged in one of _
the holes. Tighten screw “A”. FIGURE 10

5. Replace cover “D”, Section Through Rapid Traverse Clutch

M-786-5
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FIGURE 11

Section Through Right and Left Hand Table Aprons

DISMANTLING INSTRUCTIONS

Removing Table Lead Screw:

1. Remove cover over end of lead screw at right-hand end of table. “A” in Fig. 11.

2. Remove lock nut on lead screw. “B” in Fig. 11. After loosening hexagon head lock screw
in nut, tap nut to loosen shoe in lock nut.

3. Remove four screws holding right-hand table apron to table. Tap apron to break joint and
slide apron off end of lead screw. Two 14" straight dowel pins locate apron to the table.

4. Remove ball crank, spring, dial, and dial lock nut on left-hand end of table.

"5. Remove taper pin from clutch “C”, and remove clutch. This will expose lock nut on lead
screw “D”. Remove this lock nut in the same way as described under item 2.

6. Remove four screws holding apron to table, and remove apron by tapping. This is same
construction as the other end of table.

7. Now the lead screw may be run out of nut from left to right. This may be done by hand,
or by power. End of lead screw must be supported if power is used.

NOTE: When re-assembling, adjust lock nut on left-hand end of lead screw first. Do
this so that end of dial on lead screw has 5" clearance between it and end of boss
on table apron. Any further adjustment should be done with lock nut on right-
hand end of table.

10
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CINCINNATI DI AL TY PE MILLING MACHINES

Removing Table:

1.

Removing Universal Housing: R
. Remove lead screw and table as explained. CLAMP
Remove four hexagon head (17" across flat) clamp — -
screws and wedges under them. See Figure 12. 7
. Lift housing straight up. It is important to lift e W
evenly, otherwise clamp bolts will wedge in the
saddle. ~EA4- WEDGE
= =/
N N
Z
NN
N
+~-BOLT
FIGURE 12
" Section Through Clamp Bolt, Wedge
R SPACER -
%‘§§\ and Screw
N Removing Cross S
%%“ —— emoving (ross Jcrew
§ﬁ? DIAL 1. Remove hand wheel and dial. ©
g;’ CLUTCH Figure 13. : ]
: —— CLUTCH KNOCKOUT COLLAR 2. Remove headless screw in knock-

e H| @

After removing lead screw as explained, remove table gib. This is a headed type of gib as
shown in Figure 7, page 8. '

Table may now be removed from either end. Table may be slid onto any suitable supports.
If a crane is used, make sure eyebolt is tight and in the center of table.

R 77 RS

out collar and remove collar.

L

&

SIS

3. Drive taper pin out of clutch and
remove clutch.

FIGURE 13 4., Remove two 14” headless set
Section Through Cross Screw Bearings.
place.
With a face spanner wrench, remove adjusting nut, which has right-hand threads.
Replace clutch, taper pin, and hand wheel.

Clamp saddle.

With handwheel, remove cross screw. Screw may be hard to move until roller bearing cups
are free of casting. Turn cross screw clockwise to remove.

NOTE: If cross feed (safety) coupling (Key No. 1075, page 56) is broken it is accessible
at right side opening after cross feed screw and rear control bracket are removed.
Remove expansion plug at left end and 134" diameter plug (tapped 2£"—16 as aid
for removal)at right end; then tap cross feed trip shaft toward right out of knee
before trying to remove rear control bracket. Fit broken pieces of coupling together
to make certain all have been taken out.

11
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CROSS SCREW
| NUT ERACKET\

~0) 7

CROSS SCREW NUT

FIGURE 14

Section Through Spline Bracket and Cross Screw Nut
and Bracket

SCREW NUT
RACKET TO

BRACKET

BOLTS
HOLDING CROSS

SPLINE SHAFT

Removing Cross Screw Nut Bracket:

1. Remove cross screw.

2. Remove two hexagon head screws, heads of
which are outside of spline shaft bracket on
saddle, on right hand side of knee. See
Figure 14.

3. Cross screw nut bracket will then fall into
coolant drain compartment of knee.

4. Move saddle back toward column and
bracket may be picked out. Coupling which
connects cross feed power drive to cross
screw may also fall into coolant compart-
ment. See Figure 15.

NOTE: When re-assembling cross screw nut bracket
to the spline bracket, use G. E. 880 sealing com-
pound, or its equivalent around cored hole for
coolant return.

When re-assembling cross screw, have saddle in a position toward front of knee. Slip coupling
on .:plmed section of cross screw, and then match keyways of the coupling with keys of power

rPOWER DRIVE SHAFT

DPC=-109

N\

drive shaft in knee. Turn cross screw until
coupling can be slipped over both sets of keys.
Make sure spacer (Figure 13, page 11) is in place.

Cross screw nut bracket is keyed against thrust of
cross screw. It may be necessary to adjust bracket
vertically to make cross screw move freely. Move
saddle to its front or rear position, loosen two
holding screws and allow bracket to find its central
position. Tighten holding screws while turning

‘cross screw hand wheel back and forth.

COUPLING

LCROSS SCREW

FIGURE 15

Section Through Cross Screw Coupling and

Power Drive

Removing Saddle: (Plain and Universal)

1. Remove lead screw, table, and gib.

2. Remove three saddle gibs. These are headless
type of gibs. See Figure 8, page 8.

3. Remove Cross Screw Nut Bracket (see above)
and remove front control Power Feed Lever.

4. With a suitable rope sling around saddle, slide
saddle over end of knee.

NOTE: When re-assembling saddle to knee, always ad-
just center saddle gib first.

12
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CINCINNATI DI AL TY PE MI1TLLING MACHINES

Removing Spline Shaft Bracket:

1. Set saddle in a position on knee so that end of spline shaft clears bevel gear in bracket.

9. Remove four hexagon head bolts which hold spline shaft bracket to saddle. Two of these
are dowel screws which locate bracket to the saddle.

NOTE: Spline shaft bracket moves straight down on Nos. 3 and 4 machines. On Nos.
1 and 2 machines, bracket moves down at a slight angle toward front of machine,

Removing Vertical ‘Se w
1. Run knee to its high;éf position.

2. Block up between bottom of knee and base of column.

3.. Remove two one-half inch hollow head cap screws that

fasten vertical screw base nut to base of column. See
Figure 16.

DPC-103

4. Run vertical screw nut up to its highest position.

'L
5. Remove round plate on top of knee. This will expose lock

FIGURE 16 nut on top of Vertical screw. See Figure 17.
ion Through Oi _ A
Hegrion “Phirougt: al Lok 6. Remove set screw in lock nut on vertical screw. See
Figure 17.

7. Tap vertical screw through gear, while holding screw and
base nutj'from underneath.
L]

PLATE ON TOP OF KNEE

/—

Lubrication Note:

VERRERT Sehew

It is important that the correct lubricant be used before
machine is again put in operation, after the re-assembly
of any unit requiring the drainage of the oil.

TR
T

AN

\B.\\:f’ a

Vertical screw is lubricated by running knee all the way
MBYENT down. The vertical screw then displaces the lubricant in
oil pot causing level to rise and lubricate threads of screw.
See Figure 16. While vertical screw is removed from
machine, it would be well to inspect, and refill oil pot if
necessary. Proper lubricant for this is: seven parts heavy

AR

/

Z
?
|

FIGURE 17 unfiltered oil (Vacuum Oil 600-W or Standard Oil 650-W)
to one part Sturaco extreme pressure base, 250 seconds
Section Through Top of Vertical Saybolt at 200 degrees F. (Stuart Oil Co.) Fill oil pot to
Screw within 14 inch of its top.
13
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Removing Change Gear Bracket:

Loosen brass union between cover on change gear

bracket and the knee proper. See Figure 18.

Remove vertical spline shaft and rapid traverse con-

trol rod as explained in removing Feed Box.

Remove four one-half inch hollow fillister head
screws which hold change gear bracket to knee.

Tap bracket to break seal, and pry bracket straight
out. Two 34 inch straight dowel pins locate bracket

to knee.

NOTE: When re-assembling change gear bracket to knee and
the cover on bracket, clean surfaces thoroughly and use FIGURE 18
G. E. 880 or its equivalent as a seal to prevent oil leaks.

Removing Lubricant Pump in Knee:

1.

Remove three fillister head screws through
‘plate and pump. See Figure 19.

2. Tap or turn pump to break seal.

3. Pry or tap pump body out of knee. Pump

body is a push fit in knee casting.

NOTE: When re-assembling pump body to knee, seal

the joint between pump body and knee.

Lubrication Note:

It is important that the correct lubricant be
used before machine is again put in operation
after reassembly of any unit requiring drain-
age of the oil.

Proper oil for lubrication of the knee is a
medium machine mineral oil. Viscosity 190 to
200 seconds Saybolt at 100 degrees F. (Stand-
ard Oil Co. “Red Engine Oil” or any oil
company’s equivalent.)

Splash and spray system lubricates the knee.
Oil is carried from a central catcher to remote
parts by copper tubing. See illustration of Oil
Circuit in Knee. Figure 20, oil drain, filler cap
and oil sight gage are also shown in the illus-
tration.

View of Bottom of Change Gear Bracket

] \ CHANGE GEAR
/ \ BRACKET
/

i

COVER ON
DPC-i04 CHANGE GEAR
BRACKET

——PLUNGER PUMP

LF’LATE ON PUMP

FIGURE 19

Section Through Pump in Right Hand Side of Knee

14
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CINCINNATI DIAL TYPE
R i 5 5 i . A
T H
.!«\___\
=5 = ) | :
(r B \ 1‘“' v\]
| S oiL FILLEF! cAP TO FEED LEVER :‘_Tb
Tk 1k DETENTS ?\
150 &
—3\’\ TO FRONT BEARING O u
U .. W J

TO REAR

VERTICAL

Tt RN SCREW: SHAFT
% ,
.

EARING OF
SCREW SHA

OIL LEVEL

SIGHT GAGE

FIGURE 20

Oiling Arrangement of Knee

Removing Knee:

1.
foregoing instructions.

Remove two taper gibs.
gib is at top of knee guide and t

GUIDE

o
N

EXPANSION PLUG
IN BUSHING

5

FIGURE 21

Section Showing Knee Clamping Screw and Guide

Remove table, housing-saddle, vertical screw and change gear bracket as explained in

These are headless type of gibs as shown in Figure 8, page 8. One
he other is at the bottom of the guide.

15
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3. Remove knee clamping bolt on right-hand side of knee. Figure 21.

4. Sling a rope around knee to balance knee and remove six three-quarter hollow head fillister
screws which hold knee guide to knee. Two upper screws in guide go through from the front.

5. Remove knee guide by tapping on top.

NOTE: Handle guide carefully. If handled carelessly it may break through clamping
saw slots.

When re-assembling knee guide to knee, make sure short hollow head screw is used
in hole closest to the eccentric pump gear. If longer screw is used the end of screw
will lock the eccentric pump gear.

Removing Coolant Pump:

1. Open motor door cover. This will un-
cover pulley bracket and coolant pump.

2. Disconnect two unions, one on either / COOLANT \
side of pump. See Figure 22. / PUMP \

3. Remove five three-eighths hollow head /
fillister screws and lock washers.

4. Tap pump body to break seal.

5. Pull pump straight out.

RELIEF

NOTE: When re-assembling pump to pulley ’ / VALVE \

bracket, clean both surfaces thoroughly and :

re-seal with G. E. 880 or its equivalent to [ l

prevent coolant water leakage and to pre- :

vent air being sucked into pump system. In

regular operation, it is well to clean strainer d

on suction line of pump once a week. This [ I OVERTIS;V

will prevent air being taken into system and b

causing coolant to spurt intermittently from

supply pipe, and also to prevent coolant ( ,

water from foaming. See Figure 22. If ' e

through evaporation of water, or any other L1 ) ; LINE :

reason the oil content of the water is ex- r_L A\ W

cessive, coolant will foam. The addition of L

kerosene will usually correct this condition. ’ ST RAl INER g;bggg'o ]
o

L DPC.-H!’ i . l

FIGURE 22
Coolant Pump, Relief Valve and Intake Pipe

SUCTION

16
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CINCINNATI DI AL TY PE MILLING M ACHINES

Removing Pulley Bracket:

1.

2,

3.

Drain oil from column,
Remove driving belts or chain.

Remove two hexagon head tapered pins and hexagon head bolts holding pulley bracket to
column.

Engage spindle starting lever, and leave engaged until pulley bracket is re-assembled to
machine. If this precaution is not taken, it will be quite a problem to assemble large driving
flange over the three tangs of clutch plates.

Remove pulley bracket by pulling straight out.

NOTE: It is not necessary to remove coolant pump to remove pulley bracket.
When re-assembling pulley bracket to column, clean both surfaces thoroughly and
re-seal with G. E. 880 or its equivalent to prevent oil leaks. '

' . N
L8 N /

FIGURE 23

Section Through 5th Feed Shaft and Rapid Traverse Clutch

Removing Feed Box:

1.

Remove flat plate on top of feed box. This will expose top of vertical spline shaft and rapid
traverse control rod.

Remove ring spring which holds spline shaft in position.

Loosen telescopic tube which is screwed into change gear bracket.

. Lift out spline shaft.

17
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5. Remove rapid traverse control rod.
6. Tie up the telescopic tubes, using a wire through tubes and feed box, tie up close to feed box.

7. Remove one-half inch headless screw from top center of feed box. Put an eyebolt in this
hole and hook up to hoist.

8. Remove bolts holding feed box to column. Remove feed box by prying straight out. Two
14" straight dowel pins locate feed box to column.

NOTE: When re-assembling, clean surfaces thoroughly and re-seal with G. E. 880 or its
equivalent to prevent oil leaks. In re-assembling feed box to column, put spindle
starting lever in engaged position. Set Clutch “A”, Figure 23, so that clutch teeth
are together. In other words, clutches should be set tooth on tooth. This will pre-
vent pin in clutch link from hitting interference block in feed box and bending
clutch link. Make sure oil tube at rear of feed box enters the street ell “B”
in feed box.

Removing Gear Shifter Bracke::

1. Feed box must be removed.

9. After feed box has been removed, the feed change shaft is exposed. This shaft extends out
from machined surface against which feed box is fitted. On Nos. 1 and 2 machines this
shaft must be removed before shifter bracket can be taken off. The end movement of this
shaft is limited by a lever which fits in groove in the shaft. Lever is held in place by a 38"
wedge bolt. Loosen nut and tap thread end of wedge bolt to Ioosen. Slide lever to the left.
Remove feed change shaft.

3. Remove four 14" fillister head screws from small bracket at upper end of feed and speed con-
trol rod and fastened to front side of gear shifter bracket. Two No. 4 taper pins locate this
bracket to gear shifter bracket. Pry bracket out and lift up. Feed and speed control rod
will come out with bracket.

4. Remove 14" headless screw from top center of gear shifter bracket and replace with an
eyebolt. Hook up to a hoist.

5. Remove bolts holding gear shifter bracket to column. Pry out to break seal. Pull bracket
out at top while lifting with crane, after dowel pins are free of locating holes. ‘

NOTE: Clean surfaces thoroughly and re-seal before re-assembling.
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MACHIMNES

Removing Hand Feed Worm Box: (Vertical Machines Only)

1. Lock the head in suitable position with clamp. This is a salfety precaution.

2.

Support box in suitable rope sling.

3. Remove hexagon taper pin and four hexagon head bolts holding worm box to column.

4.

Break seal and remove box by pulling straight out.

NOTE: Clean and re-seal when re-assembling.

Removing Power Feed Worm Box: (Vertical Machines Only)

1

Lock head in suitable position. This is a safety precaution.

Remove cover on rear top of worm box directly over vertical spline shaft. Screw 24" eyebolt

in one of exposed holes.

Remove cover at rear and under worm box.

This exposes coupling between worm box and vertical spline shaft. Move ring spring and

remove set screw in lower half of coupling.

Support worm box with rope sling around handwheel in front of box and a hook through

eyebolt.

Remove hexagon head taper pins and five hexagon head bolts holding worm box to column.

Break seal and remove worm box by pulling straight out.

NOTE: Clean and re-seal when re-assembling:

Removing Vertical Spinc"e:

1.

2.

Remove lock ring spring on upper end of spindle. See Fig. 24.
Remove dust cap and cover on top of spindle.

This exposes upper adjusting nut on spindle. Loosen lock
screw and tap nut to loosen shoe in lock nut and remove nut.
Turn counter-clockwise to remove.

Remove key between spindle and roller bearing cone with a
pair of long nosed pliers.

Move vertical head to its highest position and clamp in this
position,.

LOCK RING SPRING
_-DUST CAP
~—UPPER ROLLER BEARING
8 COVER
UPPER ADJUSTING NUT
ON” SPINDLE

=~ GREASE CUP

e

(/.r/ A
NG AR

i

1

I

[} Ffl.——FPLATE ON HEAD
'

!

LOWER ADJUSTING
NUT ON SPINDLE

e
! S

[~~GREASE CUP

[~— SPINDLE CAP
DPC-105

FIGURE 24

Section Through Vertical
Spindle
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10.

11.

12.

13.

14,

Remove plate on front of head, and cap over spindle nose.

Turn spindle until lock screw in lower nut is accessible.

Loosen lock screw with a socket wrench and tap nut to loosen shoe.

Block up between end of spindle and table.

Unscrew nut until nut is clear of threads on spindle.

Remove key between spindle and roller bearing cone with a pair of long nosed pliers.

Lower knee so that end of spindle is 14” from supporting block. Tap spindle on top until
lower end hits block. Repeat this until spindle is free of the one top spindle bearing.

After removing this bearing, pull out upper retainer and then remove second bearing cone
and key which locates bearing to spindle. Now spindle is ready to be removed.

Mark one key of spindle and mating keyway in bevel gear so that spindle may be put back
the same way.

Lower knee to its lowest position. Hold spindle up and run saddle and table to its front
position and remove spindle.

Lubrication Note:

(High Speed Machines) It is very important to use proper lubricant for the spindle bearings.
Use limited amount only, one turn of grease cup once a week.

Correct grease is a medium sponge, short fibre, sodium soap base. (Standard Oil Co. of
Indiana “‘Superla 2X”’ or Vacuum Oil Co. “Medium Sponge Grease”’.)

This information is also printed on caps of grease cups.

When spindle is adjusted correctly and proper amount of above grease is used, spindle will
run at a temperature of 135° to 145° F. at high speed, after a one-hour period.

NOTE: In re-assembling spindle to head, assemble lower set of bearings first, after
which upper bearings, keys, retainer, etc. may be more readily put into head.

Removing Vertical Head:

1

Remove spindle as explained.

2. Lower vertical head to its lowest position, and clamp. Also support with block.
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10.

Removing Horizontal Spindle:

. Remove cap “A” on rear of spindle and

Remove sheet metal cover over counter-weight compartment on top of column. This ex-
poses counter-weights.

Support one counter-weight. Lift weight to provide slack in chain.

Remove pin in first link in chain supporting counterweight and lower counterweight until
it rests on bottom of compartment.

Remove second counterweight from chain in the same way.

Support head with a suitable sling and with two eyebolts screwed into top of head.
Remove three headed type of gibs.

Remove two head guides. NOTE: Sliding wedge gib is fitted in left-hand guide on head.

Lift head to its highest position and pull head straight out.

Remove feed box and gear shifter bracket
as previously explained.

cap “F”’ on front of spindle. See Figure
25.

PC21294 B

Remove two spindle keys “I”” and fasten

a rectangular bar in key slot for leverage. FIGURE 25

Section Through Horizontal Spindle
Remove locknut “D” from spindle. All Medium Speed Machine
lock nuts on spindle are the shoe type.

Remove key which locates roller bearing cone to the spindle.

Using a slender steel rod, drive retainer and one bearing out of column. This must be
done by driving on retainer “H” from the inside of column.

Remove second rear bearing from spindle using same method as above.

Remove lock nut “E” from spindle.

Loosen lock nut “C” and back it off until it tightens against face gear “G”. Tap face gear
to break it loose. Face gear is a fit on taper of spindle and may be hard to break loose.
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10. Slide face gear to rear of column and remove lock nut “C”” and key which locates rolier
bearing cone to spindle.

11. Tap spindle from the rear, meanwhile taking weight off of the spindle, by holding up face
gear in some manner. By removing overarm and the sheet steel cover on top of column
between overarm ways. a thin rope sling may be placed around face gear and hooked up
to a hoist.

NOTE: In order to remove face gear “‘G” from column, it is necessary to remove back
gears and back gear shaft. See illustration of front of column, page 23.

Adjusting Spindle Bearings: (Horizontal Machines)

1. Remove pipe plug “B”. See Figure 25.

2. Remove two spindle keys “I”.

3. Loosen lock nut “C”. Tap socket wrench to loosen shoe in lock nut.
4, Set spindle reverse lever in neutral position.

5. Clamp a bar in key slot across spindle nose for leverage.

6. With the socket wrench in position, turn spindle counter-clockwise to loosen bearings, and
clockwise to tighten bearings.

7. Re-tighten hexagon head lock screw in lock nut “C”.

NOTE: When taking up the roller bearing adjustment, rotate the spindle several turns
to permit rolls of the bearing to roll against the rib of the inner race. Never drive
bearing or front of spindle to accomplish this,

The rear bearing of spindle can be adjusted in the same way, but it should not be
necessary to adjust this bearing at any time. On High Speed Machines, spindle
should have .0005 end play. This can be measured by using an indicator on end of
spindle nose and lightly tapping spindle from front end and then rear end and read-
ing indicator. Spindle will run at a temperature of 135° to 145° F. when properly
adjusted and run at its highest speed. This temperature should be tested with a
thermometer in one of the screw holes in spindle cap “F”, Figure 25, page 21.

Adjusting Spindle Bearin_gs: (Vertical Machines)

Same procedure is followed as for horizontal machines except for removal of plate on head,
Figure 24, page 19.
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( SERIAL NO. ™
STAMPED HERE

ZEN

SPINDLE

XFIFTH DRIVE OR
BACK GEAR SHAFT

FOURTH DRIVE OR
\jEVERSE SHAFT
THIRD DRIVE SHAFT
SECOND DRIVE SHAFT

FIRST DRIVE OR
PULLEY SHAFT

(

Diagrammatic view of front of column showing position of spindle and shafts

)
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COLUMN CASTING

NSNS

D ——

DPC-117 22
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T
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D
FIGURE 26
Section Through Back Gear Shaft High Speed Machine

Removing the Back Gear Shalt:

= W o

10.

Remove feed box and gear shifter bracket as previously explained.
Remove pulley bracket as explained.
Remove link connecting clutch shifter fork and the lever on starting lever shaft.

Remove plugs at both ends of shaft. See fifth drive or back gear shaft illustration on
page 23.

Remove adjusting nut ““A” at rear end of shaft. This is a split type of lock nut. See center
illustration Figure 27. On No. 2 machines only. No. 3 machines employ type of lock nut
shown at top illustration Figure 27.

Tap front end of shaft lightly until face of large helical gear ‘B’ is against column casting.
See Fig. 26. Now tap shaft at rear. This will move roller bearing on rear of shaft far
enough to permit keys in shaft to disengage keyways in face of flange of sleeve “C”’. Sleeve
“C” must be turned to line up keyways in hole of sleeve with keys on shaft, so that sleeve
will slide over shaft. Thrust of roller bearing adjustment is through the length of sleeve,

keys, etc.
Tap front of shaft until rear roller bearing cup is free of casting.
Now remove front roller bearing cone from shaft.

Tap front of shaft, meanwhile be sure keyways in sleeve are lined up properly with keys
of shaft. Washer “D’’ must have keyways lined up when it reaches key section “E”’ of
shaft. This washer is the most difficult to line up, so a little care must be taken at this

point.

Now shaft may be removed.
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NOTE: When re-assembling, parts must be replaced in the same position as original
assembly. Otherwise, there is a possibility of changing distance between clutch
teeth of gears “F” and “G”. This will cause trouble in shifting of clutch “I"”.

Be sure to turn sleeve “C” on shaft so that keyways in face of sleeve are engaged
with keys on shaft.

Removing Other Drive Shalts:

1. Remove feed box, gear shifter bracket, and pulley bracket as previously
explained.

2. Run knee to its lowest position.

3. Remove plugs in front of column. 777,
SV
A e

N

4. Remove lock nuts on ends of shafts.

= T, ﬂ;\

5. Pins in various gears must be removed. These pins can readily be seen
by inspection of gear mounting.

6. Proper procedure for removal of shafts can be seen on inspection. Three
types of lock nuts are shown in Figure 27.

Removing More Than One Unit At One Time: FIGURE 27
Saddle and table can be removed from machine as a unit by leaving saddle Three Types
and table together and following instructions for removal of saddle. The of Locknuts

same is true of universal housing, saddle and table.

The knee, saddle, and table may also be taken off as a unit by following instructions for re-
moving the knee. Care must be taken to make sure unit as a whole is properly balanced.

Usually a combination of units are lifted with two eyebolts in center tee slot of table, or with
a rope sling around table if lead screw is protected.

Removing the Overarm:
1. Loosen two overarm clamping nuts. See illustration page 6.

2. Put a rope sling through cored holes in top of overarm so that overarm will be properly
balanced.

3. Slide overarm straight out of its ways.

NOTE: When re-assembling overarm to column, balance overarm in rope sling and
bring overarm to approximately correct height. Start overarm into ways. Using
a square on face of column, line overarm up with the blade of square by raising
or lowering overarm as required. Do not depend on eyesight for above. Use a
square. Overarm ways of column can be broken if care is not taken in lining up
overarm.
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Removing Rear Control Bracket:

1. Drill and tap hole in center of 114" expansion plug in bush,
(See Figure 28) and remove plug.

2. Drive shaft out from left to right. This will remove two
plugs on right end of shaft.

3. Turn spline shaft from knee through spline shaft bracket on
saddle, so that keys on spline shaft clear cross shaft.

4. Remove four fillister head screws and two hexagon head
taper pins.

5. Break seal by tapping, and remove Bracket by pulling out

at same angle as shafts.
£ EXPANSION PLUG CROSS

NOTE: When re-assembling, clean both surfaces thoroughly and re-seal IN BUSHING SHAFT
with G. E. 880 or its equivalent to prevent oil leaks. FIGURE 28
114" expansion plug will have to be replaced with a new one. These Section Through Rear

1 i | :
plugs can usually be obtained from motor car supply houses Control Bracket

TO GRAVITY FEED
RESERVOIR "

PLATE ON TOP
OF COLUMN

STARTING LEVER
BUSHING

HYDRAULIC
& INTERLOCK
/

DPGC =100

FIGURE 30 :
Section Through Relief Valve and Starting Lever Bushing

PRESSURE PUMP

TO GEAR SHIFTER
<—— BRACKET

Setting the Qil Pressure of Pump in Column:

IN COLUMN

1. Remove screw plug ‘“A”’, Figure 29, at bottom,
rear of gear shifter bracket. Put at least a 500
lb. hydraulic gauge in this connection. Thisisa
34-16 R. H. tapped hole and requires a special
fitting, or drill and tap 14" pipe thread through
plug “A” for gauge.

GEAR SHIFTER BRACKET

STRAINER
DPC-101

FIGURE 29 2. Pull overarm forward to uncover plate on top of
Hydraulic Circuit in Column column, Figure 30. Remove this plate.
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3. Remove first of two 34" hollow headless set screws in the end of starting lever bushing at
“B”, Figure 30.

4. Turn second screw at “B’’, Figure 30, in to increase pressure. Pressure should be 290 lbs.
to 310 lbs. Replace locking screw.

Removing the Pressure Pump from Column:
Nos. 3 and 4 Machines

Remove pulley bracket as explained elsewhere.
‘Remove nut “B’” and “A”, see Figure 9, page 9, and sleeve and spring.
Remove clutch plates and discs.

Remove two springs on clutch engagement fingers.

_U'l-lht.om»—*

Remove clutch finger carrier and clutch spreader spool. Finger carrier is located on shaft
by a flatted pin locked in place by a cotter pin. A one-half inch hollow hexagon head bolt
clamps carrier to shaft.

This will provide enough space to remove the pump.
6. Disconnect strainer or intake line at the pump, and the discharge line at pump.
7. Remove two hexagon head bolts through small flatted plate on pulley bracket face of column.

8. Tap pump bracket out of hole in column.

Nos. 1 and 2 Machines

Procedure is the same except that discharge line is connected at the tee in column.

NOTE: When re-assembling, make sure locating pin in pump bracket enters hole in
column. This dowel pin determines running clearance of gear on pump and its
mating gear.

Lubrication of Column:

The column of the machine is lubricated by the gear pump which also supplies pressure for
hydraulic gear shift. Surplus oil through relief valve supplies oil to a chamber at the top of
column, from which it is carried, through tubes, by gravity to spindle bearings and various
other places. Parts in lower part of column are lubricated by a cascade of oil from overflow
of the chamber at the top of column, and the splash from first drive shaft dipping into main
column reservoir. ‘

Proper oil for use in column is the same as specified for the knee; namely, Medium machine
mineral oil. Viscosity 190 to 210 seconds Saybolt at 100 degrees F. (Standard Oil Co.’s
“Red Engine Oil” or any oil company’s equivalent.)

It is important to use proper oil in the column. Some oils leave a sludge in bottom of column
and cause the intake strainer to collapse, thereby starving the pump and preventing the
hydraulic gear shift from functioning properly. Keep oil level in column up to the threads
in filler elbow. Drain and refill after first month of operation. Thereafter drain and refill
with clean oil, while machine is idle, about twice a year, depending on operating conditions.
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HOW TO ORDER REPAIR PARTS

You will receive quicker and better service when ordering repair parts if you will follow the
instructions below.

These six requirements are essential:

1. Correct and complete serial number of the machine. See paragraph “A”.

2. Size and type of machine. See paragraph “B”.
3. Description or name and number of part. See paragraph “C”.
4. Amount wanted.
5. Urgency. See paragraph “D”.
6. How to ship. See paragraph “E”.
Paragraphs

A-Serial numbers on these machines may be found in three places, namely, on Hori-
zontal Machines—stamped on the front face of the column just below the overarm
bearing. At the front, right hand end of the table. Also on lubrication or serial number
plate located on left hand side of column.

On Vertical Machines, serial numbers are stamped on the front of right hand knee
bearing of the column, at the top. The other two places are the same as for Horizontal
Machines. See nomenclature chart on page 6 of Service Manual.

B Size and type of machine is shown on the lubrication or serial number plate.

C—1In giving part number and name of part wanted, tell us where part number was ob-
tained, namely,

Number stamped on part.
Prior invoice.
- Parts catalog.

If from parts catalog, give part number, name of part,
key number and the page number.

D—In regard to urgency. Tell us whether machine is down, or if parts ordered are for
stock.

‘E—Do not say to ship quickest way. Tell us how to ship. Parts may be sent Air Mail,
Parcel Post Special Delivery, Parcel Post Regular, Express, Motor Freight, or Rail
Freight.

Specify clearly just what you want. If parts are to be fitted, do not use the word “complete”
as this always leaves a doubt in our minds as to how much to supply.

In some cases, due to nature of the part, it will be necessary for us to supply additional related
parts, especially if part wanted is obsolete.

Throughout the following parts lists reference is made to MEDIUM SPEED and HIGH SPEED
machines. .

Nos. 1 and 2 MEDIUM SPEED machines have spindle speeds up to 500 R.P.M. Nos. 3 and 4 MEDIU
SPEED machines have spindle speeds up to 450 R.P.M.

Nos. 1 and 2 HIGH SPEED machines have spindle speeds up to 1500 R.P.M. Nos. 3 and 4 HIGH
SPEED machines have spindle speed up to 1300 R.P.M.
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CINCINNATI DI AL TYPE MILLING MACHINES
PULLEY BRACKET UNIT PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when| No. | Used PART NAME to use when
ordering ordering

201 1 Bracket—Pulley (shown assembled) 71361 214 1 Spring. . 3934
202 1 Plug—134" diameter. ............. 62581 215 1 Plunger—clutch yoke detent 63118
203 1 | Gear—pump drive...... .. 65707 216 1 Plate—pulley bracket. ............ 70324
204 1 Gear—pump driving. . ... ........ 75949 217 2 Cone—roller bearing Timken No. 598| 57310
205 1 Washer—lock........ . ...0..... 3807 218 2 Cup—roller bearing Timken No.

200 1 | Mut—dackte . ov csmi s« vrmnsn ¢ 3808 592B.. ; .| 64052
207 1 Catcher—oil. . S 65074 219 1 Flange-—drlvmg chsc .............. 60996
208 1 | Collar—oil rokainer. .. .. . 65706 220 1 | Nut—lock 234", . ..........oovvnn 3798
209 2 | Bearing—roller pump drive. . 65605 221 1 | Washer—lock 2 / . 3797
210 1 | Spacer—bearing pump drive. 65607 222 1 | Spacer—gear pump. . . 64351
211 1 Gasket—plate pulley bracket. e 66980 223 1 Nut—lock on sleeve gear .......... 70325
212 1 Sleeve—clutch yoke detent lever. . . 68315 224 1 SleeVe—gear. . . ...t ivvreranie s 77852
213 1 Py s sokhivs SRy shets snmams 62420 225 1 Bush—in sleeve gear.............. 68344
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CINCINNATI DI AL TY PE MILLING MACHINES
COOLANT PUMP AND PIPING PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
226 3 | Elbow—90°x14". 1-2-3-4 Plain and 255 1 | Body—reliefvalve................ 67837
Vniasmen v 24800 256 1 Valve—relief. .. coovvvn iv oy o- 30712
2 1-2 Vertical 257 1 Spring—relief valve.............. 30731
2 3-4 Vertical 258 1 Plug—body. iR B ppees 30717
227 2 | Nipple—14"x114". 4 Horz. 15 H. P. 259 2 Bushmg—/z"x/" ................ 89138
motor Only . ... vv v 203424 260 1 Holder—supply plpe ............ : 38592
1 thple—/ x1 /” 24799 261 1 | Clamp—supply pipe holder.... .. 38590
228 1 | Tee—1" .. e 91391 262 1 | Nipple—34"x138"............... 24815
229 1 N:pple-—hosc pxpe /4 x2 one end 263 1 Coupling—reducing / [0, A 68427
threaded. Two used on Vertical 264 1 Cover—strainer large in base.. ... 67669
Machines ... 82380 265 2 Strainer—large in base........ .. 62708
230 1 Eibow—45°x,é” 4 Horz. 15 H. P. 266 1 Body—strainer large............ 62710
motor only i SRR SR O 66086 267 2 Strainer—Ilarge. . . ..o 64107
231 1 Nipple—34" x1 / g 1-2-3-4 Plain 268 1 Shaft—overarm clamp. 1-2 Horz
and Unive. . caiveos svan svmes » 29515 ONIY v ve e minsn o rie mee wmelh pe mids 63017F
232 1 Pipe—bent supply. 1-2 Vertical.... 68961 1 Shaft—overarm clamp. 3-4 Horz
1 Pipe—hent supply. 3-4 Vertical. .. 69016 ORIy, o smgtipe s weawEsm s 63307F
233 1 | Valve—supply 24"......... ..... 42985 269 1 | Clamp—on overarm. 1-2-3-4 Horz.
234 1 | Elbow—street 34".......... ... 24792 only. . e eiaaeaeea| 39574
235 1 | Elbow—90°x34".. ... ... ....... 12814 270 1 | Strainer—in base. s e i, : 69577
236 2 | Nipple—23{"x13% T 24815 271 1 | Pipe—bent. 3-4 Horz.only........ 63301
237 1 | Bracket—supply p:pe 65210 272 1 Ring—threaded in strainer cover. 67424
238 1 Stud—Pump driven gear ...... 62644 273 2 Clamp-ﬂhose 57467
239 1 Gear—Pump R, H. Helical. . . 75218 274 1 Stud—nholder clamp 1 2 3 4 Vertlca]
240 1 | Union—elbow 34”........ ... . .. 29475 ORIV s wisi s w5 st o 55397
241 1 Union—elbow 18", . ............ 50935 275 1 Cover#strainer large. . ooviei e 62709
242 1 | Body—Pump (shown assembled) 71791 276 1 | Tubing—o0il.......ooovvinerennnns 71803
243 1 | Spring—retainer drive shaft.. 45300 277 1 Tube—1st Telescopic. . ........... 66092
244 1 Pin—detent ball retainer. ..... . 68522 278 1 Tube—2nd Telescopic (shown fitted
245 1 Ring——wire for detent pin. .. .. 68523 with 66094). . 66093
246 1 | Ball—F" diameter.............. 13665 279 1 | Tube—3rd Telescopic ............. 66094
247 1 | Gear—pumpdriven............... 68525 280 1 | Tube—small Telescopic.. .. .... .. 66095
248 1 Fxttmg_compressmn stratght 35" 281 | 1 | Hose—supply........ccvvvunn... 74405
tubing . . : et 57287 —_— 1 | Pipe—List. 1 and 2 Plain and Univ.
249 1 Couplmg—fpapc / 20605 ONIY. . vt ver e 65218
250 1 | Pipe—14"x2". e 202240 — 1 | Pipe—List. 1 and 2 Vertical only. . 66085
251 1 Bushmg—outer bearmg 2 71786 —_— 1 Pipe—List. 3 and 4 Vertical only. . 65217
252 1 Gasket—outer bearing. . ......... 71787 — 1 Pipe—List. 4 Horz.. 15 H. P. motor
253 1 | Shaft—pump drive. . ............. 71788F ONIY (oo »c coos vmpinis me o na e va §50000 75252
1 Gear—pump L. H. Helical. Fitted — 1 Pipe—List. 3 Plain and Univ. all
to aboveshaft........ ... ... 75219 motors.
254 1 Bush—pump shaft... ..... 69161 4 Plain and Umv 10 65209
H. P. Motor only. .
Note: All pipe lists contain diameters and lengths of pipe only for particular size of machine.
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CINCINNATI DI AL TY PE MILLING MACHINES
GEAR SHIFTER BRACKET PARTS LIST
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
300 1 | Bearing—stop pin (ﬁtted) ......... 62728F 342 1 | Stud—selector valve R. H.. .. ..... 66275
301 1 | Bearing—stop pin. 62728 343 1 | LOVEr. et ee it aaiaiaeee s 3515
302 1 | Pinion—for stop pm 66670 344 1 Shaft—Quick Traverse control in
303 2 | Pin—stop. . 14155 column. . 67119
304 1 Col[ar—-spacmg 65203 345 1 | Shaft—Rear speed and feed eontrol
305 1 | Gear—spiral speed cam. 63321 (Rtted).. v e e 65171F
306 1 Clutch—speed dial engaglng ; 66212 346 1 | Lever—control. .. ..cvvvviiiinn.. 64185
307 1 Shaft—speed dial clutch........ .. 66213 347 1 | Handle—control lever............. 64058
308 1 Pin—dial engagement clutch. . . 65919 348 1 Shaft—rear speed and feed control. . 65171
309 1 Pin—piston dial engagement mter- 349 1 DXOE iy o s sstimiwinns siniw aimans 8t vr 66673
lock. . 5 66211 350 1 Lever—detent. . ..ovevevn o 65088
310 1 ‘Shaft—feed clutch shifter.. .. . 69308 351 9 | Dever. s cmm o apmpueinn yemwsseiss 65195
311 4 | Gear—dial operatmg e 66792 352 2 | Pin—straight in above lever...... 65550
312 1 | Nut—lock. 14" diameter. . 3810 353 1 | Lever—dial control shaft........ .. 67110
313 1 Washer—Ilock. 114" dtameter 3809 354 1 Pin—dial control shaft lever. ... .. 65189
314 1 | Spring—friction clutch......... 67590 355 1 | Screw—plug stuffing box....... .. 57024
315 4 | Plate—driving clutch. . ......... . 64515 356 1 Gasket—copper asbestos. 34"x11%" 57148
316 7 | Plate—driven clutch friction. .. .. 64516 357 1 | Screw—stuffing box............... 65186
317 1 | Spacer—clutch plates. .......... 64292 358 1 | Packing—stuffing box.. 66375
318 1 Clutch—feed drivecam. . ........ 64930 359 1 Nipple—pipe. 14"x1 /” ,,,,, 63162
319 1 Plate—indicator (English). ........ 65124 360 1 Body—relief valve................ 71973
320 1 | Plate—dial instruction (English). . 71167 361 2 | Ball—33" diameter. ...... 30154
321 1 | Plug—expansion. 175" d:ameter o 69490 362 1 Plunger—relief valve.. 67813
322 2 | Ring—on dial.. 75448 363 1 | Shaft—dial control (ﬁtted) 69310F
323 1 Dial—speed. 1- 2 ngh Speed Ma- 364 1 Shaft—dial control. 69310
chines only. . 70246 365 1 Gear—mitre dial control shaft ..... 67111
1 Dial—speed. 3-4 ngh Speed Ma- 366 1 Shaft—speed drive control. . 2 65197
chines only . . 69786 367 1 Ball—&%" diameter. .. ............ 13665
1 Dial—speed. 1 2 Medlum Speed 368 1 Spring—detent................. 63525
Machines only. . 64970 369 1 | Lever—reverse. ......... ....... 66554
1 Dial—speed. 3.4 Medlum Speed 370 1 | Shaft—reverse lever operating...... 69302
Machinesonly. . .............. 65047 371 1 Pin—Dball shifting reverse gear...... 65178
324 2 Plate—centre (American built). . .. 71830 372 1 Block—shifter reverse gear. .. ... .. 65198
2 | Plate—centre (Enghsh bu:It) ..... 71831 373 6 | Pin—lock 34" x 11" long. . a 33941
325 2 Pointer. . o~ 65486 374 1 Lever—reverse gear shlfter - 69820
326 2 Screw—d:al 65021 375 3 | Shoe—(5 used on High Speed ma-
327 1 Bracket—gear shlfter . 74942 CHITES )i v vomss v sinina ws wmguiminse 69300
328 3 | Plug—in gear shifter bracket 3/4" 376 3 | Pin—for above shoe (5 used on High
AIAMELEr . - v o oo vt vv e 63529 Speed Machines). .............. 69301
329 1 Plug—in feed and speed bracket. 74" 377 2 Lever—feed and speed actuating. o 68330
QHIAMELEr . o v v e e ee e 69316 378 3 | Pin—spring in above lever. . 60154
330 1 | Plug—14" diameter.. ........... 3830 379 1 | Spring.. 3967
331 1 Plug—5%" diameter. .............. 3530 380 1 Lmkﬁfeed and speed control 66672
332 1 Plug—1%4" diameter Medium Speed 381 1 Shaft—feed drive control. . ........ 65187
machines only.......oovveveenn.. 3562 382 2 | Bush—reducing 14" to 14" (Medium
333 1 | Bracket—feed and speed upper. . 69317 Speedonly). ... .. ovviii i, 58197
334 1 | Key—in feed and speed bracket. . 69319 383 5 | Union—straight compression 14"
335 1 | Segment.. ... 69318 tubing (8 used on High Speed
336 1 Shaftévertlcal control ............ 69320 mAachines) . . v .ccvevvenniinanns 89866
337 1 | Sleeve—outer selector valve. High 384 11 | Elbow—compression 14" tubing (12
Speed only (fitted). . crsiganias 69779F used on High Speed Machmes) 58152
1 Sleeve—outer selector valve Me- 385 2 Elbow—compression 34" tubing. . 57286
dium Speed only (fitted). . 67763F 386 1 | Spring—extension. . 3944
338 1 Sleeve—outer selector valve H1gh 387 1 Pin—threaded spr:ng / v dlameter 67948
Speed only.. 69779 388 2 | Gasket—copper asbestos 1/"x1/"
1 Sleeve—outer selector valve Me- (4 used on High Speed machines) 61181
dium Speed only. . 67763 389 2 | Gasket—copper asbestos 114"xl / 5 65233
339 1 Bushing—selector valve. ngh speed 390 3 | Gasket—caopper asbestos 34"x74". 57906
only. . 70248 391 2 | Gasket—copper 34"x14&". .. ....... 68454
1 Bush:ngfselector valve Medium 392 1 Gear—idler dial operatmg 1arge 66793
Speed only. . 65087 393 2 Stud—dial driving. . . 75447
340 1 Vatve—selector H1gh Speed only - 73338 394 2 | Nut—lock 34" diameter . 3806
1 Valve—selector. Medium Speed on[y 65140 395 2 | Washer—lock 34" dlameter 3805 -
341 1 Stud—selector valve L. H.. 5 w3 65200

Continued on pages 36 and 37
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CINCINNATI DI AL T Yy PE MILLING M ACHINES
GEAR SHIFTER BRACKET PARTS LIST— Concluded
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
396 1 Lever—back gear shifting. . 69306 408 2 Cylinder—secondary gear shifter. 69760
397 2 Screw—cylinder back gear shlfter 409 1 Piston—secondary gear shifting. . 69171
(4 used on High Speed Machmes) 69774 410 1 Shifter—secondary gear. .. .. .. 67207
398 2 Cylinder—back gear shifter.. 69762 411 1 Guide—upper primary gear lever 74934
399 1 Piston—back gear shifter. . : 69298 412 1 Guide—lower pr:mary gear lever. 74935
400 1 Bolt—2 used on High Speed Ma 413 2 Plate—abutment. 68417
CHITES: i i s iz s b 69299 414 2 | Piston—primary gear shxfter ;TR 65937
401 1 Lever—clutch shifter (High Speed 415 1 Lever—rear primary gear shifter. .. 74937
only). . 69307 416 1 | Lever—front primary gear shifter. . 74936
402 1 Screw—plston adjustmg (ngh Speed 417 1 Disc—interlock. . .. ...t 65934
only).. 70245 418 1 | Bush—dial control shaft.......... 69783
403 1 Pm—-(ngh Speed only) 3636 419 1 | Pin—disc interiocking. T -, 67026
404 2 Cylmdcr——clutch shifter (Htgh Speed 420 3 Pin—shifter fork. 65172
only). . 69773 421 2 | Bush—dial shaft. 63400
405 1 P:ston—clutch shlfter (H1gh Spced 422 1 Gear—idler dial operatmg sma]l 66791
only). . 70244 423 2 | Stud—idler dial operatmg 65158
406 1 Tubmg—complete list (H:gh Specd 424 1 Pin. 65246
only). . 74014 425 4 Screw—cyhnder end 65935
1 'I‘ubmg——complete list (Medium‘ 426 4 | Gasket—copper asbestos 1 / el / v 65125
Speedonly)......ccvaniriiann 73510 427 4 | Cylinder.. 65939
407 2 | Plug—cylinder secondary gear shifter| 69759 428 4 S!eeve——gear sh:f’cmg p:storr 68418
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CINCINNATI D1 AL TYPE MILLING MACHINES
FEED BOX PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
430 1 Tube—telescopic 4th..............| 62852 464 1 Gasket—cover bearmg retainer... .. 62846
431 1 | Tube—telescopic large. 62850 465 1 | Tube—oil. i B e s & 66957
432 1 | Nut—telescopic tube.. 62849 466 1 | Collar—shaft. e 3781
433 1 | Tube—telescopic small. 1- 2-3-4 Plain 467 1 Bushmg—small 4th feed shaft...... 66578
and Universal.. 62851 468 2 Collar—3rd and 4th feed shaft. 62828
1 Tube—telescopic small 1 2-3- 4Ver- 469 1 Shaft—4th feed. . ........ ..ot 71327
tical . 63340 470 1 Gear—pinned 4th feed shaft.......| 64971
434 1 Tube—telescopxc Q.nd 62854 471 1 Gear—sliding 4th feed shaft.......| 62833
435 1 Tube—telescopic 3rd. . 62853 472 2 Bushing—feed shaft veeeen..| 62817
436 1 Washer—thrust Sth—feed shaft. 65725 473 1 Ring—spring. 175" OD...coovnn.. 71797
437 1 Spring—drag ratchet. . ......| 65724 474 1 Ring—spring. 1 ;"6” 0.D.. ....| 30059
438 1 Lifter—pawl ratchet. . 65722 475 1 Ring—spring. 8" 0.D............ 71090
439 1 Pawl—safety gear (shown fitted w1th 476 1 Bushing—small 3rd feed shaft...... 62829
lifter and pins). .. .. vvve i ine 65726 477 1 Gear—sliding 3rd feed shaft....... 62826
440 | 12 | Ball—14" diameter...............| 36147 478 1 Gear—pinned 3rd feed shaft.......| 02827
441 | 108 Ball—14" diameter. .. ............| 30060 479 1 Shaft—3rd feed. . .. .............. 62825
442 2 | Pin—inpawl.........c.oooooo..| 93367 480 3 | Spring—wire ring. 24" O.D.......[ 62830
443 12 Spring—safety gear.. 65431 481 1 Bushing—2nd feed shaft........... 62822
444 1 | Ratchet—safety gear ’ 65727 482 1 | Gear—cluster 2nd feed shaft. . 68938
445 1 Gear—safety—this part “and com- 483 1 Gear—2nd feed shaft............. 62820
ponent parts should be fitted at 484 1 Shaft—2nd feed. . ................ 71328
factory. . T ; 68007 485 1 Bushing—2nd feed shaft..........[ 71329
446 1 Hub—safety gear 67856 486 1 Bushing—1st feed shaft........... 73860
447 1 Feed—Box (shown ﬁtteci complete) 73067RF 487 1 Gear—compound. ngh Speed Ma-
1 Feed—Box (not fitted). . .......... 73067 chines only. . 73866
448 1 Nut—lock. 174" diameter......... 3796 1 Gearwccmpound Medium Speed
449 1 | Washer—lock. 174" diameter...... 3795 Machinesonly. . .....oovvvnn-. 73892
450 2 Cup—roller bearing Timken No. 363 58039 488 1 Shaft—I1st feed................... 73066
451 2 Cone—roller bearing Timken No. 366| 58040 489 1 Gear—1st feed shaft. High Speed
452 1 Sleeve—clutch 5th feed shaft. ... .. 66959 Machinesonly. ......covuveeenn 70070
453 1 Bushing—5th feed shaft........... 67454 1 Gear—1st feed shaft. Medium Speed
454 1 | Washer—clutch. . 60681 Machinesonly................. 62814
455 1 Clutch—multiple disc. c.....| 69581 490 1 Gear—sliding large 1st feed shaft. . 62815
456 1 Spool—sliding quick traverse. .. ...| 65734 491 1 Gear—sliding small 1st feed shaft. 62812
457 1 Clutch—sliding, feed. . 65733 492 1 Gear—driver cam drive. .| 71334
458 1 Shaft—>5th feed . 66960 493 1 Bushing—1st feed shaft. .| 71335
459 1 | Gear—bevel 5th feed shaft. . 70067 494 1 | Bushing—upper vertical sleeve. .. .. 69370
460 1 | Sleeve—safety gear............... 65731 495 1 | Gear—bevel vertical drive.........| 70068
461 1 Retainer—roller bearing...........| 66958 496 1 Sleeve—vertical .. .. ...t 62848
462 1 | Shim—roller bearing retainer. ... .. 63160 497 1 | Bushing—lower vertical sleeve.....| 062859
463 1 | Cover—clutchend................| 62845 498 1 | Retainer—lower vertical sleeve..... 62856

Continued on pages 40 and 41
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CINCINNATI DI AL TY PE MI1TLLING MACHINES
FEED BOX PARTS LIST— Concluded
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering

500 1 | Lever—short quick traverse shifter. 69321 538 1 Lever—gear shifter, 3rd feed shaft. 62874
501 1 | Stud—quick traverse long shifter 539 1 Lever—gear shifter, 4th feed shaft. 62873

(511121 4 PR S . 69372 540 1 Gear—mitre cam drive. . .. 62861
502 1 Lever—Ilong, quick traverse shifter. . 69373 541 1 Bushing—bevel gear cam dnve ..... 62862
503 1 | Elbow—street 1{" pipe.. e 12838 542 1 Shaft—vertical spline. 1-2-3-4 Plain
504 1 | Shaft—quick traverse lever ........ 69322 and Universal only . . 68179
505 1 | Bushing—quick traverse lever shaft| 69371 1 Shaft—vertical spline. 1-2 Vert:cal
506 1- | Shaft—coupling quick traverse. .. .. 62869 (hand feed to head only). . 68180
507 2 | Pin—lock 34"x2". . o 33951 1 | Shaft—vertical spline. 3-4 Vertlcal
508 1 Lever——qu:ck traverse operatmg 62870 (hand feed to head only) . . 68181
509 1 Pin—straight driving. . .. 63772 1 Shaft—vertical spline. 1-2 Vertu:al
510 1 | Fork—shifter quick traverse 65728 (power feed to head only). . 68182
511 1 | Rod—shifter quick traverse. . 69382 1 Shaft—vertical spline. 3-4 Vertxcal
512 1 | Spring—compression. . 66510 (power feed to head only). . 68183
513 1 | Pinion—shifter feed clutch 65735 543 1 Shaft—vertical control............ 69320
514 1 | Lever—clutch feed control....... .. 65736 544 1 | Spring. . e 3959
515 1 | Spring: s szaes swewems svwa s 3918 545 1 | Lever—detent. 65582
516 1 | Shaft—shifter feed clutch.... ... .. 67021 546 1 Stud—cam shaft threaded 62960
517 1 | Pin—lock }"x2". ................ 48073 547 1 | Cam—gear shifter large vevea.....| 65788
518 1 Collar. . 3982 548 1 | Gear—bevel cam shaft. 62957
519 1 Fork--*shlfter feed clutch. . 67029 549 1 | Stud—cam shaft—long 62959
520 1 Cover—onfeed box............... 69323 550 1 | Pin—gear bevel cam shaft. / el / v 62956
521 1 | Plate—cover instruction. (English). 69510 551 1 | Bush—spiral cam drive gear. ...... 64322
522 1 | Gasket—feed box front cover...... 63213 552 1 Clutch—worm wheel—cam drive. . . 74801
523 2 | Plug—Y%" diameter. .............. 3529 553 1 | Gear—worm cam drive............ 74800
524 4 | Plug—34" diameter. . e 3549 554 2 | Nut—lock 34" diameter. .......... 3806
525 2 | Plug—4" diameter. . , s 25258 555 2 | Washer—lock 24" diameter......... 3805
526 1 | Spacer—idler quick traverse ¢ B s 70907 556 1 Stud—-cam shaftmthrcaded long 64690
527 1 | Gear—dquick traverse. . . - 73865 557 1 Bushing—detent lever. . S B 64691
528 1 | Bearing—roller. Hyatt No. 93328. 70906 558 1 Cam—gear shifter small...ooooennn 64703
529 1 Stud—idler quick traverse. . 70905 559 1 Stud——cam shaft—short. . 62953
530 1 Plug*expansion. ©ncsem S i BRGNS 69448 560 2 | Lever—gear shifter, 1st feed shaft 62875
531 4 | Pin. 3636 561 2 Pin—Ilever, 1st feed shaft 70636
532 1 Collar—thrust ; 70908 562 5 Gasket—copper / "x13% 68454
533 2 | Plug—134" diameter. 3554 563 1 | Pin. . 3542
534 1 | Plug—oil retainer 5th feed shaft 62842 564 1 Collar . e 71332
535 1 Pin—spring }4"x2". ; Se— 63630 565 1 Bushmg—worm cam drlve ......... 73259
536 1 | Pin—lever 3rd feed shaf't 62881 566 1 | Gear—driven cam drive. s e 73271
537 1 | Pin—lever 4th feed shaft...... 62885
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CINCINNATI DI AL TYPE MILLING MACHINES
COLUMN PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No, | Used PART NAME to use when
ordering ordering
600 1 | Spring—ring (1-2-3-4 Vertical). ., .. 57072 623 1 | Gear—on spiral stem bevel (3-4
601 1 Cap—dust cover (1-2-3-4 Vertical).. 64342 Vertical). . o vvvvin i ieianns 73443
602 1 Cover—upper roller bearing (1-2-3-4 624 1 Retainer—grease, rear (1-2 Vertical) 73252
Vertical). . .oovveoinnnennnns 63197 1 | Retainer—grease, rear (3-4 Vertical)| 73444
603 1 | Nut—adjusting (1-2-3-4 Vertical). .. 73268 625 1 | Distributor—grease (1-2 Vertical). . 73248
604 1 Bearing—roller (1-2-3-4 Vertical). .. 70279 1 Distributor—grease (3-4 Vertical). . 73450
605 1 | Retainer—grease, 1" wide (1-2-3-4 626 1 Retainer—grease 13" wide (1-2 Ver-
Vertical) o - srmsmien snmme suse 73245 tical)..ooow o 73251
606 1 Nut—Ilock (1-2-3-4 Vertical). ...... 73270 1 Retainer—grease 14" wide (3-4 Ver-
607 2 | Cone—roller bearing (1-2-3-4 Ver- Al Yiow w, ovatsa e B g o8 73448
BT s sicesrivisytos_swsviess, et 01, it 56867 627 2 | Nut—roller bearing adjusting (1-2
608 2 | Cup—roller bearing (1-2-3-4 Ver- Vertical). .o cven e 73253
TErer 0 DO O o 62210 2 Nut—roller bearing adjusting (3-4
609 1 Guard—dust on spindle (1-2-3-4 Nettcal)s sps avnvssemn_smanoss w 73445
Vertical) .. vy coman v on wn v 63199 628 2 Cup—roller bearing Timken No.
610 1 | Distributor—grease (1-2-3-4 Ver- 532A (1-2 Vertical)............. 3581
tical), oo 73247 2 Cup—roller bearing Timken No.
611 1 | Cap—spindle (1-2-3-4 Vertical)..... 67734 6220 (3-4 Vertical).............. 63136
612 1 | Spindle—(1-2 Vertical) ........... 73273 629 2 Cone—roller bearing Timken No.
1 Spindle—(3-4 Vertical) ........... 73442 539 (1-2 Vertical). .............. 63190
613 2 Bearing—roller (1-2 Vertical}. . .. .. 63562 2 Cone—roller bearing Timken No.
2 | Bearing—roller (3-4 Vertical).. .. .. 67350 6280 (3-4 Vertical).............. 63135
614 1 | Cap—bearing (1-2 Vertical)........ 63539 630 1 Retainer—grease, front (1-2 Vertical)| 73244
1 Cap—bearing (3-4 Vertical)........ 63952 1 Retainer—grease, front (3-4 Vertical) 73449
615 1 | Retainer—grease (1-2 Vertical). .. .. 74033 631 1 | Gear—spiral bevel (1-2 Vertical).
1 | Retainer—grease (3-4 Vertical)... .. 75130 This gear is matched with gear
616 1 | Bearing—for bevel gear (1-2 Vertical)| 74092 MNO. 73258 . i s 73257
1 | Bearing—for bevel gear (3-4 Vertical)| 74091 1 Gear—spiral bevel (3-4 Vertical).
617 1 | Head—vertical (1-2 machines) shown This gear is matched with gear
fitted . . o revns e SRR 73254 MNo: TG s o ssies s s 73447
1 | Head—vertical (3-4 machines) shown 632 1 Nut—adjusting, bevel gear (1-2
fitted. . .. i e 73441 Vertical). . ..ovovvieneaiinn. - 73267
618 1 | Rack—vertical feed (shown fitted 1 Nut—adjusting, bevel gear (3-4
withpin). . oo vvviircieiien. 65966 Vertical) . ... .voveverenonenn...| 73451
619 1 | Pin—rack (1-2 Vertical)........... 66017 633 1 | Nut—stem bevel gear (1-2-3-4 Ver-
1 | Pin—rack 21" long (3-4 Vertical)..| 65960 BHEAL) . . o e 70223
620 5 | Cup—grease (1-2-3-4 Vertical). . ... 44395 634 1 | Pinion—spiral stem bevel (1-2 Ver-
621 3 | Key—roller bearing............... 4004 tical). This gear is matched with
622 2 | Key—spindlenose................ 3687 gear No. 73257 ... v in ot 73258
623 1 | Gear—on spiral stem bevel (1-2 1 | Pinion—spiral stem bevel (3-4 Ver-
Vertical) . v vevvrieiniieeienen, 73266 tical). This gear is matched with
gear No. 73447................. 73446

Continued on pages 44 and 45
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CINCINNATI DI AL TY PE MILLING M ACHINES
COLUMN PARTS LIST — Continued
E)
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
635 1 Gear—face, small (1-2 Vertical). . .. 70357 662 1 Shaft—starting (1-2-3-4 Horizontal
1 Gear—face, small (3-4 Vertical). ... 70359 Machines). This part should al-
636 1 Gear—face, large (1-2 Vertical).. ... 70363 ways be ordered fitted. . .. ...... 70188
1 Gear—face, large (3-4 Vertical)..... 70366 663 1 Sleeve—starting lever. .......... . 70187
637 1 Gear—face, front (1-2 Vertical). . .. 70360 664 1 Gasket—valve bushing. . . 66366
1 Gear—face, front (3-4 Vertical) . . .. 70361 665 4 | Plug—pipe (14" dia.) . ... 62733
638 1 Shaft—>5th drive (1-2-3-4 Vertical). . 70224 666 1 Ball (4" dia)...ovveviiinenenns 30060
639 1 | Nut—lock (1-2-3-4 Vertical). ...... 3813 667 1 Spring—relief valve............. .. 65916
640 2 Nut—lock (1-2-3-4 Vertical)..... .. 3789 668 1 Valve—relief. .. ... 65913
641 1 | Washer—lock 2" hole (1-2-3-4 Ver- 669 1 | Union—compression 34" tubing. . .. 57287
T 1) P R 3643 670 1 | Union—compression 14’ tubing. 2
642 2 Washer—lock 214" hole (1-2-3-4 used on Vertical machines, .. .. .. 89866
Vertical) . . .oovevnoinneene s 3790 671 1 Adapter—4" pipe to %’ tubing.
643 1 Cup—roller bearing Timken No. (1-2-3-4 Vertical). .. ............ 60719
453B (1-2 Vertical). .......... .. 63219 672 1 Sleeve—+%" tubing (1-2-3-4 Vertical) 60720
1 Cup—roller bearing Timken No. 673 1 Nut—+%" tubing (1-2-3-4 Vertical). . 60721
552B (3-4 Vertical). .......... .. 60194 674 1 | Ell—compression, %" tubing. (1-2-
644 1 Cone—roller bearing Timken No. 3-4 Vertical) . ..o oo v 57286
455 (1-2 Vertical). ... ........... 3579 675 3 Ell—compression, 4" tubing. (1-2
1 Cone—roller bearing Timken No. Vertical). . .ooovv i ive i 58152
555 (3-4 Vertical)..........cc. .. 63742 676 1 Distributor—grease (1-2-3-4 Verti-
645 1 Cone—roller bearing Timken No. Cal). e 73250
5558 (1-2 Vertical}. . ......... .. 63218 677 1 Stud—reducer (1-2 Vertical)....... 73246
1 Cone—roller bearing Timken No. 678 1 Clutch—starting lever. ... ....... 70186
6375 (3-4 Vertical)........... .. 3584 679 1 Retainer—oil. . . covvv v e ins 66808
646 1 Cup—roller bearing Timken No. 680 1 Collar—on starting lever shaft. . ... 66807
552B (1-2 Vertical). ........... 60194 681 2 | Ell—4" pipe 90°. (1-2-3-4 Vertical) 19284
1 | Cup—roller bearing Timken No. 682 1 | Ell—street, }{" pipe (1-2-3-4 Verti-
6320B (3-4 Vertical) . ........... 63133 CBEY e i vy wsvminn i s e 12838
647 1 | Spacer (1-2 Vertical),............. 70222 683 3 | Bushing—reducing, 4" to }§" (1-2-
648 1 Plug—414" dia. (1-2-3-4 Vertical). . 63217 B Vertical), oo s somaviosn wpy v 58197
1 | Plug—514" dia. (3-4 Vertical). .. _..| 63740 684 | 2 | Tee—14" pipe (1-2-3-4 Vertical)....| 13660
649 1 Cover—over counter weight cavity 685 1 Body—sprayer, oil distributor (1-2-
(1-2 Vertical). . ... ovvines 64079 3.4 Vertical) . .. oo veveen i 64220
1 Cover—over counterweight cavity 686 1 Baffle—spray body (1-2-3-4 Vertical) 64219
(3-4 Vertical) . . ....ooovvnnen s 74072 687 1 | Sprayer (1-2-3-4 Vertical)...... .. .. 30223
650 1 | Shaft—sprocket chain (shown fitted 688 1 | Clamp—oiltube...........c..... 3990
with two sprockets), (1-2 Vertical) 66018 689 1 Pipe—list. Consists of 1 piece 14"%x2"
1 Shaft—sprocket chain (shown fitted long, 2 pieces 14 "x6%4" long and 1
with two sprockets), (3-4 Vertical) 65963 piece 14"x9%4" long (1-2 Vertical) 63783
651 2 | Sprocket—counterweight (1-2 Ver- 1 | Pipe—list. Consists of 1—14"x2",
e DN R % 1 1—14"x8%4", 1—14"%714" and 1—
2 | Sprocket—counterweight (3-4 Ver- ' 14"x10". (3-4 Vertical)....... - 66140
tical). . oo 74071 690 1 | Lever (1-2-3-4 Vertical). . ......... 67838
652 1 Chain—Diamond Roller, L.H. (1-2 691 1 Pinion—in head guide. (1-2-3-4 Ver-
Vertical). ..o vii i 63583 tical). oo e 69679
1 Chain—Diamond Roller, L.H. (3-4 692 1 | Bush—in head guide. (1-2-3-4 Ver-
Vertical) . .o ovv v 68137 tical); o v semEan e st o 69681
653 1 Chain—Diamond Roller, R.H. (1-2 693 1 Guide—for head, L.H. (1-2 Vertical) 69826
Wertical), waowin s s s g 63585 1 Guide—for head, L.H. (3-4 Vertical) 69828
1 Chain—Diamond Roller, R.H. (3-4 694 1 Wedge—vertical head (1-2-3-4 Ver-
Vertical) .. .o vooninii i 74006 Hoal). . i s Svmie % ws s 69684
654 1 | Counterweight, R.H. (1-2 Vertical). . 70997 695 1 | Guide—for head, R.H. (1-2 Vertical) 69825
1 Counterweight, L.H. (1-2 Vertical). . 70996 1 Guide—for head, R.H. (3-4 Vertical) 69827
1 | Counterweight, R.H. (3-4 Vertical). . 74070 696 2 Gib—vertical head (1-2 Vertical) . .. 63541
1 Counterweight, L.H. (3-4 Vertical).. 74069 1 Gib—vertical head (1-2 Vertical). .. 69824
655 2 Stud—in counterweight (1-2 Ver- 2 Gib—vertical head (3-4 Vertical) ... 63954
Bioal Y va somns puase i aapms 66020 1 | Gib—vertical head (3-4 Vertical). .. 69685
2 | Stud—in counterweight (3-4 Ver- 697 1 | Cover—vertical head (1-2-3-4 Ver-
BIBAT): s s sovmmmmmn sopimony s diliod 63589 tical). .. ii i e 67488
656 2 | Bush—in counterweight (1-2-3-4| - 698 1 Gasket—cover, vertical head (1-2-
. Vertical) i oo soew s oy s 68839 3.4 Vertical). .. ovvoiin e 67487
657 2 | Bushing—pipe (1-2-3-4 Vertical). . .. 58944 699 1 Plate—oiling. English (1-2-3-4 Ver-
658 2 | Plug—3{" pipe (1-2-3-4 Vertical). .. 57726 AL e or o B SEE G e 66239
659 3 | Cup—oil (1-2-3-4 Vertical)........ 51737 700 4 | Plate—transfer (1-2-3-4 Vertical). . 78789
660 1 | Stud—vertical head hand clamping 701 1 Guide—on column (1-2 Machines). . 65162
(1-2-3-4 Vertical). .. ............ | 63617 1 Guide—on column (3-4 Machines). . 65161
661 3 | Screwgib .. .coiiiiiiiii ] 3989 702 1 | Plate—name, CINCINNATI. ....... 3966
662 1 | Shaft—starting lever (1-2-3-4 Vcrti-i 703 1 Guide—for dog on head (1-2-3-4 Ver-
cal). This part should always be T o SR 63544
ordered fitted . . ... 70189

Continued on pages 46 and 47
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CINCINNATI DI AL TY PE MtItLLING M A CHINES
COLUMN PARTS LIST — Continued
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
704 1 | Bolt—arbor, draw in. (1-2 Vertlcal)l 58547F 732 1 | Plug—pipe. 3/ i 91551
1 | Bolt—arbor, draw in. (3-4 Vertical)| 63596F 733 | 4 | Plug—pipe. 52823
1 | Bolt—arbor, draw in. (1-2Horz.)..{ 56329F 734 1 | Plug—pipe. 1 147, 60955
1; Bolt—arbor, draw in. (3-4 Horz.). l 64705F 735 1 Hub—driven cl1sc e ....| 62183
705 1 | Nut—draw inbolt................ ' 3641 736 1 | Disc—driving CEELEL. oot 1 masier 57403
706 1 | Head—draw in bolt. . 3639 737 2 Disc—driving. ....... ... . 57402
707 1 | Lock—for latch. sa v e ] 3921 738 1 Ring—friction. ... ..... ... ... - 67701
708 1 Elbow—street, / plpe ceeeveeead 24792 739 2 Spring—clutch ﬁnger ............. 57408
709 1 Plug—oil, filling hole.. .. 3987 740 2 Pin—-clutch disc. ... 63932
710 1 Cover—base reservoir. s el f Eevl OTOT0 741 2 Pin—clutch ﬁnger carrier. s oo 36877
711 1 Gasket—base cover reservoir.......| 67671 742 2 Pin—clutch finger................ 57411
712 1 Cover—upper column.............. 64059 743 1 Pin—lock in carrier........... .. .. 36861
713 1 Bracket—supply hose. .. .......... | 63046 744 . 2 Roller—for detent lever. ..........| 33273
714 1 | Nut—on elevating screw. ......... . 63165 745 2 Finger—clutch. .. .......... ... ... 37983
715 1 Screw—elevating. Enghsh (1-2 746 1 | Carrier—clutch finger............. 57407
Vertical and Univ.). . .| 69671F 747 1 | Hub—disc brake. (1-2 Machines)..| 73063
1 Screw—elevating. Metrxc (1 2 Ver- 1 Hub—disc brake. (3-4 Machmes) 73383
tical and Univ.).. i T0274F 748 | 1 Hub—-clutch brake. | 74830
1 Screw—elevating. Enghsh. (1-2. 749 5 Plate—driving . . - 73058
Plain). . v e . 69670FA 750 | 5 Plate—driven........... R 73057
1 Screw——elevatmg ‘Metric. (] 2\ 751 1 | Plate—floating................ 73061
Plain).. .. B 70273FA 752 1 Plate—disc retainer... .. ..........| 73055
1 Screw—elevatmg Engllsh. (3 4 753 1 Dog—lower on column............ 65160
Plain). . 4 — 70283F 754 1 Dog—upper on column. . 65159
1 Screw—e]evatmg Metnc. (34' 755 1 | Nut—sleeveouter................ 59060
Plain). . s s 53 ¥ | 70284F 756 1 Adapter—first drive shaft (3-4
1 Screw—elevatmg English. (3 4 Machines). . B | 62977
Univ. and Vertical). ........ | 69670FB 757 1 Cone—roller bearmg Timken No.
1 | Screw—elevating.  Metric. (3 41 2% L: . i . v 59687
Univ. and Vertical). . 1 70273FB 758 1 Cup—roller bearing. Timken No.
716 1 | Gasket.. 67965 333. G iviiea.....| 59688
717 1 Tuhe—ml retamer. (1 2 Plam Unw 759 1 Cupﬁroller bearmg Timken No.
and Vertical. 68403 2523B.. . 62189
1 | Tube—oil retamer (3 4 Plain, Umv 760 1 Cone—mlle. bearmg Timken No.
_ and Vertical). . s 68405 2582. 5 o 62188
718 1 Collar—elevating nut. (1-2-3-4i 761 1 | Washer—lock. 11 (" dia. . 3791
Plain). . s .. cveee... o 63161 762 1 | Nut—lock. 114" dla . e o B 3792
719 1 Clutch—spoo] L 73062 763 1 | Spring—on pulley shaft. . . ........| 52502
720 1 | Ring—clutch spool 67657 764 1 Sleeve—clutch spring. ............| 060564
721 1 | Washer—clutch spocl 57410 765 1 | Spacer—clutch brake. (3-4 Ma-
722 1 | Spring—locking. . 57412 chines only). . ...l 73382
723 1 Link—clutch shlfter (1 2 Mar‘hmes) 70234 766 1 Screw—in column (3-4 Machines
1 | Link—clutch shifter. (3-4 Machmes) 69335 onlyl. o srninesens wn o 64179
724 1 | Pin—starting lever link. ; 66340 767 1 Gear—large, first drive shaft.......| 65945
725 2 | Pin—starting lever. 66429 768 1 Gear—small, first drive shaft.......| 65944
726 1 Forlkk—clutch shlfter (I 2 Machmes) 74090 769 1 Pin—straight . . 68433
1 | Fork—clutch shifter. (3 4 Machmes) 66433 770 1 Sprmg-lmpeller shaft 30059
727 2 | Shoe—clutch shifter. 64940 771 1 | Nut—spring adJustmg 61285
728 2 | Pin—shifter shoe. 46855 772 1 | Rod—clutch spring............... 61286
729 1 Detent. 63119 773 1 Shaft—*first drive. (1-2 Machines)..| 62182
730 1 Foot—step large (3 4 Vertzcal) 69633 1 Shaft—Ffirst drive. (3-4 Machines)..| 73381
731 1 Plug—pipe. 24"........ 200311
L

Continued on pages 48 and 49
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COLUMN PARTS LIST— Continuei

| PART PART
Key | Amt. NUMBER | Key | Amt. | | NUMBER
No. | Used PART NAME lto use when|| No. | Used | PART NAME ito use when
| ordering i i ordering
775 | 1 Gear—sliding back. (1-2 Machines)] 70212 799 1 | Cap—pipe. 24" . .- i | 200786
1 Gear—sliding back. (3-4 Machines) 69343 800 1 ; Handle—starting lever T EE.T | 66051
776 1 | Gear—back. (1-2 Machines)...... 70369 801 1 | Pin—-lock starting lever. .. ... | 35568
1 | Gear—back. (3-4 Machines).. 70368 802 1 | Lever—starting. . .............-. L 70190
777 1 Bearing—ball. (1-2 Machmes) N.D. 803 1 | Pin—lock.. 34410
No. 1217-X.. 70207 804 1 | Gear—reverse ‘shaft. . el 69362
1 Bearing—ball. (3 4 Machmes) N. D 805 1 Pin—straight dnvmg ............. 63193
No. 1219-X.. 69348 806 1 Gear—reverse shaft. (1-2 High
778 1 Gear—clutch large (1 2 ngh Speed Speed Machines) . .............. 70216
Machines). ... .cooveeronnnns 75005 1 Gear—reverse shaft. (3-4 High
1 Gear—clutch large. (3-4 High Speed Speed Machmes) S B i 70249
Machines). . : 75008 807 1 | Nut—lock. 114" dia.. e 3792
1 Gearflarge—back gear shalft. (1-2 808 1 Washer—lock. 114" i oo 515 3791
Medium Speed Machines) . .. .... 73517 809 2 Cone—roller bearing. Timken No.
1 | Gear—large—back gear shaft. (3-4 3478. ¢ Al g S 62200
Medium Speed Machines). .. ... 73524 810 1 Cone——roller bearmg "Timken No.
779 1 Clutch—back gear shaft. (1-2 High 3420B.. O 62199
Speed Machines). . 75006 811 1 ShyafETeVErSe, o 2 s 2 e 70253
1 Clutch—back gear shaft (3-4 High 812 1 Spacer—roller bearing.. 73229
Speed Machines). . 75009 813 1 | Cup—roller bearing. Txmken No. 414 73227
780 1 Gear—clutch small. (1 2 ngh Speed 814 1 Cone—roller bearing. Timken No.
Machines). .. ......covoovnnn. 75007 v T 73228
1 Gear—clutch small. (3-4 High Speed 815 1 Nut—reverse shaft. o 70252
Machines). .. .. P —— 75010 816 1 Shaft—speed cam clutch drwe 63320
781 1 Cup—roller bearmg Timken No. 817 1 Gear—spiral. .. ... 73260
432B (1-2 Machines)............ 204053 818 1 | T v o c D SR ST S5 DA B G 63630
1 Cup—roller bearing. Timken No. 819 1 Bushing. c:cuos @ ow s s cowms ne 65905
453B (3-4 Machines). . : 63219 820 1 Bushing. .. ......covocereavnne-- 3832
782 1 Cone—roller bearing. 'I‘lmken No 821 3 Plug—14" diameter. (5 used on 1-2
438 (1-2 Machines) . . 3576 Vertlcal) i g T 3530
2 Cone—roller bearing. Ttmken No. 822 1 Plug—3¥{" diameter. (2 used on 1-2
455 (3-4 Machines). . ) 3579 Vertical), (3 used on 3-4 Plain and
783 1 | Spacer—back gear shaft. (1-2 Ma- : Universal). . 3549
chines only). . 74944 823 1 Plug—114" dtameter (3 4Machmes) 3830
784 1 Hub—roller bearmg (1 2 Machmes) 70206 824 1 Plug—114" diameter.............. 3553
1 | Hub—roller bearing. (3-4 Machines)| 70367 825 2 | P]ug——??/” diameter.............. 3558
785 | 33 | Rolle—1{"x214". (1-2 High Speed), 826 3 | Pin...... L e R e 3543
(38 on 3-4 High Speed). . 69349 827 1 Pin—stop in coiumn .............. 68999
786 1 Spacer—back gear shaft. (1 2 Ma- 828 1 Pin—lock. p .. 34717
chines). . 70205 829 1 thfter—srartmg 1ever 66806
1 Spacer—back gear shaft (3-4- Ma- 830 2 Bushlngrreduc1ng 35" tc / p1pe 66279
chines). . . v i B 69351 831 2 | Elbow—45°. 31080
787 2 Hub—roller bearmg (1-2 High 832 1 Clamp—oil tube, 3’@" tubmg 4002
Speed Machines). .............. 70200 833 2 Clamp—oil tube, 11" tubmg (1 2 3 4
1 Hub—roller bearing. (1'2 Medium Plain and Univ.). ... 4001
Speed only). . * o mome by 70218 834 1 Tube—(1-2-3-4 Vert1cal) . 3876
1 Hub—roller bearmg (3-4 High 835 1 Body—oil sight gage.. ............ 63015
Speed Machines). .............. 69355 836 1 Disc—oil gage. ... ... o 3849
1 Hub—roller bearing. {3-4 Medium 837 2 Gasket—oil gage. . ............... 3850
Speed only).. o T T 70220 838 1 Cover—oilgage. ................ 3848
1 | Hub—roller bearmg (3-4 High 839 1 Gear—speed dial drive............ 65917
Speed only). ... 70367 840 1 Cylinder—dial engaging interlock. . 66157
788 | 66 | Roller—24"x11% 187, (1 2 ngh Speed) 841 1 | Piston—dial engaging interlock..... 66210
(38 on 3-4 H:gh Speed). . 69354 842 1 | Strainer—oil. .. ..ot iiii 65540
789 1 | Sleeve—clutch., (1-2 Htgh Speed 843 1 | Pin—dowel.. .. 65185
Machines). . . 70203 844 1 | Pump—#1. (assembled compiete). | 73145
1 | Sleeve—clutch. (3-4 High Speed 845 6 | Screw—body.. : 61356
Machines). . L s 69357 846 1 Gear—pinion drlvmg.. | 202297
790 1 Spacer—back gear shaft (1-2 High 847 1 Gear—pinion driven. ............ 57781
Speed Machines). . R 70199 848 1 Gear—pump. . 75950
1 Spacer—back gear shaft (3-4 High 849 1 Gasket—for pump support . 75167
Speed Machines). . 69360 850 1 Clamp—pump support s 71365
791 1 Cup—roller bearing. ’I‘lmken No.414| 73227 851 2 Screw—gland . . e 57786
1 Cup—roller bearing. Timken No. 452 852 1 Cover—pump. . 58163
(3-4 Machines)................. 59878 853 1 SPACET . . oot 73047
792 1 Cone—roller bearing. Timken No. 854 4 Gasket............. B s S 57775
419 (1-2 Machines). . 73228 855 1 | Body—pump. ........coooemonns 57772
2 | Cone—roller bearing. Timken No. 856 1 | Gland. .. ..o 57776
455 (3-4 Machines). . 3579 857 1 Support—pump. . ... 71794
793 1 | Shaft—back gear. (1-2 Machmes) 70213 858 | 1set | Tubing—oil in column. {1-2 Plain
1 Shaft—back gear. (3-4 Machines). . 69342 and Umversal) ................. 70259
794 1 Nut—adjusting. (3-4 Machines only) 3593 1 set | Tubing—oil in column. (1-2 Vertical) 66136
795 1 | Washer—lock. (3-4 Machines only)| 67267 1 set | Tubing—oil in column. (3-4 Plain
796 1 | Nut—adjusting. (1-2 Machinesonly)| 70197 and Universal). . 70260
797 1 | Screw—in adjusting nut. (1 2 Ma- 1 set | Tubing—oil in column. (3 4 Vertmal) 66141
chines only) . N 70198 859 | 1set | Tubing—oil. (1-2 Vertical).. ) 68946
798 1 | Nipple—close. /” L......0 24815 1set | Tubing—oil. (3-4 Vertical). . 68949

Ccmtinued on pages 50 and 51
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CINCINNATI DI AL TY PE MILLING M ACHINES
COLUMN PARTS LIST — Continued
PART PART
Key | Amt. NUMBER Key | Amt, NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
860 1 Cover—spindle, rear. (1-2-3-4 Plain 890 2 Cup—roller bearing. Timken No.
and Univ.)..ooooovn i 69341 B e A e AR G 3572
861 1 Spindle—(1-2 Plain and Universal). 70991 891 1 Spacer—roller bearing............. 3615
1 Spindle—(3-4 Plain and Universal) . 73844 892 1 (Gear—small third drive shaft. ..... 69366
862 1 | Nut—lock, rear spindle. (1-2-3-4 893 1 | Gear—sleeve (fitted with gear 65943)| 66090
Plainand Univ.). . ... oooevens 3857 894 1 SPring—Ting. . .vvamrreenneenes 89510
863 1 Nut—Ilock. (1-2-3-4 Plain and Univ.) 3999 895 1 Plate—patent. Domestic.......... 750406
864 1 Nut—lock. (1-2-3-4 Plain and Univ.) 3853 1 Plate—patent. Foreign........... 75045
865 1 Cap—spindle, front. (1-2-3-4 Plain 896 1 Plate—oiling. English............ 66240
and Universal). .. ......coooonnn 62209 897 1 Plate—Caution. English.......... 74087
866 6 | Screw—spindlecap. ........-..... 75269 898 1 Plate—on small louvre. English.... 53199
867 1 Gasket—spindle cap. (1-2-3-4 Plain 899 2 Plug—234" dia.. ......coooovnvnte 3558
and Universal). .. .........o..-- 66418 900 1 | Plug—3%"dia...........oovivn 67265
868 1 | Washer—bearing. (1-2-3-4 Plain 901 1 | Plug—4" dia. (1-2 Machines).. . ... 70196
and Universal). ...........o.0nn 70987 902 1 | Plug—in column. 24" dia......... 63817
869 1 Spacer—on spindle. (1-2-3-4 Plain 903 1 Spacer. (1-2-3-4 Medium Speed Ma-
and Universal) . ......c.covonn. 70191 Chines). . o oo i oesinnuss on sy 70217
870 1 Gear—face, small. (1-2 Plain and 904 1 Cover—column top. (1-2 Plain and
Universal). ...vvvveanienraren. 70356 Universal)....oovvvrnoaanenns 69802
1 Gear—face, small. (3-4 Plain and 1 Cover—column top. (3-4 Plain an
Universal). .. ovvevr oo 70358 Universal). .. coovveoinninann. 69804
871 1 Key—(1-2-3-4 Plain and Universal) 74546 905 1 Gear—small second drive shaft... .. 65946
872 1 | Gear—face, large. (1-2 Plain and 906 1 Gear—large second drive shaft.. ... 65942
Universal). ...ocvveviiriannnan. 70362 907 1 Shaft—second drive.......oconnnnn 65949
1 | Gear—face, large. (3-4 Plain and 908 2 | Pin—straight driving............. 63193
Universal). .. .ocovneiinnrneen.. 70365 909 2 Pat—lock: oo ames sie swmmm i s s 3804
873 2 Cup—roller bearing. Timken No. 910 2 Washer—lock. . oo ov v eivneen s 3803
526378 (1-2-3-4 Plain and Univ.)| 62600 911 2 Cup—roller bearing. Timken No.
874 2 Cone—roller bearing. Timken No. 432AB., i s s e s 68118
BO38TW . ot ottt 56867 912 1 | Handle—starting lever. (1-2 Ma-
875 2 | Key—spindlenose................ 3687 Chines). . .« cvvveevrervioncooo| 067846
876 1 | Plug—pipe. (1-2-3-4 Plain and 1 | Handle—starting lever. (3-4 Horz.
Universal). .. ovovve v vinrerenns 56265 and Vertical). ... «oovvvvvnenn-. 65355
877 2 | Plug—oil in column. (1-2-3-4 Plain 1 | Handle—starting lever. (3-4 Verti-
and Universal). .. ...ocvvvnnenn- 64180 BICAL. v v e 65399
878 B | Bey i v ssons s e 4004 913 1 | Bush—feed drive shaft. (1-2 Ma-
879 1 | Tee—compression. (1-2-3-4 Plain CHIMES) . ¢ vv v vve e e ae e 70227
and Universal). ......covevnnt. 70258 1 Bush—feed drive shaft. (3-4 Ma-
880 1 | Tube—reservoir filling. (1-2-3-4 CHIMES) .+« v cevvve e earans 70229
Plain and Universal) .. .......... 70257 914 1 Gear—feed drive shaft—small. (1-2-
881 1 Tube—oil spray. (1-2-3-4 Plain and 3-4 High Speed Machines)....... 73867
Universal). .. ..o - 70256 1 Gear—feed drive shaft, small. (1-2-
882 1 | Bearing—double roller. (1-2-3-4 3-4 Medium Speed Machines). . .. 73843
Plain and Universal)............ 69023 915 1 | Bushing—small. . ................ 64270
883 1 Spacer—(1-2 Machines. Medium 916 1 Ring—spring locking.............. 62693
Speed only). ... coveeriiioi s 70218 917 1 | Gear—feed drive shaft............ 75951
1 Spacer. (3-4 Machines. Medium 918 1 Shaft—single worm feed drive. (1-2
Speedonly). ..o oovviiiia s 70220 High Speed Machines). ......... 73269
884 1 Shaft—clutch lever shifter. (1-2 Ma- 1 Shaft—single worm feed drive. (1-2
chines) .......oveeviiiiinnnenon 62738 Medium Speed Machines). .. .. .. 73421
1 Shaft—clutch lever shifter. (3-4 1 Shaft—single worm feed drive. (3-4
Machines). «oovvvvvvveerrvnenns 64951 High Speed Machines). ......... 73380
885 1 | Nut—roller bearing adjusting. .. ... 3592 1 Shaft—single worm feed drive. (3-4
886 1 | Cup—roller bearing. Timken No. Medium Speed Machines). ...... 73422
3400... .o e B S e 3570 919 1 Collar—thrust. .. ....coovcvvnnnns 65761
887 2 Cone—roller bearing. Timken No. 920 1 Washer—lock. ... .ovuvr v e 3807
BAT8 . e 62200 921 1 | Nut—lock. .ovveeriivnsreemunns 3808
888 1 | Shaft—third drive................| 69365 922 1 | Cover—top of column. (3-4 Vertical) 67575
889 3 Cone—roller bearing. Timken No. 923 2 Cover—strainer hole. Used when
QAT e sy s SIS TR S e 62205 coolant pump is omitted......... 66540

Continued on pages 52 and 53
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CINCINNATI D1 AL TY PE MILLING M ACHINES
COLUMN PARTS LIST — Concluded
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. Used PART NAME to use when| No. | Used PART NAME to use when
ordering ordering
924 1 | Arm—over. (1 Plain and Universal) 69733 938 1 Support—outer. Type B. (3-4 Plain
1 | Arm—over. (2 Plain and Universal)] 69734 and Umversal) 69165
1 Arm—over. (3 Plain and Universal 939 1 Plug—pipe, 8" dla (One used for
Medium Speed, Domestic and each arbor support).. 67608
Foreign). . 69735 940 1 Tube—oil. (One used for each arbor
1 (3 Plain and Umversa] ngh Speed support). . 66344
Foreign). . 69735 941 1 Pin. (One used for each arbor sup-
1 Arm—over. (3 Plam and Umversal 510213 F R L 3539
Domestic only). . 75237 942 1 Plug—in oil tube. (One used for each
1 | Arm—over. (4 Plain and Unwersal) 69736 support).. 63561
925 4 Spoke—pilot wheel. (1-2-3-4 Plain 943 1 Wick—felt. (One for each support) 61416
and Universal). .. .............. 3507 944 1 Dial—oil gage. (Used only on sup-
926 1 Hub—pilot wheel. (1-2-3-4 Plain port 69164). ... ..o 60956
and Universal). . 3517 945 1 Cover-oil gage . .....oovvennnonns 3848
927 1 Bushing—in column (1 2.3 4 Plam 946 3 Gasket—oil gage. 3850
and Universal). .. .............. 55819 947 1 Disc—oil gage. . 3849
928 1 | Pinion—stem, pilot wheel. (1-2-3-4 948 1 Dial—oil gage: (Used on all supports
Plain and Universal). . 55813 except 69164). . . 3851
929 1 Stud—short overarm clamp (1 2. 3 4 949 1 Pin—in support. . ... ..oovven - 3543
Plain and Universal). . 66501 950 1 | Bush—arbor support. (A type only) 3695
930 1 Stud—overarm clamp. (1-2-3-4 951 1 Screw. (A type only).. 3692
Plain and Universal). . 66502 952 1 Stud—in support. (1- 2 "Plain and
931 1 Washer—overarm clamp stud (1 2- Universal). . . 69168
3-4 Plain and Universal). . 62940 1 Stud—in support (3—4 Plain and
932 1 Adapter—arbor support bush smail Universal). cvoveiinvr v oneens 69169
(3-4 Plain and Universal), (shown 953 2 | Brace—overarm. (1-2 Plain and
fitted). . 3704 Universal). .. .. 67823
933 2 Bush-——arbor support (1 2 3 4 Plam 2 Brace—overarm. (3 4 Plam and
and Universal). . 3697 Universal). . : 67822
934 2 Nut—adjusting, arbor support bush 954 1 Spacer—overarm brace (1-2-3-4
(1-2-3-4 Plain and Universal), (3 Plain and Universal)..:......... 62670
used on 3-4 Plain and Universal). 3972 955 2 Cover—louvre. . 64658
935 2 Roller. (1-2-3-4 Plain and Universal), 956 1 Wrench— 34" and / " nut ......... 3957
(3 used on 3-4 Plain and Universal) 3974 957 1 Wrench—double end. R 19476
936 1 Support—arbor, small. Type A, 958 1 Wrench—socket for dogs. . ........ 39270
(1-2 Plain and Universal)........ 69164 959 2 | Pin—hinge support............ ... 69806
1 Support—arbor, small. Type A. 960 2 Hinge—cover.  (1-2-3-4 machines
(3-4 Plain and Universal). . 69167 except those listed below)..... ... 69805
937 1 Support—inner. Type B. (1- 2 Plam 2 Hinge—cover. (3 Horz. High Speed
and Universal). . 69163 714 and 10 H.P. motor Domestic),
1 Support—inner. Type B (3 4 Piam (4 Horz. and Vert., Domestic and
and Universal) . . 69166 Foreign). . 69861
938 1 Support—outer. Type B (1 2 Plain 961 1 Plate—feed mstruct:on (1 '2-3-4
and Universal) .. 69162 High Speed.) English.. F 73902
53
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CINCINNATI D1 AL TY PE MILLING M A CHI E S
KNEE UNIT PARTS LIST
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering : ordering
1000 1 | Knee—(#1 Plain and Universal) . 73425 1025 2 | Bushing—reducing. / to / plpe 58197
1 Knee—(#2 Plain and Universal), (#1 1026 3 _Nlpple——/"x/" plpe v 10048
and 2 Vertical).. 73426 1027 2 | Tee—1{" pipe.. . 13660
1 Knee—(#3 Plain and Umversal) 73389 1028 1 Elbow—street. / ptpe ........ 12838
1 Knee—(#3 and #4 Vertical), (#4 1029 1 Cap—oil pump. . 53848
Plain and Universal).. 73427 1030 1 Valve—oil pump. . . covvoevonon ot 53777
1001 1 Guide—for knee. (1-2 Plaln, Um- 1031 1 Stop—oil pump ball. . ............ 53754
versal and Vertical)............. 69816 1032 1 Sleeve—oil pump. . 53778
1 Guide—for knee. (3-4 Plain, Uni- 1033 1 Spring. . 52672
versal and Vertical). . 69186 1034 1 Plungcr—m[ pump (ﬁtted w1th plug
1002 1 Gib—bottom. (1-2 Pla:n, Umversal and ball). . 52653FB
and Vertical) .. .. .............. 69532 1035 1 | Ball—%" GHATEOLEr. <o v ceveennnns 29019
1 Gib—bottom. (3-4 Plain, Universal 1036 1 Plug-—o:l pump plunger 70299
and Vertical). . 69178 1037 1 Nut. . 60721
1003 1 Gib—top. (1-2 Piam Umversal and 1038 1 Sleeve. . 60720
Vertical). . 70889 1039 1 Adapter ......................... 60719
1 Gib—top. (3 4 Plam Umversa[ and 1040 1 Umon——compressmn 14" tubing. . 89866
Vertical). iuvoinsvmon mvvis sons 70888 1041 2 Union—compression, 32" tubing. . 57287
1004 2 | Screw—gib adjusting. .. .......... 63606 1042 2 | Plug—in d1sengagmg shaft bush—
1005 1 | Gasket—for guide on knee.. 66972 114" diameter. v .. 73411
1006 1 Cover—vertical screw. 73376 1043 1 Bushing. . 74758
1007 1 Gasket—vertical screw cover 66468 1044 1 Stem.. . 74756
1008 1 Nut—roller bearmg adjustmg ...... 63167 1045 2 Crankfknock out. 74755
1009 1 Nut—Ilock. . ; . 3798 1046 1 Bush—shaft clutch, cross control 73413
1010 1 Washer—lock 3797 1047 1 Stem.. 7 74757
1011 1 Retainer—roller bearmg (ﬁtted wnth 1048 1 Sleevefm clamp bolt hole 68345
2-63169 CUPS) .« o v e 63187 1049 2 | Screw. ... 3514
1012 2 Cup—roller bearing. Timken No. 1050 1 Shaft—elevating, front. (1 Plain and
4728B.. 63169 Universal). . T 73541
1013 2 Cone——rol[er bearmg T:mken No 1 Shaft—elevatmg, front (1-2 Verti-
BBy viaon wdimrninas sovmemst v 5 B G 63168 cal), (2 Plain and Universal).. . .. 73462
1014 1 Gear—bevel vertical screw........ 63171 1 Shaft—elevating, front. (3 Plain and
1015 1 Tube—oil retainer in knee. ........ 63170 Universal). ... c oo v ieee s 73395
1016 1 Cover—spline shaft. (1 Plain and 1 Shaft—elevating, front. (3-4 Verti-
Universal). . 67413 cal), (4 Plain and Universal). .. .. 73455
1 Cover—spline shaft (1 2 Vertlcal) 1051 2 Pin—in collar, short. . ............ 66254
(2 Plain), (3 Plain and Universal)| 67414 1952 2 Collar—small. . .o ovovvean e 66249
1 Cover—spline shaft. (2 Universal) 67415 1053 1 Clutch—elevating shaft. 73397
1 Cover—spline shaft. (3-4 Vertical), 1054 1 Bush—Ilarge on elevating shaft 73408
(@ Plain). ... qds s possss 67416 1055 1 Rod—knock out elevating shaft.
1 Cover—spline shaft. (4 Universal) . . 67417 (1 Plain and Universal) . . 73537
1017 1 Shaft—Iong spline. (1 Plain and 1 Rod—knock out elevatmg shaft
Universal). . 78311 (1-2 Vertical), (2 Plain and Univ. ) 73461
1 Shaft—Ilong splme (1 2 Vert:cal), 1 Rod—knock out elevating shaft.
(2-3 Plain and Universal).. 78309 (3 Plain and Universal). . 73396
1 | Shaft—long spline. (3-4 Vertlcal) 1 Rod—knock out elevatmg “shaft.
(4 Plain and Universal) . . 78310 (3-4 Vertical), (4 Plain and Univ. ) 73452
1018 1 | Gear—eccentric long splme ‘shaft. 70302 1056 2 Collar—flange. . 66255
1019 1 | Seal—roller bearing.. S 78308 1057 2 | Pin—in collar, long ............... 66253
1020 1 | Retainer—bearing. . 74750 1058 1 Dial—on elevating shaft. (English) 70270
1021 1 Bearing—roller. Hyatt No 1305T 74754 1 Dial—on elevating shaft. (Metnc) 78724
1022 1 | Bearing—long spline shaft......... 71825 1059 1 | Bushing—small on elevating shaft. 62712
1023 1 | Bolt—clamp for guide............. 63658 1060 1 | Gear—Dbevel on elevating shaft, . 62713
1024 1 Plug—pipe, 1" diameter. .. ........ 52823

Continued on pages 56 and 57
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CINCINNATI DI AL TYPE MILLING MACHINES
KNEE UNIT PARTS LIST — Continued
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1061 1 Gear—elevating stem bevel. ....... 69184 1111 1 Pin—stop. (2-4 Plain and Vertical) 69713
1062 1 Bearing—roller ........ 67013 1 Pin—stop. (1 Plain and Vertical),
1063 1 Sleeve—elevating bevel gear pu‘uon 62908 (3 Plain and Vertical)........... 69718
1064 2 Bushing—elevating stem bevel gear. 62914 1112 1 Rod—knock out, cross. (1-2 Plain,
1065 1 Sleeve—elevating clutch. .. ........ 62915 Universal and Vertxcal) 73460
1066 1 Sleeve—on elevating stem bevel gear 69181 1 Rod—knock out, cross. (3 4 Plam
1067 1 Cone—roller bear'g. Timken 19150 69189 Universal and Vertxcal) 73407
1068 1 Cup—roller bearing. Timken 19268 69188 1113 2 Pin—in collar, long. . 66253
1069 1 Nut—bearing lock............... 69182 1114 2 Pin—in collar, short. e 66254
1070 2 Gear—clutch elevat’g stem bevel gear 62918 1115 1 Spacer—cross screw roller bearmg 73431
1071 1 Clutch—elevating stem bevel gear. 62917 1116 2 Cup—roller bearing. Timken 19283 58870
1072 1 Fork—elevating clutch. ... ....... 68847 1117 2 Cone—roller bearmg Timken 19138 58871
1073 1 Collar—dust, cross feed screw.. .. 66245 1118 2 Collar—flange. . - 66255
1074 1 Sleeve—felt retainer. . ......... 62721 1119 1 Clutch—cross screw. 73403
1075 1 Coupling—cross screw. . . . . 66573 1120 2 Collar—small. .. ......... ... .. 66249
1076 1 Shaft—cross feed. .. ...... .. 65766 1121 1 Nut—bearing retainer... .. 62715
1077 1 Gear—cross feed shaft. . 67973 1122 2 Screw. 3514
1078 1 Bushing—cross feed shaft. ... .. 67972 1123 1 Rod—cross feed shlfter (1 Pl & Un.) 73543
1079 2 Gear—clutch cross feed shaft. . . . 62924 1 Rod—cross feed shifter. (1-2 Verti-
1080 2 Collar—thrust. . . ........... 65761 cal), (2 Plain and Universal). . 73464
1081 1 Sleeve—cross feed clutch. 65762 1 Rod—cross feed shifter. (3 Pl. & Un ) 73398
1082 1 Bearing—cross feed shaft 69180 1 Rod—cross feed shifter. (3-4 Verti-
1083 2 Plug b 3550 cal), (4 Plain and Universal).. .. .. 73454
1084 1 Clutch—cross feed. e 62916 1124 1 Bushing—rod cross feed shifter. .. . 67337
1085 1 Fork—cross feed c[utch" . 68844 1125 2 Plug—114’ dia. x 14" leng. . 73812
1086 2 | Pin—lock. 4" dia.x 2 15" Iong 48073 1126 2 | Plug—134" diameter. .. .... 3827
1087 2 Shaft—cross and elevat’g, secondary 69170 1127 1 Tubing—oil. (1-2 PL & Un) 66282
1088 1 Gear—small cross feed and elevating| 70298 1 Tubing—oil. (1-2 Vt.), (2 PL & Un. ) 66283
1089 1 G‘é‘af—iarge cross feed and elevating| 70297 1 Tubing—oil. (3 Plain and Universal) 66284
1090 4 | Bushing. . : b 3603 1 | Tubing—oil. (3-4 Vt.), (4 PL & Un.)| 66285
1091 1 Pin—stop. 68999 1128 1 Tube—telescopic, first. (1-2 Verti-
1092 1 Nipple—14" xl/ plpe 63162 cal), (1-2 Universal). . 68244
1093 1 Nipple—union to knee. ........ 63345 1 Tube—telescopic, first. (1 2 Piam)
1094 1 Strainer. . 65540 (3-4 Plain, Universal and Vertical)| 63348
1095 1 | Plug—oil Slotted . .\ vi 75465 1129 1 Tube—telescopic, second. (1 2 Ver-
1096 1 | Plug. ..o i 75466 tical), (1-2 Universal). . e 68245
1097 1 Plug—oil sprayer ...... 69494 1 Tube—telescopic, second. (1-2
1098 1 | Pipe—oil sprayer in plug e s 69493 Plain), (3-4 PL., Un. & Vt.). ..... 63351
1099 1 Rod—vertical feed shifter. (1 Plain 1130 1 Tube—telescopice, third. (1-2 Ver-
and Universal) . . L 73542 tical), (1-2 Universal)........... 68246
1 Rod—vertical feed sh:fter (1 2 Ver- 1 Tube—telescopic, third. (1-2 Plain),| .
tical), (2 Plain and Universal).. 73463 (3-4 Plain, Universal and Vertical) :63350
1 Rod—vertical feed shifter. (3 Plain 1131 1 Tube—telescopic, fourth. (1-2 Ver-[ '
and Universal). . 73399 tical), (1-2 Universal). .. ........ 68247
1. | Rod—vertical feed shlfter (3 4 Ver- 1 Tube—telescopic, fourth. (1-2 Plain}
BN tical, (4 Plain and Universal)..... 73453 (3-4 Plain, Universal and Vertical) 63349
1100 1" | Shifter—ball, vertical shifter. (3-4 1132 1 Tube—telescopic, fifth. (1-2 Verti-
Plain, Universal and Vertical). st 66259 cal), (1-2 Universal). . 68248
1101 1 Pin. 63630 1 Tube—telescopic, fifth. (1 2 Platn)
1102 1 Sleeve—vert:ca[ feed ‘shifter rod. 63613 (3-4 Plain, Universal and Vertical) 63347
1103 1 Gasket—vert. feed shifter rod cover 70462 1133 1 Tube—telescopic, sixth. (1-2 Verti-
1104 1 Cover—vertical feed shifter rod. . .. 63614 cal), (1-2 Universal). . 68249
1105 1 Screw—cross. (English) fitted with 1 Tube—telescopic, sixth. (1 ) Plam)
nut. {1 Plain and Universal). . . . 73539 (3-4 Plain, Universal and Vertical) 63346
1 Screw—cross. (Metric) fitted with 1134 1 ElbOWfUnlon Y pipe.......... 61678
nut. (1 Plain and Universal). . . . 73540 1135 1 Plug—oil. Fitted with tubing 68941.
1 Screw—cross. (English) fitted with (1'Plain and Universal). .. ...... 63072
nut. (1-2 Vertical), (2 Pl. & Un.)| 73466 1136 1 | Tubing—oil. (1 Plain and Universal)| 68941
1 Screw—cross. (Metric) fitted with 1135 1 Plug—oil. Fitted with tubing 68942.
nut. (1-2 Vertical), {2 PL. & Un.) 73467 (1-2 vt.), (2 P.. & Un.). .. 63072
1 Screw—cross. (English) fitted with 1136 1 Tubing—oil. (1 Plain and Umversal) 68941
nut. (3 Plain and Universal). . . . 73393 1135 1 Plug—oil. Fitted with tubing 68942.
1 | Screw—cross. (Metric) fitted with (1-2 Vertical), (2 Plain and Univ.)| 63072
nut. (3 Plain and Universal). . 73394 1136 1 Tubing—oil. (1-2 Vt.), (2 P1, & Un.) 68942
1 Screw—cross. (English) fitted with 1135 1 Plug—oil. Fitted with tubing 68943.
nut. (3-4 Verttcal) (4 PL. & Un.) 73457 (3 Plain and Universal). . 63072
1 Screw—cross. (Metric) fitted with 1136 1 Tubing—oil. (3 Plain and Umversa]) 68943
nut. (3-4 Vertical), (4 PL & Un.) 73458 1135 1 Plug—oil. Fitted with tubing 68944.| .
1106 1 Nut—cross screw. (English)....... 65768, (3-4 Vertical), (4 Plain and Univ.) 63072
1 | Nut—ecross screw. (Metric). ... ... 65769 1136 1 | Tubing—oil. (3-4 Vt.), (4 PL.& Un.)| 68944
1107 1 Bracket—nut under saddle ..... 65770 1137 1 Cover—rear control pad. (1-2-3-4
1108 1 | Tube—oil. 67864 Vertical or on all machines where
1109 1 | Dial—on cross screw. (Engllsh) 73401 rear control bracket is omitted. .. 73915
1 Dial—on cross screw. (Metric). . 78726 1138 4 Screw. {(Used when rear control
1110 1 Wheel—hand . S 73405 bracket is omitted). . ........... 216052
1111 1 Pin—stop. (1 PL & Vt) (3 Vt.).. 69717 1139 | . 1 Plug—14" diameter. .. ........... 3529
1 Pin—stop. (2-4 Plain and Un:versal) 69716 1140 * 3 Plug—94"” diameter. ... ... ...... .. 3530
1 | Pin—stop. (1-3 Universal). . 69715 1141 1 | Plug—3{" diameter............... 3549
1 Pin—stop. (2-4 Universal). . 69714 1142 2 Plug—1" diameter................ 3551
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KNEE UNIT PARTS LIST— Continued

PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1143 1 Shaft—cross feed shifter. Fitted. 1181 1 Collar. . 3815
(1-2 Machines). . R 68361F 1182 1 Lever—tnp, cross and Vertlca[ feed 71784
1 Shaft—cross feed sh1fter Fitted. 1183 1 Shaft—cross feed trip. . IS 67344
(3-4 Machines). . B M 68324F 1184 1 Bracket—trip, cross feed. T 67345
1144 1 | Shaft—cross feed Shlftel‘ (1-2 Ma- 1185 1 Nipple—oil filler. . .. ............ 3912
chines). . T— 68361 1186 1 Gasket—oil filler cap.............. 77845
1 | Shaft—cross feed shifter. (3-4 Ma- 1187 1 | Cap—oilfiller.................... 3986
chines). . ; i S 68324 1188 1 Disc—oil gauge. . .........oovnn.. 3849
1145 1 Spring. . 3959 1189 1 Dial—oil gauge. ... .. ............ 60956
1146 2 | Lever—detent. . . e s 59626 1190 3 | Gasket—oilgauge................ 3850
1147 2 | Detent—shifter shaft. s s 63611 1191 1 Cover—oil gauge. ................ 3848
1148 2 Bushing. . d 68364
1149 2 Collar, . 68363 The following parts are used when
1150 2 Levertbent NO— 67838 Rear Control Bracket is supplied:
1151 1 Shaft—-vertxcal feed shifter‘ (1-2 1192 1 Bracket—rear control. Fitted com-
Machines). . e I 1 plete.. . . cee...|  74331F
1 Shaftwverttcal feed shifter. (3-4 1193 1 Bracket—rear control ............. 74331
Machines). .. oovvvrer e 75418 1194 1 Shaft—cross feed. Fitted.. 68421F
1152 1 Shaft—vertical feed shifter. (1-2 1195 1 Shaft—cross. e 68421
Machines) fitted................[| 75507F 1196 1 | Gear—eross and elevatmg ey 67973
1 Shaft—vertical feed shifter. (3-4 1197 1 Sleeve—cross shaft. Fitted with two
Machines) fitted................| 75418F 3818 bushings. . ...| 63063
1153 1 [Bushing.....oovvvuerriinenanann. 75417 1198 2 Pin—crank and elevatmg shaft ..... 63067
1154 1 Bushing—interlock for ball. ... .. .. 63615 1199 2 Pin—crank handle................ 63079
1155 1 | Ball—!4" diameter............... 36147 1200 2 | SDINE. . oo nee s 5 Shaen G5 55 sk b 3942
1156 1 Stud—detent lever, cross feed.. .. .. 67768 1201 2 Washer oo mpvrem sk va ws s 62714
1157 1 Stud—detent lev"er, vertical feed. ... 67767 1202 4 Bushing. .. covcvvverviraninarens 3818
1158 1 Crank—hand. Vs W G d 66262 1203 2 Sleeve—dial. .. ... 68730
1159 1 Handle—spool T 3505F 1204 2 | Clutch. 38125
1160 1 Shaft-we]evatmg tr:p (Used when 1205 1 Sleeveéelevatmg shaft 63064
rear control bracket is omitted). . 70850 1206 1 | Shaft—elevating.. 68422
1161 1 | Shaft—elevating trip. (Used on all . 1207 1 Gear—bevel on e]evatmg ‘shaft. 62713
machines equipped with rear con- 1208 1 Shaft—elevating. Fitted.......... 68422F
trol bracket). . e 63620 1209 1 Dial—cross shaft. English.. 68733
1162 1 Spacerwelevat1ng tnp shaft 64328 1 Dial—cross shaft. Metric. 78728
1163 1 Lever—trip, cross and Vertxcal feed. 71784 1210 1 Dial—elevating shaft. Enghsh 70271
1164 1 | Lever—elevating feed trip shaft. 63612 1 Dial—elevating shaft. Metric...... 78727
1165 2 | Coupling—shaft.................. 67108 1211 1 Crank—handle. Fitted............ 63065F
1166 2 | Sleeve—coupling. . L R 67102 1212 1 Collar—spool. . covvvvvneveennnnn 3504
1167 2 | Plug—screw coup[mg sleeve ....... 67109 1213 1 Handle—spool. . w.oovvr v 3505
1168 3 | Spring—ring. . 67620 1214 1 Stud—spool. . L 1 3503
1169 2 | Ring—felt, qu1ck traverse bracket . 66455 1215 1 Plunger—in crank . . gp— 63068
1170 2 | Screw—pinion rear control......... 67099 1216 1 Plug—small in crank handle N 63070
1171 2 | Pinion—vertical, rear control. .. ... 67098 1217 1 Plug—Ilarge in crank handle..... ... 63074
1172 1 | Washer—thrust in guide .......... 67100 1218 1 Plug—114" diameter. ............. 3553
1173 2 | Pinion—horizontal, rear control. 1219 2 | Pin—taper......oooveivronceininn 83432
Fitted with pin 3636, ... nnn, 67101 1220 1 Shaft—cross feed control. .. ....... 69575
1174 | . 2 | Collar.. 2 Gih Ve e L 3815 1221 1 | Bushing. ... L B 68364
1175 2 | Rack—rear control. . ... .......... 67096 1222 2 Plug—l / ¥ ameter. ..o vt i eenes 3827
1176 1 | Bracket—feed and speed control. . 74134 1223 1 Gear—imitre, rear cross control.. ... 74332
1177 1 | Rod—bracket trip. . 63291 1224 1 | Bushing.. SR G s 3564
1178 1 | Shaft. Fitted with bushmg 67336 1225 1 Handle—stra:ght ................. 67839
and collar 3815................. 67335F 1226 1 | Gear—mitre, rear cross control shaft| 69574 .
1179 1 | Shaft. ¢ ssssen o s pace| (0T389 1227 1 | Bushing—mitregear.............. 77693
1180 1 Bushmg 67336 1228 1 | Plug—expansion. 114" diameter....[ 09448

Continued on pages 60 and 61
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CINCINNATI DI AL TYPE MILLING M ACHINES
KNEE UNIT PARTS LIST— Concluded
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1250 1 Bracket—change gear............ 71790 1269 1 Plugwl” diameter. .. .............| 74802
1251 1 Bracket—change gear. (Hi-Speed 1270 2 Plug—34" diameter. Medium Speed
Machines) Fitted complete . 71790RFA Machines. . S 3 3549
1252 1 | Bracket—change gear. (Medmm 1271 1 | Plug—14" diameter. . . .. .| 3529
Speed Machines) Fitted complete 71790RFB || 1272 1 | Shaft—eccentric. H:gh Speed Ma-
1253 1 | Flange—tube retainer.. 66964 chines...... ] 70293
1254 1 Nlppleﬂ—umon to knee. 63345 1273 1 Bushmg—eccentnc ‘shaft. ngh
1255 1 | Union—}4" pipe.. 13656 Speed Machines. . 70292
1256 1 | Nipple—1{" pipe................. 10048 1274 2 | Stop—High Speed Machines. .. ....| 50365
1257 1 Cover—change gear bracket. ... ... 67120 1275 1 Lever—gear shifter. H:gh Speed
1258 1 | Bearing—ball. New Departure No. Machines. (Fitted).. 35193
N e 70656 1276 1 | Pin—High Speed Machines . 29366
1259 1 Bushing—mitre gear. 74788 1277 1 Spring—High Speed Machmes 84157
1260 1 | Plug—in ball bearing adapter 74783 1278 1 Plate—Instruction feed change
1261 1 | Sleeve—ball bearing. . 74785 English. High Speed Machines. ..| 70986
1262 2 | Bearing—ball. S.K.F. No. 6206 53388 1279 1 Plug—pos:tlon gear. Medium Speed
1263 1 | Adapter—ball bearmg ... 74784 Machines. . . 73419
1264 1 Shaft—mitre gear. 74816 1280 1 Pin—position gear Medium Speed
1265 1 Gear—sliding . . | 70296 Machines. .......ocoevveeveevann 73420
1266 1 | Gear—mitre in bracket ............ 74782 1281 1 Gear—mitre in change gear bracket| 74786
1267 1 Dial—feed. English. High feed 1282 1 Bearing—ball. S.K.F.6206........| 53388
series. 14" t020"....... ... ... 63212 1283 1 | Bushing.......coveviviainnns 3832
1 Dial—feed.  Metric. High feed 1284 1 Shaft—change gear bracket........| 63357
series. 13to 508 mm............ 65419 1285 1 | Bearing—mitre gear. . ............ 74787
1 | Dial—feed. English. Low feed 1286 1 | Gear—feed. 24 Teeth. Standard
series. 1{"to10”...............| 65537 SETIES. .« v 63355
1 Dtal—feed Metric. Low feed 1 Gear—feed. 33 Teeth. Low series..| 63353
geries. 6 to 254 mm.. .....| 65539 1 Grear—feed. 19 Teeth. High series.
1 | Dial—feed. English. H:gh feed Medium Speed Machines only....| 63356
series. 34" to 30", This dial is for 1287 1 Gear—feed. 28 Teeth. Standard
Medium Speed Machines only. . .| 65538 series............ e G B 63361
1 Dial—feed. Metric. High feed 1 Gear—feed. 19 Teeth, Low series. | 63360
series. 19 to 762 mm. This dial is 1 Gear—feed. 33 Teeth. High series.
for Medium Speed Machines only| 65535 Medium Speed Machines only . . .| 63354
1268 1 | Plate—center. American built. .... 71830 1288 1 | Bushing. .. .. cociueiivmensnananes 63344
1 Plate—center. English built....... 71831
61
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CINOCINNATI DI AL TY PE MILLING M A CHINES
SADDLE, TABLE, HOUSING UNIT PARTS LIST
PART- PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1300 1 Table. (1PL, Un. & Vt.). . ....... 69111 1314 1 | Handle—large. . 3502
1 Table. (2PL, Un. & Vt.)......... 69112 1315 1 Clutch—for ball crank 3506
1 Table. (3 PL, Un. & Vt.)......... 69113 1316 1 Nut—dial clampmg 36436
1 Table. (4 Pl, Un. & Vt.). . o 69114 1317 1 Dial. English.. 67736
1 Table. (2 Plam and Vertlcai 36" 1 Dial. Metric. . 78725
table travel). . T 93148 1318 1 Clutch—on Ieacl SCIEW . . o oovr s 33747
1 | Table. (3 Plain and Vertical. 42" 1319 1 | Nut—lock on lead screw. 68707
table travel). . 78447 1320 2 Cone—roller bearmg Tlmken No
1301 1 Screw—lead. (1 Plam, Umversal and 43112. 63695
Vertical) English. All lead screws 1321 2 Cup—roller bearmg Timken Nn.
are fitted with nut for that par- 3312 i v SR EIG  a eE 63696
ticular screw, and with two lock 1322 1 Seal—oil, for front apron......... 3998
IUES. ottt ire e i e 77346 1323 1 Seal—oil,forhackapren....r.... 65628
1 Screw—Ilead. (1 Plain, Universal and 1324 1 Nut—lock on lead screw. 69290
Vertical) Metric. . 77347 1325 1 Cover—on back apron. . .. 78072
1 Screw—lead. (2 Plam Umversal and 1326 1 Apron—front. (1-2 Plam, Umversal
Vertical) English. . 77349 and Vertical). . 78998
1 Screw—lead. (2 Piam, Umversal ‘and 1 Apron—front. (3 4 PIam ‘Universal
Vertical) Metric. . 77350 and Vertical). ... .............. 78663
1 Screw—lead. (3 Plam Umversa[ and 1327 - 1 Pointer—for dial. . .. ............. 33745
Vertical) English. .. ............ 77352 1328 1 Bushing ......................... 3963
1 | Screw—Ilead. (3 Plain, Universal and 1329 1 | Oiler.. e : 60062
Vertical) Metric. . 77353 1330 1 Qiler.. s 51737
1 Screw—lead. (4 Plam ‘Universal and 1331 2 Ring— cul :'etamer in apron wi i 66636
Vertical) English. . 77355 1332 1 Apron—back. (1-2 Plain, Unwersal
1 | Screw—lead. (4 Plam "Universal and : and Vertical). ... .....ooonnnn 75322
Vertical) Metric. . 77356 1 Apron—back. (3-4 Plain, Universal
1 Screw—Ilead. (2 Plain and Vertical. ) and Vertical). ;. vo vonvmin vn cne 75703
36" table travel) English. . 79957 1333 1 Oiler.. s R 44979
1 Screw—lead. (2 Plain and Vertlcal 1334 1 Dog—tnp, qutck traverse L H.
36" table travel) Metric. 79956 (1-2-3-4 Plain and Vertical). . 63663
1 Screw—lead. (3 Plain and Vertlcal 1335 1 Dog—trip, quick traverse. R H
42" table travel) English.. 71865 (1-2-3-4 Plain and Vertical). . 63661
1 Screw—lead. (3 Plain and Vertrca] 1336 2 Dog—trip, quick traverse. (1- 2-3-4
42" table travel) Metric. : 79935 Plain and Vertical). . — 63679
1302 1 Nut—on lead screw. Enghsh 68491 1337 2 Bushing—trip dog, quxck traverse.
1 Nut—on lead screw. Metric. i 70261 (1-2-3-4 Plain and Vertical). . 63656
1303 1 Strainer—long for table, (#1 Ma- 1338 1 Dog—feed. L. H................. 63662
chines). . 63784 1339 1 | Dog—feed. R. H.. P 63660
1 Stramer———long for table. (#2 Ma- 1340 1 Link—table feed control. (1 Plain,
Chines). . .o vvviiiii i inna e aneans 63788 Universal and Vertical). . 63495
1 Strainer—long for table. (#3 Ma- 1 Link—table feed control. (2 Plam,
chines). . - 63847 Universal and Vertical). 63764
1 Stramer—-—]ong for tabIe (#4 Ma- 1 Link—table feed control. (3 Piam,
chines). . Ve T 63851 Universal and Vertical). . 64001
1 Stramer—long for table (#2 Plain 1 Link—table feed control. (4 Plam,
and Vertical. 36" table travel). .. 93144 Universal and Vertical). . .. .. 64002
1 Strainer—long for table. (#3 Plain 1341 1 Stud—clutch shifter. .. ........... 63493
and Vertical. 42" table travel)... 67056 1342 2 Pin—table feed control link... ... .. 63494
1304 1 Cover—strainer long for table. (#1 1343 1 Lever—front table feed trip...... .. 63512
Machines). . ; 63785 1344 1 | Lever—table feed trip........... .. 69621
1 Coverﬂstralner long for table. (#2 1345 1 Nut—on table feed trip lever .. 41319
Machines). . T 63787 1346 1 Bushing—feed trip lever, upper. . .. 66503
1 Covergstramer long for table, (#3 1347 1 Detent—on feed trip lever......... 63502
Machines). .« oovvoviveenernen.. 63848 1348 1 Bushing—feed tnp lever, lower. .. .. 63511
1 Cover—strainer long for table. (#4 1349 1 Lever—detent. : ¢ s 59626
Machines). . .. 63850 1350 1 | Spring—(1-2-3- 4 Universal.  3-4
1 Cover—stramer long t'or table (#2 Plain and Vertical). . 34333
Plain and Vertical. 36" table 1 Spring—(1-2 Plain and Vcrtical) 65119
travel). . C 93143 1351 1 Stud—eccentric. - 67019
1 Cover—stramer long for table (#3 1352 1 Bush—eccentric stud - 67020
Plain and Vertical. 42" table 1353 1 Bracket—under saddle. (1-2 Plain
travel). . P T — 67057 and Vertical). . ................ 67418
1305 1 | Gib—table. (1 Pl n, & Vt.). ... 67843 1 | Bracket—under saddle.  (1-2-3-4
1 Gib—table. (2 Pl, Un. & Vt.)..... 66496 ) Universal. 3-4 Plain and Vertical) 67419
1 Gib—table. (3 Pl., Un. & Vt.) 66497 1354 2 Screw—dowel pin, hexagon head. . . 68881
1 Gib—table. (4 Pl,, Un. & Vt.). .... 66498 1355 | -1 Screw—hexagon head............. 63658
1306 1 | Screw—egib. ..o 3997 1356 1 | Gear—stem bevel. (1—2-3-4 Plain
1307 1 Guard—tablegib................. 67741 and Vertical). . ’ . 63668
1308 1 Spout—Ilubricant return. 63503 1357 1 Bushing—stem bcvel gear e 67698
1309 1 Gasket—spout lubricant return. 66466 1358 1 Stem—Tlocating, bracket under saddle| 63667
1310 1 Strainer—for table. (1-2 Plain, Um- 1359 1 Bushing-—drive shaft. ; 63790
versal and Vertical)............. 63789 1360 2 Gear—bevel on stem bevel gear
1 Strainer—for table. (3-4 Plam, Uni- (1-2 Plain and Vertical). . 63666
versal and Vertical). . ; 63849 2 Gear—bevel on stem bevel gear
1311 1 Screw. S AT 0 B 3514 (1-2-3-4 Universal 3-4 Plain). . 63800
1312 1 Sprmgmclutch release ............. 33744 1361 1 Bearing—bracket under saddle. .. .. 63490
1313 1 Crank—ball. 3509

Continued on pages 64 and 65
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CINCINNATI DI AL TY PE MILLING M ACHINES
SADDLE, TABLE, HOUSING PARTS LIST— Continued
PART PART

Key | Amt. NUMBER Key | Amt. NUMBER

No. | Used PART NAME to use when|| No. | Used PART NAME to use when

ordering ordering

1400 1 Housing. (1 Universal)........... 66401 1448 1 Rod—clutch shifter. (1-2 Universal) 73837

1 | Housing. (2 Universal)........... 79027 1 Rod—clutch shifter. (3 Universal). 75632
1 | Housing, (3 Universal)........... 79030 1 Rod—clutch shifter. (4 Universal). 76563
1 | Housing. (4 Universal)........... 79028 1449 1 Lever—clutch shifter. (1-2-3-4 Un.)| 64892
1401 1 | Gasket—water g'rd, housing. (1 Un.)|  6645% 1450 2 | Pin—lock. 34"x2"long............ 33942
1 Gasket—water g'rd, housing. (2 Un.)| 66461 1451 1 Shaft—rear control. (1-2 Universal)] 68221
1 | Gasket—water g’rd, housing. (3 Un.)| 66463 1 Shaft—rear control, (3-4 Universal)] 64075
1 | Gasket—water g'rd, housing. (4 Un.)| 66465 1452 1 | Bush—rear control shaft. (1-2-3-4
1402 1 | Guard—water, housing. (1 Univ.).. 69131 Universal). ..o vuieenvnniannn. 64074
1 | Guard—water, housing. (2 Univ.)..| 69132 1453 1 | Gear—bevel in spur gear. (1-2-3-4
1 | Guard—water, housing. (3 Univ.).. 69133 Universal). .. ovvverveieanninnns 64026
1 | Guard—water, housing. (4 Univ.).. 69134 1454 1 Gear—stem. (1-2-3-4 Universal). . . 63792

1403 2 | Ring—spring. (Long and short lead 1455 1 Bushing—stem gear. (1-2-3-4 Univ.)| 63795
attachment. Universal only)..... 76623 1456 1 Gear—intermediate. (1-2-3-4 Univ.) 65068

1404 2 | Bushing—in bevel gear. (Long and 1457 1 Bushing. (1-2-3-4 Universal). ... .. 65069
short lead attachment. Un. only) 76622 1458 1 Stud—intermediate gear. (1-2-3-4

1405 2 Gear—bevel on lead screw. (Long UIniversal) e s s sowegma o 65067
and short lead attachment. Uni- 1459 1 Gear—drive shaft. (1-2-3-4 Univ.) 63793
versal only). ... ocvv it 76621 1460 1 Shaft—drive. (1-2-3-4 Universal)... 63799

1406 1 | Sleeve—on lead screw. (Long and 1461 1 Washer—lock. (1-2-3-4 Universal). 3807
short lead attachment, Un. only)| 73835 1462 1 | Nut—lock. (1-2-3-4 Universal)..... 3808

1407 1 Clutch—on sleeve on lead screw. . . . 63665 1463 1 Plunger—quick traverse, back lash.

1408 1 | Gear—attachment driving, (Long (1-2-3-4 Universal) . . ........... 66527
and short lead attachment. Uni- 1464 1 Rack—Ilead screw clutch shifter. (2
versalonly).....co.ooiiiiiiiiins 73836 BT ) AT A — 76748

1409 1 Gear—attachment driving. .. ...... 73828 1 Rack—Ilead screw clutch shifter. (3

1410 1 Clutch—lead screw sleeve. (Long - - Universal). .. ...oovvineeannin 76746
and short lead attachment. Uni- 1 Rack—Ilead screw clutch shifter. (4
versalonly)........ooivin oot 73827 Universal) i cumumpmen ey, - 76747

1411 1 Sleeve—Ilead screw. (Long and short 1465 1 Rod—lead screw clutch shifter. (1-
lead attachment. Universal only) 73826 2-3-4 Universal). ... ......oooun. 73830

1412 1 | Bush—lead screw cap. (Long and 1466 1 | Bush—outer onrack. (1-2-3-4 Univ.)| 76761
short lead attachment. Un. only) 76775 1467 1 Shaft—eccentric. (1-2-3-4 Universal) 76744

1413 1 | Cap—onlead screw. (Universalonly)| 73821 1468 1 | Lever—eccentric shaft. (1-2-3-4 Un.)| 76745

1414 1 | Cap—lead screwnut.............. 63510 1469 1 | Screw—change lever. (1-2-3-4 Univ.)| 75393

1415 2 Cap—onlead screw............... 63488 1470 1 Plate—on housing., (1-2-3-4 Uni-

Three foregoing parts are always versal) English. ................ 76647
fitted to Plain saddles and Univer- 1471 1 Pinion—shifter, (1-2-3-4 Universal) 73831
sal housing. 1472 1 | Stud—pinion shifter. (1-2-3-4 Univ.)| 73832

1416 6 | Pin—taper......oovevemeeneaannn 83432 1473 1 | Shoe—gibclamping. (1Un.2%;"long)| 65132

1417 1 | Screen—in oil container........... 65114 1 | Shoe—gibclamping. (1-2Un.254"1g.)| 65155

1418 1 | Nipple—oil filler. ................ 3912 1 | Shoe—gibclamping. (2-3Un.27%§"1g.)| 66436

1419 1 | Cap—oilfiller.......covnvuvnrn... 3986 1 | Shoe—gibclamping. (3-4Un.345"1g.)| 66437

1420 1 | Ball—steel, 75" diameter. . ........ 29019 1 | Shoe—gibclamping. (4Un.37%"long)| 66438

1421 1 | Gasket—screw. 3{"x134".......... 57148 1474 1 | Nipple—in housing. (1-2-3-4 Univ.)| 66994

1422 1 | Screw—ball valve................ 66681 1475 1 | Plug—drive shaft hole. (1-2 Univ.)| 63797

1423 4 | Adapter—14" pipe to 15" tubing.... 60719 1476 1 | Plug—pipe. (114". 1-2-3-4 Univ.).. 60955

1424 2 | Sleeve—i%" tubing............... 60723 1477 1 | Plug. 134" diameter.............. 3553

1425 2 | Nut—&"tubing................. 60724 1478 1 | Plug. 74" diameter............... 3550

1426 2 | Plug—%", tubing connection......| 61064 1479 1 | Plug. 3’ diameter............... 3549

1427 1 | Adapter—14" ell for £5" tubing. ... 60875 1480 1 Plug. 2¢" diameter............... 3530

1428 | 17 | Sleeve—%" tubing................| 60720 1481 2 | Plug. 14" diameter. (3-4 Plain, Uni-

1429 | 17 | Nut—s%" tubing. .. .............. 60721 versal and Vertical)............. 3529

1430 9 | Clampasyes poeg s whmms: m 4002 1482 1 Gib—saddle, upper. (1-2 Universal) 63602

1431 2 | Plug—lg" pipe. ... 62733 2 | Gib—saddle, lower. (1-2 Universal)] 63604

1432 14 | Gasket—air chamber. ... ......... 60729 1 Gib—saddle, upper. (3-4 Universal)] 64027

1433 14 | Chamber—air.................... 60730 2 Gib—saddle, lower. (3-4 Universal) 64028

1434 1 Checle—lne s vamssin: spm s 66963 1483 3 Serew—gib. . ... .l 63606

1435 1 | Header—14 opening. (1-2-3-4 Univ.) 93298 1484 1 Extension—L.H. Housing. (4 Univ.) 65249

1436 1 | Disc—oilgage. ... covvvvereen.. 3849 1485 1 | Extension—R.H. Housing. (4 Univ.)| 65248

1437 1 | Cover—oil gage. (1-2-3-4 Universal)] 63937 1486 2 | IBeREW: v smpmraims s e - 65250

1438 1 | Dial—oil gage. (1-2-3-4 Universal). 60742 1487 1 | Saddle. (1-2 Universal). .......... 79035

1439 1 | Spring—oil pump. (1-2-3-4 Univ.).. 65744 1 | Saddle. (3-4 Universal). .......... 79034

1440 1 | Packing.....ovveveenneueeineeans 66966 1488 1 | Guard—wiper, front left. (1-2 Univ.)| 65480

1441 S R 65301 1 | Guard—wiper, front left. (3-4 Univ.)| 65483

1442 1 | Plunger—oil shot system. ......... 05303 1489 1 | Wiper—front left. (1-2 Universal).. 70689

1443 1 | Lever—plunger—oil shot system. 1 | Wiper—front left. (3-4 Universal).. 70695
(1-2-3-4 Universal). ... ......... 65746 1490 1 | Guard, wiper, rear right. (1-2,Univ.)| 68227

1444 1 | Fulcrum—oil pump lev. (1-2-3-4Un.)| 65745 1 | Guard—wiper, rear right. (3-4 Univ.)| 68237

1445 4 | Bolt—wedge. (1-2-3-4 Universal). .. 65075 1491 1 | Wiper—rear right. (1-2 Universal). 70691

1446 2 | Wedge—clamp, rear. (1 Universal).| 63941 1 | Wiper—rear right. (3-4 Universal). 70693

2 | Wedge—clamp, front. (1 Universal) 63940 1492 1 Guard—wiper, rear left. (1-2 Univ.)| 65479
2 | Wedge—clamp, rear. (2 Universal). 63943 1 Guard—wiper, rear left. (3-4 Univ.)| 065482
2 | Wedge—clamp, front. (2 Universal)] 63939 1493 1 Wiper—rear left. (1-2 Universal)... 70690
2 | Wedge—clamp, rear. (3 Universal). 65077 1 Wiper—rear left. (3-4 Universal)... 70694
2 | Wedge—clamp, front. (3 Universal)] 65078 1494 1 Guard—wiper, front right. (1-2Un.)| 68225
2 | Wedge—clamp, rear. (4 Universal). 63945 1 Guard, wiper, front right. (3-4 Un.)| 65482
2 | Wedge—clamp, front. (4 Universal)] 63946 1495 1 Wiper—front right, (1-2 Universal)| 70692
1447.] 4 | Screw—clamp. (1-2-3-4 Universal). 65076 1 | Wiper—front right. (3-4 Universal)] 70694

Continued on pages 66 and 67
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CINCINNATI DI AL TY PE MITLLING MACHINES
SADDLE, TABLE, HOUSING PARTS LIST— Continued
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1500 1 Saddle. (1 Plain and Vertical). . ... 79029 1553 1 Lever—clamp eccentric. . . . 63612
1 Saddle. (2 Plain and Vertical). . 79031 1554 1 Tubing—oil. (1-2 Plain and Verhcal) 63657
1 Saddle. (3 Plain and Vertical). . 79033 1 Tubing—oil. (3 Plain and Vertical) 66687
1 Saddle. (4 Plain and Vertical). .. .. 79032 1 Tubing—oil. (4 Plain and Vertlcal) 68886
1501 1 Guard—water, saddle. (1 Pl & Vt.) 77748 1 Tubing—oil. (1 Universal). 64005
1 Guard—water, saddle. (2 PlL. & Vt.) 69108 1 Tubing—oil. (2 Universal). . 73840
1 Guard—water, saddle. (3 PL. & Vt.) 69109 1 Tubing—oil. (3 Universal). .. .. . 66740
1 Guard—water, saddle. (4 Pl. & Vt.) 69110 1 | Tubing—oil. (4 Universal)....... 68885
1 Guard—water, saddle. (2 Plain and 1555 1 Shoe—gib clamping. (1 Plain and
Vertical. 36" table travel). . 93145 Vertical) 138" long. ... .......... 66435
1 Guard—water, saddle. (3 Plain and 1 Shoe—gib clamping. (1 Plain and
Vertical. 42" table travel). . 78484 Vertical) 15" long.............. 64954
1502 1 Gasket—water, guard. (1 PlL & Vt) 77749 1 Shoe—gib clamping. (2 Plain and
1 Gasket—water, guard. (2 Pl, & Vt.) 66460 Vertical) 134" long. ... .......... 64938
1 | Gasket—water, guard. (3 Pl & Vt.) 66462 1 | Shoe—gib clamping. (2 Plain and
1 | Gasket—water, guard. (4 PL & Vt.)| 66464 Vertical) 2" long................ 64939
1 Gasket—water, guard. (2 Plain and 1 Shoe—gib clamping.. (3 Plain and
Vertical. 36" table travel). . 93146 Vertical) 2%  long. ... .......... 65134
1 Gasket—water, guard. (3 Plain and 1 Shoe—gib clamping. (3 Plain and
Vertical. 42" table travel) ....... 66562 Vertical) 234" long. ... .......... 65132
1503 1 Cap—Ilead screw nut. s o 63510 1 Shoe—gib clamping. (4 Plain and
1504 2 Cap—on lead screw... ...... 63488. Vertical) 25" long.... .......... 65155
1505 6 Pin—taper. . . 83432 1 Shoe—gib clampmg (4 Plain and
Three foregomg parts are always Vertical) 274" long . .. s B s 66436
fitted to Plain Saddles. 1556 1 | Bearing—stop pin. Fltted ........ 67105
1557 2 Pin—stop. . ’ . - 14155
1506 1 Headerfﬁ openings. (PL & Vt.).. 93219 1558 1 | Pinion—for stop pm R 66670
1507 1 Tee—" tubmg (PL&Vt)...... 60727 1559 1 Gib—saddle, upper. (1 Pl & Vt.).. 63602
1508 2 Connection—+%” tubing. (Pl & Vt) 60726 2 | Gib—saddle, lower. (1 PL & Vt.).. 63604
1509 1 Header—8 openmgs (Pl & Vt. ) 93297 1 Gib—saddle, upper. (2 Pl & Vt.).. 63765
1510 1 Ball—steel. 15" diameter.. 29019 2 Gib—saddle, lower. (2 PL & Vt.).. 63766
1511 1 | Screen—in oil container. 65114 1 | Gib—saddle, upper. (3 PL & Vt.).. 64027
1512 1 Nipple—oil filler. . . ............. 3912 2 Gib—saddle, lower. (3 Pl & Vt.). . 64028
1513 1 | Cap—oilfiller............ e 3986 1 | Gib—saddle, upper. (4 Pl & Vt.).. 63603
1514 1 Gasket—screw. 34"x134".......... 57148 2 | Gib—saddle, lower (4 PL. & Vt.).. 63605
1515 1 | Screw—ballvalve......... ..... 66681 1560 3 | Screw—gib. . ; 63606
1516 1 Check—line.. 66963 1561 2 Sleeve—quxck traverse contro! shaft
1517 2 Clamp .................. 4002 (1 Plain and Vertical. 1-2 Univ.) 67688
1518 17 Nut. &% tubmg 60721 2 Sleeve—quick traverse control shaft.
1519 17 | Sleeve. &" tubmg 60720 (2 Plain and Vertical). . 67692
1520 3 Adapter 14" pipe to - 5 tubmg 60719 2 Sleeve—quick traverse control shaft
1521 2 | Nut. %" tubing.. 60724 (3 Plain, Universal and Vertical.
1522 2 Sleeve -5-5" tubmg ................ 60723 4 Universal). . 67115
1523 14 | Chamber—air.. S R DR 60730 2 | Sleeve—quick traverse control shaft.
1524 | 14 | Gasket—air chamber. ... 60729 (4 Plain and Vertical). . 67693
1525 1 Levergplunger oil shot. (Pl & Vt ) 65300 1562 2 Sleeve—in tube quick trav control 63547
1526 1 | Gland.. 65301 1563 1 | Lever—control. . ; 3515
1527 1 Packmg s SR 66966 1564 1 Lever—control, feed and speed 67604
1528 1 Plunger——ml shot system ........ 65393 1565 1 | Handle.. 3501
1529 1 | Spring—oil shot system. .......... 66666 1566 1 Plate—speed and feed. Enghsh 67385
1530 1 | Bracket—oil shot system. (Pl & Vt.)| -~ 65304 1567 2 | Shaft—horizontal control. (1-2
1531 1 Gasket—oil pump br’ket. (Pl. & Vt.) 64606 Plain, Universal and Vertical). ... 69719
1532 1 Gear—bevel, left, on lead screw. 2 Shaft—horizontal control. =~ (3-4.
(Plain and Vertical). . 63671 . Plain, Universal and Vertical). ... 69720
1533 1 | Sleeve—on lead screw. (Pl & V. ) 74124 1568 1 | Plunger—quick traverse........... 67106
1534 1 Key—in sleeve. (PL & Vt.).. 74123 1569 1 Guard—wiper, front left. (1-2 Plain
1535 1 Clutch—on sleeve on leadscrew. . 63665 and Vertical) . . Bt 1 65480
1536 1 Gear—bevel, right, on lead screw. 1 Guard—wiper, front left (3-4 Plain|
(Plain and Vertical)............. 63670 and Vertical). . 65483
1537 1 | Gear—attachment driving. .. ...... 73828 1570 1 | Wiper—front left. (1 2 Pl & Vt. ) 70689
1538 2 | Bushing—in lead screw bevel gear. 1 | Wiper—front left. (3-4 PL & Vt.).. 70695
(Plain and Vertical)............. 63680 1571 1 | Guard—wiper, right rear. (1-2 Plain
1539 1 | Plug. 74" diameter....... .. .. 3550 and Vertical). . S 68227
1540 1 Disc—oil gauge. .. ..... 3849 1 | Guard—wiper, r1ght rear. (3-4 Plain
1541 3 Gasket—oil gauge. 3850 and Vertical). . 68237
1542 1 | Dial—oil gauge. (Pl & Vt. ) 60956 1572 1 | Wiper—right rear. (1 2 PL & Vt. ) 70691
1543 1 | Cover—oil gauge. (Pl & Vt. ) ..... 3848 1 | Wiper—right rear. (3-4 PL. & Vt.).. 70693
1544 1 Rod—rear feed control. (P] & Vt) 63504 1573 1 Guard—wiper, front right. (1-2
1545 1 Fork—clutch. ¢ s 63489 Plain and Vertical). ............ 68225
1546 1 - | Pin—lock. 4 "x1 / # 38368 2 | Guard—wiper, front right, rear left.
1547 1 Lever—clutch shifter. (PI & Vt. ) 63515 (3-4 Plain and Vertical). ........ 65482
1548 1 | Stud—Ilever feed control. (Pl & Vt) 63506 1574 1 | Wiper—front right. (1-2 PL & Vt.) 70692
1549 1 | Bushing, . 3832 2 | Wiper—front right, rear left. (3-4
1550 1 Lever—rear tab[e feed . 63507 Plain and Vertical). . 70694
1551 2 Pin—lock. 3§"x2" long 33942 1575 1 Guard—wiper, rear left. (1 2 Plain
1552 1 Clamp—eccentric. (1- 2P1 Un &Vt) 78968 and Vertical). . 65479
1 | Clamp—eccentric. (3-4 PL,Un.&Vt.)] 78969 1576 1 | Wiper—rear left. (1 2 PI. & Vt. ) 70690

Continued on page 69
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CINCINNATI DI AL TY PE MI1TLLING MACHINES
SADDLE, TABLE, HOUSING PARTS LIST— Concluded
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when || No. | Used PART NAME to use when
ordering ordering
1577 2 Dog—positive stop, cross feed.... .. 77858 1584 1 Extension—water trough saddle. R.
1 Dog—positive stop, cross feed. (2-3- H. (1-2-3 Plain and Vertical. 32"-
4 Vertical) i wovcn s oo s & 95006 36"- 42" table travel)............ 66559
1 Dog—positive stop, cross feed. (3-4 1585 1 Extension—water trough saddle. L.
Umversal) ..................... 95005 H. (1-2-3 Plain and Vertical. 32'-
1578 4 | Pin. __——_ 3541 367-42" table travel). . ...... .... 66558
1579 1 Dog—large cross feed. .. vveeiiin. 63693 1586 1 Stop—hand, left. (1-2 Plain, Uni-
1580 1 Dog—small cross feed. . 63694 versal and Vertical)............. 67978
1581 1 | Extension—saddle. R. H. (1 Plain 1 | Stop—hand, right. (1-2 Plain, Uni-
and Vertical). . .. .....oovvvnnn. 77744 versal and Vertical)............. 67979
1582 1 Extension—saddle. L.H. (1 Plain 2 Stop—hand, R. and L. (3-4 Plain,
and Vertical). .. .........ccon... 77745 . Universal and Vertical). . 67980
1583 2 Gasket—under extension saddle. (1 1587 2 Bolt—hand stop. (1-2-3- 4- Plam
Plain and Vertical) . ............ 77743 Universal and Vertical). . 67726
TABLE HAND FEED ATTACHMENT PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering, ordering
1600 1 Bracket—table hand feed. (1-2 1624 1 Hand—wheel. 8". Fitted....... 3511F
Plain and Vertical). . i 73789RF || 1625 1 Hand-wheel. 8”............. . . 3511
1 Bracket—table hand feed (3-4 1626 1 EL AN s pnrman w s orteamesen v 3502
Plain and Vertical). . ........... 65804RF || 1627 1 Clutch—for hand-wheel . .. ....... 3506
Two brackets above are fitted com- 1628 1 | Pipe. 14"x23{". (4 Plain and Ver-
plete. - 1 b T e 67383
1601 1 Bracket—table hand feed. (1-2 1629 1 Coupling. 14" pipe. (4 Plain and
Plain and Vertical) Not fitted. . .. 73789 Vertical) SN 21494
1 | Bracket—table hand feed. (3 4 1630 1 | Oiler. 14" pipe. Lunkenheimer Ne.
Plain and Vert:cal) Not fitted. . 65804 971. Size No. 1. (3-4 Plain and
1602 1 Cover. . : . 65794 Vertical) s 65810
1603 1 Gasket—cover 65793 1631 1 Qiler. 1¢” pipe, spnng top Cnts,
1604 1 Gear—bevel on vertlcal stem gear 65799 style KV No. 620.. § 44979
1605 1 Bush—bevel gear. . ! 65791 1632 1 Qiler. %" diameter, sprmg top " Gits
1606 1 Bush—on vertical stem gear 65792 No. 502. (1-2 Plain and Vertical) 44980
1607 1 | Pinion—stem bevel gear.. 65801 1633 1 | Pin—table stop. (1-2 Plain and Ver-
1608 1 | Sleeve—on lead screw. e 65802 tical). . 73793
1609 1 Key—in sleeve on lead SCTEW . ... .. 74123 1634 1 Pxn”taper, hexagon head 39616
1610 1 | Washer—lock. 173" hole. o 3795 1635 1 | Plug. 2}{" diameter............ 3556
1611 1 | Nut—lock. 12" hole............. 3796 1636 1 Nut—ball bearing adjustment 65789
1612 1 Gear—bevel on sleeve on lead screw| 65790 1637 1 Guard—clutch. L Lo 65796
1613 1 | Gear—bevel, R.H. feed. 65803 1638 1 | Guard—bevel gear i 75131
1614 2 Bushing—bevel gear. 65797 NOTE: Saddle, all s1zes, must be
1615 1 Bush—bevel gear ﬂanged 75166 altered to apply this at-
1616 1 Gear—sStem. ... .o voveneiin 65800 tachment.
1617 1 | Bushing—stem gear. ... 65795 1-2 Machines.
1618 1 Bearing—ball. S.K.F. No. 2206. . 65813 Rear table apron and
1619 1 Washer—lock. 114" hole. 3809 bracket o0il shot system
1620 1 Nut—lock. 1/" HolE.. s s s 3810 must be altered to ap-
1621 1 | Clutch. 65798 ply this attachment on
1622 1 [Spring..... ..., 33744 these sizes of ma-
1623 1 [ Serews sosws srs s v sis i Be e v 3514 chines.
69

M-786-5



T i

M-786-5
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CINCINNATI DI AL TY PE MITLLING M A CHINES
HAND FEED WORM BOX PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1700 1 | Box—worm. Fitted with cover.... 63758 1726 1 | Cover—oilgauge. ............-... 3848
1701 1 | Cover—worm box. . 63776 1727 3 | Gasket—oilgauge............. .. 3850
1702 1 Shaft—worm . 69512 1728 1 Dial—oil gauge. . .. ..cooviveenn 70641
1703 1 | Wheel—hand. 8" Fitted with handle 3510F 1729 1 | Disc—oilgauge............cc.... 3849
1704 1 | Handle.. 3502 1730 1 Bracket—on head. ............... 63774
1705 1 Bearmgﬂball thrust. 8, K.F. No. ‘006| 54028 1731 1 Dial—adjusting head. English. . ... 37430
1706 1 | Worm 71251 1 D1a1—-adjustmg head. Metric...... 78720
1707 1 Beanngfball. thrust S K F No 1732 1 Screw. i A —" 37427
e o
1708 1 Bushmg_worm sha ¢ .
1700 | 1 | Washer—lock. . ... iovoiniint 3809 Turret Stop Attachment
1710 1 Nut—Ilock, worm shaft............ 69563 1740 1 Housing—indicator............... 70308
1711 1 Retainer—oil. .. .......0.coviintn 63629 1741 1 PIUNZEr . .o ovvvverinsreeesnrnns 79294
1712 1 | Dial—on worm shaft. English. . ... 71258 1742 1 Cover—plunger. . ............uuas 70316
1 | Dial—on worm shaft. Metric...... 78729 1743 1 Pin—in plunger. . . 70315
1713 1 | Pipe—oildrain................... 67432 1744 1 Lever—indicator operatmg d 70317
1714 1 | Plug—134" diameter.............. 62581 1745 1 | Pin—lever........convivinenciinn 70318
1715 1 | Pinion—rack .......cc.oaniinnn 77875 1746 1 Dial—indicator. English .......... 73975
1716 1 Bushmg—shaft worm wheel . . .. ... 63549 1 | Dial—indicator. Metric.. 75249
1717 1 | Wheel—worm.. P 77872 1747 1 Housing—turret. . .. 70309
1718 1 Clutch—on worm wheel ........... 33942 1 Housing—turret. Fltted complete. . 70309RF
1719 1 Collar—on rack pinion shaft. . 77869 1748 1 Turret . s B R 70311
1720 1 | Sleeve—forclutch. ............... 12184 1749 1 Ball#/g" Alatnebets o o wt o anaviss 30154
1721 1 Clutch—onsleeve. . .............. 33491 1750 1 SOCINE: s sees o4 sateasveis v s 3942
1722 1 | Knob—on clutch sleeve........... 12123 1751 1 Housing—stop. 70312
1723 1 | Hub—wpilot wheel. ................ 13008 1752 2 Spring . . 70321
1 Hub—pilot wheel. Fitted with 4 1753 4 Screw—adjustmg stop o 70313
spokes. . ... i 13008F 1754 4 | Nut—lock, adjustmg SCrew . 70320
1724 4 | Spoke—pilot wheei ............... 13007 1755 4 | Spacer. . S — 70319
1725 1 | Tube—telescopic. (Small}......... 63340
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POWER FEED WORM BOX PARTS
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CINCINNATI D1 AL TY PE MITLLING MACHINES
POWER FEED WORM BOX PARTS LIST
PART ‘PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1760 1 Box—Worm—fitted with two covers. 1786 2 Gear—mitre clutch. ............ .. 71929
(1-2 Vertical). . ... 78084 1787 1 Bush—small, on worm shaft. ... .. 71925
1 | Box—Worm—fitted with two covers. 1788 1 Plug—1" diameter, expansion. .....| 203828
(3-4 Vertical). . o 78106 1789 1 Wheel—hand. 8"............... .. 78062
1 Box?Worm‘—ﬁtted complete (1-2 1790 1 Shaft—worm wheel. .............. 77874
Vertical). . G 78084RF || 1791 1 Bush—shaft worm wheel. .. .. 63549
1 BOX‘““WOrm—ﬁtth complete (3-4 1792 1 Wheel—worm. . ; 77872
Wertical) .o as s 10 78106RF || 1793 1 | Clutch—on worm wheel. . 33492
1761 1 Cover—front, worm box. (1-2 Ver- 1794 1 Collar—worm wheel shaft . 77869
tical). . 69776 1795 1 Clutch—sliding. ................. 77873
1 Cover—front worm box (3 4 Ver- 1796 1 Stud—for eccentric. .......... .. .. 78794
tical). . sewns . 69756 1797 1 | Screw—34"x17%4". . ....... .. 76554
1762 1 Cover—drwe shaft ............... 63372 1798 1 Spring—compression. . ............ 63389
1763 1 | Tube—telescopic, small. .. ........ 63340 1799 1 Ball—steel. 3%” diameter.......... 30154
1764 1 | Gear—drivenreverse............. 71928 1800 1 Eccentricﬁsliding oi 111 71] o (A 76552
1765 1 | Bush.. - R 3597 1801 6 | Handle—tight.. e 3501
1766 1 | Stud—reverse mitre gear .......... 63382 1802 1 Washer. . 2 77871
1767 1 | Gear—drive. so g 71927 1803" 1 Sprmg—-—ciutch release. . 77870
1768 1 Bush—drive gear I 63367 1804 1 Bush—in worm box cover......... 63933
1769 1 Retainer—oil, drive shaft. ......... 69626 1805 1 Wheel—hand, 8" dished........... 63390
1770 1 Shaft—drive. . 63365 1806 1 Pipe—oil drain. . T IR 67432
1771 | 1 Couplmgﬁﬁmtermedlate, drwe shaft 69830 1807 1 Cover—oil gauge ........... i w 3848
1772 2 | Coupling—drive shaft. . s 69460 1808 3 | Gasket—oilgauge. ............... 3850
1773 2 Spring—ring. . N 63370 1809 1 Dial—oil gauge. S 70641
1774 1 Plate—head feed. Enghsh (High 1810 1 Disc—oil gauge. . . i a8 3849
Speed Machines) 14 to 0.6 feed 1811 1 Plug—pipe. 34" dxameter ........ 57726
rate. . 78124 1812 1 | Rack—fork shifter. (1-2 Vertical).. 63384
1 | Platehead feed. Enghsh (Medlum 1 | Rack—fork shifter. (3-4 Vertical).. 63726
Speed Machines) -{- to 0.5 feed 1813 1 Fork—reverse shifter. ... ......... 71926
rabes e o svaus SuRa SRR Bua 78136 1814 1 Pin—in fork. .. covvwes sn omeness o 66444
1775 1 | Plate—Caution head feed. English. 69631 1815 2 | Plug—34" expansion.............. 81429
1776 1 Shaft—worm. (1-2 Vertical)....... 71931 1816 1 Pinion—trip lever. . ............ .. 63386
1 Shaft—worm. (3-4 Vertical)....... 78103 1817 1 Lever. , S SR B e 3516
1777 1 Dial—on worm shaft. English. .. .. 71258 1818 1 Rack—feed tr1p .................. 69459
1 Dial—on worm shaft. Metric...... 78729 1819 1 Plunger—head feed trip........... 53144
1778 1 Retainer—oil. .. ................. 63629 1820 1 Distributor—oil.. ................ 67433
1779 1 | Bearing—ball thrust. S.K.F. No.906| 54028 1821 1 Tubing—oil. (1-2 Vertical)........ 67439
1780 1 | Washer—lock. 1%4" diameter...... 3809 1 | Tubing—oil. (3-4 Vertical)........ 67438
1781 1 Nut—lock 1/" diameter.......... 69563 1822 1 Cover—lower drive shaft. (1-2
1782 1 Worm. . e 71251 Vertical). . L5 Y 63373
1783 1 Bearmg—ball ‘thrust. S.K.F. No. 1 Cover——lower drive shaft. (3-4
2007 i wwiale s S i on o o 89008 VErtical)s coopmes v sisiesnin ws o o 63551
1784 1 | Bush—large, on worm shaft. ... ... 71924 1823 1 Cover—on feed box............... 70878
1785 1 Clutch—reverse............ooonnn 69462 1824 2 Dog—stop. .o v vt vniee e 63391
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BELT DRIVE AND MOTOR DRIVE PARTS
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CINCINNATI DI AL TY PE MILLING MACHINES
BELT DRIVE AND MOTOR DRIVE PARTS LIST
PART PART
Key | Amt. NUMBER || Key | Amt. NUMBER
No, | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
1850 1 Cover—belt drive. (1-2-3-4 Plain 1873 1 Bracket—for eye bolt. (3-4 Mach.) 73563
and Universal. 1-2 Vertical). . ... 63569 1874 1 Rail—motor, rear. (1-2 Plain, Uni-
1 Cover—belt drive. (3 4 Vertmal) 63576 versal and Vertical. 1800 R.P.M.
1851 1 Guard—belt. L.H.. 63568 3 Vt, 1500 R.P.M. 4 Vt. 1800
1852 1 Guard—belt. R.H.. 63567 R.P.M. motors) 134" thick...... 70497
1853 1 Cover—coolant pump gear 78674 1 Rail—motor, rear. (3 Vertical. 1800
1854 1 Pulley—driven. . 63566 R.P.M. motor) 114" thick....... 69498
1855 1 Stud—cover latch F‘1tted wv.th latch 63565F 1 Rail—motor, rear. (1-2 Plain, Uni-
1 Stud—cover latch. : 63565 versal and Vertical. 1200-1500
1856 1 Latch—cover....... 3919 R.P.M. 4 Vertical. 1500 R.P.M.
1857 1 | Spring. 3922 3 Plain and Universal. 1200-
1858 1 | Plug. 1/ diameter . 3830 1500-1800 R.P.M. 4 Plain and
1859 1 Plate—cover removal 78675 Universal. 1200 R.P.M. motors)
1860 1 Plate—pulley du'ectxon Enghsh 3889 Ttk s s s 50 wemamms, - 69640
M D P 1 Rail—motor, rear. (3-4 Vertical.
otor Drive Farts 1200 R.P.M. 4 Plain and Uni-
1861 1 Cover—motor drive., (1-2 Plain, versal. 1500-1800 R.P.M. motors)
Universal and Vertical). . 62872 1" thick. .. ..o 73551
1 Cover—motor drive. (3- 4Hor1zontal 1875 1 Rail—motor, front. (1-2 Plain, Uni-
10 and 15 H.P. motors). 75262 versal and Vertical. 1800 R.P.M.
1 Cover—motor drive. (3-4 Vcrtlcal) 63577 3 Vt. 1500 R.P.M. 4 Vt, 1800
1862 1 Sheave—driven. (1-2 Plain, Uni- R.P.M. motors) 134" thick...... 70496
versal and Vertical). . . 74278 1 Rail—motor, front. (3 Vertical. 1800
1 Sheave—driven. (3 Plam, ‘Universal R.P.M. motor) 114" thick. 69497
and Vertical. 10 H.P, 1200-1500 1 Rail—motor, front. (1-2 Plam Um-
R.P.M. motors. 4 Horizontal 10 versal and Vertical. 1200-1500
H.P. 1200-1500-1800 R.P.M. R.P.M, 4 Vertical. 1500 R.P.M.
motors. 4 Vt. 1200 R.P.M. motor) 73568 3 Plain and Universal. 1200-1500~
1 Sheave—driven. (3 Vertical 1800 1800 R.P.M. 4 Plain and Univ.
R.P.M. motor. 4 Vertical 1500— 1200 R.P.M. motors) 114" thick. . 69639
1800 R.P.M. motors). . ......... 73438 1 Rail—motor, front. (3-4 Vertical.
1 Sheave—driven. (4 Horizontal 15 1200 R P.M. 4 Vertical. 1500-
H.P. 1200-1500-1800 R.P.M. 1800 R.P.M. motors) 1” thick.. 73550
motors). . T 75261 1876 2 | Bolt—eye. ......ooiiiiiinnean. 73564
1 Sheave———drwen (4— Vertical 1500- 1877 1 Stud—motor cover latch. (F1tted
1800 R.P.M. 15 H.P. motors). . . 78091 with knob and latch). . 62801F
1863 1 Sheave—motor. (1-2 Horizontal and 1 Stud—motor cover latch. 62801
Vertical 1200 R.P.M. motor)..... 93001 1878 1 Knob, ..oovvviiiiiiiniiiia.. 3920
1 Sheave—motor. (1-2 Horizontal and 1879 1 Latch. . 3919
Vertical. 1500 R.P.M., motor). . . 93002 1857 1 Spring . RN 3922
1 Sheave—motor. (1-2 Horizontal and 1880 1 Bracket—1dler (4 Horizontal. 15
Vertical. 1800 R.P.M, motor). . . 93003 HP. D.C. motor).............. 94461
1 | Sheave—motor. (3-4 Horizontal. 1881 1 Stud—idler. (4 Horizontal. 15 H.P.
1800 R.P.M. motor). ........... 93005 DG 000 s i s v svspvesicns i 94460
1 Sheave—motor. (3-4 Vertical. 1800 1882 1 Shaft—idler pu[ley ("1‘- Horizontal.
R.P.M. motor). . - 93006 15H.P. D.C.motor) .. ......... 94459
1 Sheave—motor, (4 Vertlcal 1500 1883 1 Bearing—New Departure No. 3205 90981
R.P.M. motor).. i 93007 1884 1 Plug—in idler pulley. (4 Horizontal.
1 Sheave—motor. (3 4 Vertical. 1200 15H.P. D.C.motor). .......... 94458
R.P.M. motor).. 93009 1885 1 Spacer—idler pulley. (4 Horizontal.
1 Sheave—motor. (3 4 Horizontal and 15 H.P. D.C. motor). . 5 75255
3 Vertical. 1500 R.P.M. motor). . 93010 1886 1 | Pulley—idler. (4 Horizontal. 15
1 Sheave—motor. (4 Vertical, 1500 HP. D.C.motor). ............. 75259
RP.M. 15 HP. motor)......... 93012 1887 1 .| Washer—lock. 74" diameter....... 3807
1 Sheave—motor, (4 Vertical. 1800 1888 1 Nut—Ilock. 74" diameter. ......... 3808
R.P.M. 15 HP. motor)......... 93014 1889 1 | Plug. 2}¢" diameter.............. 3852
1 | Sheave—motor. (4 Horizontal. 15 1890 1 | Cup—grease............. ...... 83318
H.P. 1800 R.P.M. motor). s 93015 1891 4 | Belt—Vulco rope (l 2 Pl. & Univ. )| 78542
1864 1 Sleeve—motor, blank, 93004 4 Belt—Vulco rope. (1-2 Vertical). . 78736
1 Sleeve—motor, blank, (3 4 Plam S Belt—Vulco rope. (3-4 Plain and
Universal and Vertical) . ........ 93008 Vertical. 1200-1500-1800 R.P.M.
1 Sleeve—motor, blank. (3-4 Horizon- 4 Vt. 1500-1800 R.P.M. motors) 78542
tal and Vertical)................ 93011 5 | Belt—Vulco rope. (1-2 Horizontal.
1 Sleeve—motor, blank. (4 Plain and 714 H.P. motor). . 78825
Un. 15 H.P. 1500 R.P.M. motor)| 93013 1892 5 | Belt—cog. (3 Vertlcal 1800 R. P. M
1 | Sleeve—motor, blank. (4 Plain, Uni- 4 Vt. 1500-1800 R.P.M. motors) 78824
versal and Vt. 15 H.P. motor). .. 93016 5 | Belt—cog. (3 Vertical. 1200-1500
1865 1 | Nut—lock. 2" diameter........... 3813 R.P.M. 4Vt. 1200 RP.M. motor)| 73573
1866 1 | Washer—lock. 2" diameter. ... ... 3643 8 | Belt—cog.. 75258
1867 1 Nut—lock. 2%;” diameter......... 3798 1893 1 Louvre. (4 Vert:cal 15 H P. AC.
1868 1 | Washer—lock. 234" diameter. .. 3797 and D.C. motors). . . 3787
1869 1 Plate—motor ., FR 66845 1894 1 Gear—chain, driven. . ............ 70609
1870 1 | Bracket—motor rail. (1-2 Mach.) .. 73556 1895 1 Pinion—chain, blank. 26T. .. b 93018
1 | Bracket—motor rail. (3-4 Mach.).. 73437 1 Pinion—chain, blank. 21T... .... 93017
1871 2 Washer—under motor rail bracket. . 67328 1 Pinion—chain, blank. 33T.. 93019
2 | Washer—under motor rail bracket. 1896 1 Tube—oil. o 69557
(1-2 Vertical). . .......oooienn.n 64593 1897 1 Chain—motor. ... .. vvve 70607
1872 1 Shaft—motorrail........... ... 75408 1898 1 Fan—motor sheave, blank......... 74526
1873 1 | Bracket—for eye bolt. (1-2 Mach.)] 73562 1 Clutch—starting lever .. .......... 70186
75
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NOS. 3 AND 5 PLAIN AND SWIVEL VISE PARTS
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CINCINNATI DI AL TY PE MiILLING MACHINES
NOS. 3 AND 5 PLAIN AND SWIVEL VISE PARTS LIST
PART PART
Key | Amt. NUMBER Key | Amt. NUMBER
No. | Used PART NAME to use when|| No. | Used PART NAME to use when
ordering ordering
No. 3 Plain and Swivel Vise No. 5 Plain and Swivel Vise
1910 1 | Body—vise . 66663 1920 1 | Body—wise . iu i susiass v S 63022
1 Bod.ywv:se (Fl.tted complete) AAAAA 66663F 1 Body—wse (Fttted complcte) ..... 63022F
1911 1 Housing. . S 66662 1921 1 Housing. . 63020
1912 2 Jaw-fwse ................... . 118956 1922 2 Jaw—v1se ....................... 63018
1913 2 be—housmg .................. 63023 1923 2 G:b—housmg .................... 63019
1914 1 Screw. . } 63026 1924 1 Screw. . 3 63021
1915 1 Collar—on SCrew . .. .oovv oo 22331 1925 1 | Collar—on screw. B 22332
1916 1 Crank—hand. T — 3565 1926 1 Crank—hand.................... 3566
1917 2 | Cup—oil.......ovvviiiin 60062 1917 2 | Cup—oil. . 60062
1918 1 Plate—swivel. (No 3 Swivel Vise) . 60537 1927 1 P]ate—swwel (No 5 Swivel V:se) 60539
1919 1 Stud—in swivel plate (No 3 Swivel 1928 1 Stud—in swivel plate (No 5 Swivel
Vise) .. o 10624 Vise) . . e e 10539
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CINCINNATI DI AL TYPE
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DIVIDING HEAD PARTS LIST

PART NUMBER
to use when ordering

Key | Amt.
No. | Used PART NAME
10" Head 12" Head 14" Head
1930 1 BLOUSIE s o6 2t b s o St 100 S0 il VAF TR G R SRS e v e *60515 *60517 *60519
1931 2 Clamp. . * B354 * 8412 * 8412
1932 2 SCIBchlamp 45793 45794 45795
1933 1 Block—swivel. . * 5556 * 8213 * 8213
1934 1 Bush—in swivel block 23596 23596 23596
1935 1 Cap—back of spindle. . 76954 76959 76959
1936 1 Bush—cap back of spmdle 76952 76957 76957
1937 1 Bearing—thrust. . ] G S W BAlETE S Y S b 102145 102144 102144
1938 1 Collar—on spmdle Vi DA R B BRI e s B S 76953 76958 76958
1939 1 Ring—split.. 8369 8424 8424
1940 1 Spindle. Fitted with worm wheel. . *76945RF *76944RF *76944RF
1 Spindle. . S e SRS SN B BE 5 Fu W BRS *76945 *76944 *76944
1941 1 Cover*over spmdle thread ............... 33592 33593 33593
1942 1 Wheel—worm. . 35155 35156 35156
1943 1 Plate—front. R A Lo W 8365 8421 8421
1944 1 Center. . i T BN S PRGNSS W 107830 107829 107829
1 Centerffor compensatmg dog B R S EGGOE A R SRSRG T4 107834 108991 108991
1945 1 Holder—for dog. . e 24102 24102 24102
1946 1 Plug—split ring. . 8366 8422 8422
1947 1 Cap——handc]amp.................,,...........‘..H 8225 8225 8225
1948 1 Screw—hand clamp................ .o 3536 3536 3536
1949 1 Handle—hand clamp screw................. o 3537 3537 3537
1950 1 Plug—swivel block. 74" diameter............... 7 8367 8367 8367
1951 1 Holder—pin index. Fitted complete ....... S L 8234F 8234F 8234F
1 Holder—pin index. . ——— 8234 8234 8234
1952 1 Pin—inden. wovmwan coman v somes e e 8363 8363 8363
1953 1 Pinion. e e ik 19084 19084 19084
1954 1 Vernier. . G A NG B WE RO OWVE G e e 8231 8233 8233
1955 1 Shaftéworm Fltted complete ) *35130RF *35131RF *35131RF
1955 1 Shaft—worm . e *35130 *35131 *35131
1956 1 Nut—lock. . s e s i 35125 35126 35126
1957 1 Gear—on worm | shaft, Y T 103490 103493 103493
1958 1 Worm. . 34391 34393 34393
1959 1 Nut.. PR 8361 8419 8419
1960 1 Bush—in yoke e R %, R B 8352 8410 8410
1961 1 Yoke. Fitted COmplete 5774F 5775F 5775F
1 Yoke. . i3 5774 5775 5775
1962 1 HOlC’lEl‘—*Sllde ......................... 8223 8222 8222
1963 1 Slide. . 8373 8428 8428
1964 1 Eccentnc Fl‘cted complete ............................... 8296F 8297F 8297F
1 Eccentric. : .y 8296 8297 8297
1965 1 Handle—for eccentnc O 1263 1263 1263
1966 1 Plate—eccentric stop.. s el U SRR B R B 8295 8294 8294
1967 1 Cover—on swivel block F:tted complete 8356RF 8414RF 8414RF
1 Cover—on swivel block. A ——— 8356 8414 8414
1968 2 Cap—on cover on swivel block. . . " 8353 8353 8353
1969 1 Stop—for side plate. Fitted wsth screw ¢ No. 731. o S 3 8106 8106 8106
1970 1 Lid—on cover on swivel block. . s % 8360 8418 8418
1971 1 Bearing—for worm shaft. . 5588 5589 5589
1972 1 Ring—in cover on swivel R, 35998 35999 35999
1973 1 Shaft—index. . e 8372 8427 8427
1974 1 Gear—on mclex shaft. 103492 103494 103494
1975 1 Gear—in cover on swivel Block. . 5574 5575 5575
1976 1 Plate—index. Standard. . ST, N 6855 6855 6855
1 Plate—index. No. 1—AB. Spec1al for h1gh numbers. - T 10525 10525 10525
1 Plate—index. No. 2—CD. Special for high numbers. . ... ........ 10526 10526 10526
1 Plate—index. No. 3—EF. Special for high numbers.............. 10527 10527 10527
1977 1 Carrier—index pin holder. Fitted complete - 76951F 76951F 76951F
1 Carrier—index pin holder.. R 76951 76951 76951
1978 1 Holder—index pin. S ds b B S B 37750 37750 37750
1979 1 Pin—index, side plate Fxtted complete ........................ 8083F 8083F 8083F
1 Pin—index side plate. . . I 8083 8083 8083
1980 1 Knob—index pin. 1007 1007 1007
1981 1 Collar—balancing stud 76949 76949 76949
1982 1 Stud—balancing. . 76948 76948 76948
1983 1 Sector—bottom and top ¢ TR S T 0 SOUNSE B WENH WO A HE 8100-1 8100-1 8100-1
1984 1 Collar—front of sector. 8072 8072 8072
1985 1 Plate—CINCINNATI. . .. \ieet ettt iee e e 57149 57149 57149
1986 1 Cover—for yoke.. R O Y 57150 57151 57151
1987 1 Body—steady rest Fltted complete Fh SRR SE R B 8382F 8400FB 8400F A
1 Body—steady rest. e 4 s 8382 8400 8400
1988 1 Stem—steadyrest 8384 8399 8398
1989 1 Nut-fsteaclyrest....,”A..........‘.....“.."..... 18977 18977 18977

*When ordering these parts, return the Dividing Head to our plant for fitting.
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TAILSTOCK AND WIDE RANGE DIVIDER PARTS
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CINCINNATI DI AL TY PE MILLING M A CHINES
TAILSTOCK AND WIDE RANGE DIVIDER PARTS LIST
PART NUMBER
Key | Amt. to use when ordering
No. Used PART NAME
10" Head 12" Head 14" Head
2000 1 Housing. .. ... 60516 60518 60520
2001 1 Block—sw1vel 44183 44181 44181
2002 1 SHde—for tAIISEOCK . + -+« o o o 44180 44182 44182
2003 1 Center—elevating . . 8378 8405 8405
2004 1 Screw—tailstock. .......... 8380 8380 8380
2005 1 Bearing—tailstock screw. . .. .. ... 44184 44184 44184
2006 1 KNOD— 80 W . v o et i et it e e 23620 23621 23621
2007 1 Handle. . - et St i el s i S e 1014 1014 1014
2008 1 Pinion. 8238 8239 8239
2009 1 Knob—on p:mon 8227 8229 8229
2010 1 Bolt—short LATIEOTK. .. o - oo v e s v s s s e e s s seen e 8376 8403 8403
2011 1 Collarhonshortbolt......‘.....<<..,.<.,...-................. 8379 8406 8406
2012 1 Bolt—long tailstock: cope vvmig s onams &5 svams 86 00w svimawme & v 8375 8402 8402
2013 1 Bush—in Housing . c.ew o cnvmon 6 oo vii a0 swmwas o evmons s 5 o 8377 8377 8377
2014 1 Plate—over slot. . ...oov vt 6106 6106 6106
Wide Range Divider Parts
2015 1 Plate—index, Jarge. . v\ ovin it et e 70634 70634 70634
2016 1 Sector—long, top and bottom. . 70625-6 70625-6 70625-6
2017 1 Plate—index. . 71940 71940 71940
2018 1 Sector—short, top ‘and bottom. 706234 706234 70623-4
2019 1 Lever—index pin. - 71939 71939 71939
2020 1 Pin—index, long 70861 70861 70861
2021 2 Knob. ; 70862 70862 70862
2022 1 Sprmg—rmg 70613 70613 70613
2023 1 Cover—swwelblock 70632 70633 70633
2024 1 Shaft. F1ttedw1thgear 73015 73016 73016
2025 1 Lever—index pin, small. .. ... ... i 71938 71938 71938
2026 1 Bush—S6Crentrle, « s mmpewnnis s awme smasms s Smmmm w5 73009 73009 73009
2027 1 Pin—index,small..........‘. 73008 73008 73008
2028 1 Collar—eccentric bush. 73010 73010 73010
2029 1 Bushing. . BN TR S W SRR T E ARG S i e 1 B 73011 73011 73011
2030 1 Stud—index pm 70622 70622 70622
2031 1 Plate—caution. Enghsh e e e 79261 79261 79261
2032 1 Wrench. /”hollowsetscrew................................. 35678 35678 35678
2033 1 Washer. . R — 79253 79253 79253
2034 1 Washer. . . 70621 70621 70621
2035 1 Flangefeccentrxc bearmg ..................................... 70616 70616 70616
2036 1 Gear—Iloose internal . S 3 70864 70864 70864
2037 1 Gearfﬁxedinternal... 70863 70863 70863
2038 1 Gear—cluster on eccentric. .. .. ... ... .. 70865 70865 70865
2039 2 25+ S R 3539 3539 3539
Parts Supplied on Demand Only

2040 1 Dogﬂ-compensatmg and driver.. 24184 24184 24184
2041 1 Chuek: 6% o0 svsmnsara w 103303 v v amenn oo an v s

1 Chuck. 9”.. 16458 16458
2042 1 Flange-vchuck 22053 65611 65611
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ENCLOSED DRIVING MECHANISM PARTS
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CINCINNATI DI AL TYPE MI1TLLING M A CHINES
ENCLOSED DRIVING MECHANISM PARTS LIST
i PART NUMBER T PART NUMBER
Key 6 to use when ordering || Key 5 to use when ordering
No. | PART NAME No. | PART NAME
g 10" 127 14" E 10" 127 14"
< Head | Head | Head Head | Head | Head
20507 L | PIALE con i soamn 2 awn s o 5 116530{116530|116530 || 2101 | 1 | Shield—mitre gear shaft. #3
2051 2 Block—hmge 76510 76510/ 76510 Machiitie. .« s a5 g o0 g s s 79470| 79470
20521 2 nge-—cover ............... 76708| 76708 76708 1 | Shield—mitre gear shaft. #4
2053 ) 1 Bolt-——hmge 76443| 76443 76443 Machine. . .. .............. 79342| 79342
2054 | 1 | Pin. aa @ 3544 3544| 35442102 | 1 | Plug—inshield...............[...... 79341) 79341
2055 1 Knob hmge bolt ..... .| 75372| 75372 75372 2103 | 1 | Plug—114" diameter. . ; L1 P (—
2056| 1 | Cover—plate. ............... 116529|116529|116529 || 2104 | 1 Beanngﬁmxtre gear..........| 79767 79768| 79768
2057 ( 1 | Block—cover. ...... ..... ..|116531|116531|116531 || 2105 | 1 | Collar. W5 8 . 79348| 79348| 79348
2058 | 2 | Gear—drive, 34 teeth.........| 76447 76447| 76447 | 2106 | 1 Gear—mitre. ............... 8278 8076 8076
2059 ( 1 | Bar—sliding change gear. ... .. 77177\ 77177| 77177 || 2107 | 2 | Bearing—needle. 1" O.D......| 79762| 79762 79762
2060 1 | Stud—sliding bar.............| 85488 85488| 85488 |l 2108 | 1 | Spacer—bearing..............| 79766] 79766 79766
2061 | 1 | Link—change gear............| 77176 77176| 77176 || 2109 | 1 | Shaft—mitre gear............| 79764| 79764| 79764
2062 (1 | Pin—link.................... 75944| 75944 75944 (/2110 1 | Washer. . ... ........... ... .. 79765| 79765| 79765
2063 | 1 | Stud—change gear...........| 75344| 75344| 75344|(2111| 1 | Guard...................... 94925| 94925| 94925
2064 | 1 | Bush—change gear. ..........| 75345| 75345 75345|( 2112 | 1 | Screw. .. .................... 216585|216585|216585
2065|1 | Stud—plate.................. 76445) 76445 76445|( 2113 | 1 | Wrench. .................... 216584(216584(216584
2066 | 1 | Bush—platestud............. 76444| 76444| 76444 2114 | 1 | Gear—mitre. ................ 8279| 8261 8261
2067 | 4 | Collar—nut. 14" diameter.....| 76639 76639 76639 | 2115| 1 | Gear—on mitre gear.......... 8221| 8262 8262
2068 [ 1 | Collar—spacer...............| 77550 77550| 77550 2116| 1 | Bush.. . .. 22829| 8259 8259
2069 | 1 | Gear—idler............. 76453| 76453 76453 | 2117 | 1 | Shaft—short. . : 8286| 8264 8264
2070 | 1 | Bush—idler gear. . ........... 76452 76452 76452(| 2118 | 1 | Cover—on top ‘of mitre gear
2071 | 1 | Stud—idler gear..............| 76451| 76451| 76451 bearing.................... 57816/ 57815| 57815
20;2 1 | Bracket—stud. 72172 77172 77172 2119 | 1 | Cover—mitre gear, front......| 8276 8260 8260
2073 | 1 | Stud—bracket. 76491| 76491| 76491 :
2074 | 1 | Bush—bracket stud. . 76446| 76446| 76446 Hooded Type Mitre Gear
2075 | 2 | Gear—reversing. ... ... ... 76456 76456| 76456 Bearing and Seﬁmeﬂf
2076 | 2 | Retainer—reversing gear. . .. .. 76454| 76454 76454| 2120| 1 | Segment. . 77536| 77539 77543
2077 | 1 | Stud—crank gear............. | 76448| 76448| 76448 2121 | 1 Gear—drive. 27 Teeth ........ 77173 77173| 77173
2078 | 1 | Gear—crank.................| 76450| 76450| 76450 2122 | 1 | Shaft—reversing gear......... 79769| 79769| 79769
2079| 1 | Crank—hand............. .| 3565] 3565 3565|2123 | 1 | Gear—intermediate stud. ... .. 75338| 76557| 77542
2080 | 1 | Screw—crank gear............ | 76449] 76449 76449 2124 | 1 | Bush.. e 3598 3598| 3598
2081 | 1 | Collar—lead screw.......... .| 76511| 76511| 76511 2125 | 1 | Stud intermediate. . ..........| 77519| 77519| 77519
2082( 1 | Gear—drive. .. .............. 77423 77423| 77423 (| 2126 | 1 | Bearing—mitre gear..........| 75362| 75742 75742
2083 | 1 | Gear—drive.................| 77422| 77422 7742212127 | 1 | Hood—gear..................| 75366 77537 77541
2084 | 1 | Stud—wplate..................| 79929 79929| 79929|( 2128 | 1 | Shaft—mitregear............ 75361| 75743| 75743
2085| 1 | Stud—housing...............[ 71740 71740 71740(| 2129 | 1 | Gear—on mitre gear shaft. .. .. 75360| 75360| 75360
2130 | 1 | Cover—hood.. 75367) 77538| 77540
. 2131 2 Spacer—change gear 75343 75343| 75343
Needle B“"“ﬁ Type 2132| 1 | Gear—change. 17 Teeth...... 78322| 78322 78322
2086 | 1 Segment—ldler 79833 79773| 79772 2133 | 1 | Gear—change. 18 Teeth...... 78323 78323( 78323
2087) 3 | Oiler.. 44980| 44980| 44980(| 2134 | 1 | Gear—change. 19 Teeth 78324 78324| 78324
2088 | 1 | Gear—drive. 27 teeth. .. ... .. 77173| 77173 77173 | 2135 | 1 | Gear—change. 20 Teeth...... 78325 78325 78325
2089 2 | Bearing—needle. 1" O.D.. 79762 79762| 79762|( 2136 | 1 | Gear—change. 21 Teeth 78326| 78326/ 78326
2090 1 | Washer..................... 79765| 79765| 79765|( 2137 | 1 | Gear—change. 22 Teeth..... 78327| 78327 78327
2091 | 1 | Shaft—reversing gear. ........[105182|105182{105182| 2138 | 2 | Gear—change. 24 Teeth.... .. 78328( 78328 78328
2092 | 1 | Stud—intermediate. . ....|105181({105181|105181 || 2139 | 1 | Gear—change. 27 Teeth..... 78329] 78329 78329
2093 | 1 | Bearing—needle. ”" O D.....| 79761 79761| 79761|| 2140 | 1 Gear—change. 30 Teeth...... 78330( 78330 78330
2094 | 1 | Gear—intermediate stud. . . . .. 79755| 79758 79759 (| 2141 | 1 | Gear—change. 33 Teeth......| 78331| 78331| 78331
2095| 1 | Cover—gear bearing. . ....| 79830| 79770 79771|| 2142 | 1 | Gear—change. 36 Teeth......| 78332(,78332| 78332
2096 | 1 | Bearing—needle. 1/” O.D....| 79763| 79763| 79763 2143 | 1 | Gear—change. 39 Teeth.... .| 78333| 78333| 78333
2097 [ 1 | Gear—mitre gear shaft........| 79345| 79345| 79345|| 2144 | 1 | Gear—change. 42 Teeth..... | 78334| 78334] 78334
2008 | 1 | Shaft—splined extension, #3 2145| 1 | Gear—change. 45 Teeth...... 78335| 78335/ 78335
Machine. s . 79471) 79471]| 2146 | 1 | Gear—change. 48 Teeth......| 78336 78336 78336
1 Shaft—sphned extension. #4 2147 | 1 | Gear—change. 51 Teeth......| 78337| 78337 78337
Machine. cevevee e | 79349( 79349|( 2148 | 1 | Gear—change. 55 Teeth......| 78338| 78338| 78338
2099 | 1 | Plug—tube adapter ........... ..., 79753| 79753(] 2149 | 1 | Gear—change. 60 Teeth......| 78339 78339 78339
2100 | 1 | Coupling—spline shaft. 79350| 79350 2150 | 1 | Box—for change gears........ 75377 75377| 75377
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OPEN TYPE DRIVING MECHANISM PARTS
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CINCINNATI DI AL TYPE MILLING MACHINES
OPEN TYPE DRIVING MECHANISM PARTS LIST
PART NUMBER
Key | Amt. to use when ordering
No. Used PART NAME
10" Head 12" Head 14" Head
2160 1 Bearing—mitre gear. 13956 12087 12087
2161 1 Gear—mitre. 8278 8076 8076
2162 1 Shaft—change gear . 13957 12097 12097
2163 1 Cover—top mitre gear bearmg 3 e e R B 57816 57815 57815
2164 1 Cover—front of mitre gear bearmg ............................. 8276 8260 8260
2165 1 Bush—in bearing. . e 22829 8259 8259
2166 1 Gear—imnitre. . SRR 8 8279 8261 8261
2167 1 Gear—on mitre gear 8221 8262 8262
2168 1 Shaft—short. . 8286 8264 8264
2169 1 Segment, Doubie pltch lead screw. 73637 73637 73637
2170 1 Segment. Single pitch lead screw. 77014 77014 77014
2171 1 Gear—on lead screw. Single sphne lead screw. S e R 12085 12085 12085
2172 1 Gear—on lead screw. Three spline lead screw.............c.o0.00. 77025 77025 77025
2173 1 SEUA—iN SEEIMEIE . .\ o\ vttt ee e e i e e 12098 12098 12098
2174 1 Gear—~intermediate; . sooyas sofs 13 PVeErBVERIT B 68 SN EEER e 9352 9352 9352
2175 1 Gear—quick return std. cou v i i vt e s e e e e 36365 36365 36365
2176 1 Spring—handcrank......,..................{................. 33744 33744 33744
2177 1 Crank—clutch. 56426 56426 56426
2178 1 Handle. . s 3505F 3505F 3505F
2179 1 Stud—qu:ck return gear . 38364 38364 38364
2180 Gear—large on segment. Smgle pltch lead screw .. 18806 18806 18806
2181 1 Sleeve—change gear bush. e 8065 8065 8065
2182 1 Sleeve—on stud. Single pltch lead SCTEW. 18808 18808 18808
2183 1 Holder—for intermediate gear. . - 12084 12084 12084
2184 1 Stud—in holder. . e 12096 12096 12096
2185 1 Gear—small on segment Smgle pltch lead screw S SR 18807 18807 18807
2186 1 Gear—Ilarge on segment. Double pitch lead screw ... ............ 12083 12083 12083
2187 1 Gear—small on segment. Double pitch lead secrew................ 12100 12100 12100
2188 1 Stud—for geat SEEMENt. v amine ne caren s s ©rvEse S s 12099 12099 12099
2189 1 Bush—inchange gear. . ......oov it ci i i 8059 8059 8059
2190 1 Box—for change gears. 67259 67259 67259
2191 1 Gear—change. 100 Teeth. 5987 5987 5987
2192 1 Gear—change. 86’I‘eeth 5988 5988 5988
2193 1 Gear—change. 72 Teeth. ... ... ..t iiiiiiiii 5364 5364 5364
2194 1 Gear—change. 64 Teeth. ... ... ... oiiiiiiiiiiiiiiiianinen. 5365 5365 5365
2195 1 Gear—change. 56 Teeth 5366 5366 5366
2196 1 Gear——change. 48 Teeth 5989 5989 5989
2197 1 Gear—change. 44 Teeth 5990 5990 5990
2198 1 Gear—change. 40 Teeth 5986 5986 5986
2199 1 Gear—change. 32 Teeth 48045 48045 48045
2200 1 Gear—change. 28 Teeth. . .. oo oiiimin v mnv sn ovmwsan s s o 48043 48043 48043
2201 2 Gear—change. 24 Teeth. ... ... ... it 48044 48044 48044
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