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Greenerd Presses will handle a wide variety of work, such as Broaching, Assembling,
Forming, Molding, Cutting with Dies, Straightening, Burnishing, Staking, and many other
production jobs.

PLAIN LEVER TYPE KEYWAY BROACHING PILOT WHEEL TYPE RATCHET TYPE
SPECIFICATION CHART FOR GREENERD ARBOR PRESSES
PLAIN LEVER TYPE RATCHET TYPE
Press No. 1 2 3 3A 3B 3C | 30 3E 3R 3AR 3BR| 30R 3JR 3ER 3% 3% | 40*
Tons Pressure Va 2 3 3 3 3 3 3 3 3 3 3 3 3 5 5 12
Largest Diameter Work 5 10 12 24 33 12 12 14 12 24 33 12 12 14 18 21 22
Height Over Table 4% 8 12 12 12 18 7| 22%4 | 12 12 12 7% | 18 22% | 17| 21 | 21
Height Over Plate 4 7| MMl Me| M| 17% 22 Mk M| 11k 17 | 22 16 202 20
Ram Diameter % 16 1% 1% 1% 1% 1% 1% 1Y% 1% 1% 1% 1% 1% 2% 2% 2%
Travel of Ram 4% 8 11 11 1% 18 18 22 11% 11 IR R%} 18 18 22 16 20 17
Slot in Table 1% 1% 2 2 2 2 § 5% 2% 1% 2 2 5% 2% 2% 3% 3 3
Table Size—left to right 4 6 8% | 10 10 8 8 8% 8% 10 10 8 8 8% | 10% | 102 | 10%
Table Size—front to back | 3 4 5 8% 8 8% 8% | 8%| 5 8%| 8 8% | 8% | 8% | 8% | 84| 9%
Press Gross Weight 16 57 160 173 365 197 185 275 |195 290 390 200 215 320 450 510 765
Stand Extra—Gross Weight | no | 155 185 215 380 170 170 170 185 215 380 170 170 170 310 310 310
Pressure—12" Pilot Wheel| ** 1% 1V 1% 1% 1% 1% 14 no no no no no no no no no
Pressure—24” Pilot Wheel| no no 2% 2% 2% 2% 2% iVj no no no no no no 2% 2% 2%
Pressure—36" Pilot Wheel| no no no no no no no no no no no no no no 4 4 5

PILOT WHEEL MAY

BE FURNISHED IN PLACE OF LEVER WHICH DECREASES PRESSURE

*% Fyrnished with 7'/ Pilot Wheel—21 Ibs.

NO. 4-55-7
7-12 & 20 TON

* Pressure Holding Attachment Standard Equipment

2 POSTED
FLOOR-TYPE ADJUSTABLE KNEE TYPRE
Press No. 4 4F 55* 6 7% 14 15
Tons Pressure 7 12 10 20 4§ 12
Largest Diameter Work 18 26 18 36 36 36
Height over Toble—Knee up 16 18 no knee 20 no knee| no knee
. Height over Table—Knee down 30 30 50 33 28% 284
Ram Diameter 2% 27%¢ 27 3% 27 27
Travel of Ram 16 16 16 202 25% 25%
Slot in Table 3% 4% 4 5% 8 8
Gross Weight 1050 1640 1350 3200 1430 1480

* Pressure Holding Attachment Standard Equipment

NO.
7 & 12 TON

14 & 15

SEND FOR A GREENERD HAND PRESS CATALOG TODAY



Greenerd Hydraulic Presses are rugged, cast constructed and may be furnished to J.I.C.
standards. These hydraulic presses are commonly used for

ASSEMBLING
BROACHING
BURNISHING
CUTTING
FORMING
MOLDING
SIZING

STAKING
STRAIGHTENING

H-50-4 H-75-4 30 TON 10 TON

SPECIFICATION CHART FOR GREENERD HYDRAULIC PRESSES

Max. No Load Full Return HP
Tons Rec. Day Ram Speed Ram Load Speed Ram Mach. Motor
Press No. Pressure | Diam. Light Travel Down Sp. Down | of Ram Dia. Table 1200 RPM
H-2-D 2 2 16 16 264 261 392 2 10x8 3
H-2-C 2 2 16 16 187 184 278 2 with
H-2-A 5 2 2 16 16 347 330 548 1% 2%" 5-1800
H-4-E 4 16 16 56 45 83 2 cored
H-4-G B 16 16 74 60 110 2 slot 2
H-4-A 4 16 16 118 112 176 2 3
H-4-C 4 16 16 187 181 278 2 5
H-4-D 4 16 16 264 247 392 2 5
H-4-CD 4 16 16 451 181 70 2 5
DH-4-C 4 16 16 573 184 278 2 5
DH-4-D 4 16 16 809 247 392 2 7%
Any of the above Presses may be furnished with a 21” or 30" Daylight.

H-6-F 6 16 16 16 56 46 80 27z 13%2 x 10 3
H-6-A 6 16 16 16 90 86 144 275 with 3
H-6-C 6 16 16 16 143 137 228 25% 27%" 5
H-6-D 3 3 3 16 202 189 321 2 cored 7%

| _H-6-CD <] 6 é 16 345 137 549 2% slot 5
DH-6-D 6 6 16 544 189 321 25% 7%
DH-6-35 6 é 16 915 314 540 s 5
H-6-35 ) 6 16 16 340 314 540 2% 5
H-6-U 13 16 16 16 406 382 546 P 5

Any of the above Presses may be furnished with a 21” Daylight.
H-10-A 10 15 6 16 58 55 76 2% 16 x 10 5
H-10-C 10 E] 6 16 Al 8 120 25 with 5
H-10-D 10 5 [ 16 129 2 169 29 3* 7%
H-10-35 10 5 <] 16 217 0 285 PE cored 15
H-10-U 10 5 16 16 259 44 340 27% slot 15
H-10-X 10 5 16 16 338 325 444 o 20
DH-10-D 10 15 16 16 544 121 169 25% 7%
H-10-CD 10 15 16 16 221 88 290 275 5
Any of the above Presses may be furnished with 30" Daylight.

|81 4Post | 15 [ 24 [21-30 | 17 | 116 [ 83 ] 132 [ 27 [ 18x24 | 3
H-30-35 0 22 21 18 67 62 83 4 20 x 15 5
H-30-U 0 2 21 18 80 75 99 4 with 5
H-30-X 0 2 2 1 104 100 130 4 3%” 0
H-30-38 0 2 2 1 144 37 180 4 cored 7%
DH-30-U 0 2 1 153 75 167 6% hole 15
DH-30-X 0 1 18 200 100 218 6% 20
H-50-4 4 Post 50 6 4 12 92 30 5 36 x 36 7%
H-75-4 75 36 24 12 92 30 5 36 x 36 10
UA-10 | 10 up acting Platen Press—See Greenerd Cat. 20 x 14 3

H2, 4, 6

SEND FOR A GREENERD HYDRAULIC PRESS CATALOG TODAY



15-TON

The H-15 series Greenerd Hydraulic Presses supersede the
H-60 line. They have practically the same physical dimen-
sions, but now more fully conform to J. I. C. Standards.
These new Presses are heavier and more ruggedly built
than the H-60 line.

The frame is cast of hydraulic nickel semi-steel. The cyl-
inder is a separate unit cast of hard Meehanite metal, bored
and honed to size, and equipped with piston and cast iron
piston rings. Top and bottom caps are sealed with "O"
rings. Ram gland is bronze and sealed with chevron type
packings. Ram is heat-treated and ground to size and
equipped with removable hardened ram plug held in place
with socket head set screw. Ram is put into motion by foot
pedal. Pressure will remain on the work until foot pedal is
released, which will automatically return ram up to knock-
out stop, and may be adjusted within the stroke of the ram.

Height of 16" x 14" work table approximately 34" from
floor. Stand is also the oil sump and is equipped with clean-
out manhole.

Standard machine is equipped with 3% " cored hole in
work table central with ram, but may also be furnished
with cored slot in work table, in place of hole.

Direct reading hydraulic pressure gauge.

Standard equipment includes standard 1200 RPM motor
and starter arranged for 220/440/550 volt, 3 phase, 60 cycle
current.

Rec. Daylight Max. Ram Ram Ram Machined Size H:E; Ship-

Press No. Tons Diam. over Ram Speed Speed  Return Ram  Hole in Machined Motor Net ping
Pressure Work Table Travel No Load Full Load Speed Diam. Ram Table 1200 RPM  Wat. Wat

H-15-A 1 18 16 15 36 34 54 3% a gg §5 3 3362 3655
H-15-C 15 18 16 15 57 a8 86 3% 23 : 27 5 3430 3810
H-15-D 15 18 16 15 81 76 121 3% ’ ,,,Tg‘ gé 7%2 3560 3920
H-15-35 15 18 16 15 137 126 204 3% Sﬂm\ ae 15 4115 4680
H-15-U 18 18 16 15 163 154 244 3% %N: E[ 15 4115 4680
H-15-X 15 18 16 18 213 205 318 3% "% oo 20 4165 4730

-

*H-15-CD 15 18 16 18 139 55 208 3% '%{‘,’ : 5 3515 3850
**DH-15-D 15 18 16 15 246 76 121 3% = g 2 7Ya 3655 3955
“*DH-15-35 15 18 16 15 414 126 204 3% o= 3 15 4140 4705
**DH-15-U 15 18 16 15 494 154 244 3% = < 15 4140 4705

*H-15-38 15 18 16 15 294 76 440 3% 84 & 72

Any of the H-15 Presses may be furnished with 21" daylight — 15" ram travel.
Any of the H-15 Presses may be furnished with 30" daylight — 15" ram travel.

All H-15 Presses have 3%" cored hole in table central with ram, but may be furnished with 3%" or 5%"

cored slot.

H-15-21 or 30 daylight may be furnished with 21" ram travel.

*Change over to work speed at 4 tons.
**Change over to work speed at 2 tons.



